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1.		Introduction R4-125719
This document suggests an Ad Hoc meeting to be planned in order to finalize the TS 37.144 specification.


		
2.		Background
The European commission has put in force the need for transparency in OTA performance of cellular terminals which has led to increased activities recently within GSMA TSG (GSM Association Terminal Steering Group), GCF PAG (Global Certification Forum Performance Agreement Group) and DE (Digital Europe). EU will eventually “mandate ETSI to improve on standards”. GCF has expressed frustration over the slow progress within 3GPP to conclude on a specification.

_______________________________________________________________________________
3.		Proposal
It is believed 3GPP RAN 4 can play a key role in resolving the OTA performance standardization issue since this forum has the widest attention of stake-holders and by now also have gathered lots of material on the subject.
In order to finalize OTA specifications it is however proposed a separate intense negotiation meeting would be needed among OTA-experts from manufacturers, suppliers and operators. This because consensus seems hard to reach within the regular RAN 4 meetings as the matter has been discussed for the past two years essentially without any decisions made.
_________________________________________________________________________________________


4.	Way forward
For the ad hoc meeting it is proposed a matrix is created containing currently available and already proposed specifications to serve as reference. Then to be listed all bands, operating modes, device types etc.
Example:
	Device type/ operating mode
	Band 2G/3G/4G
	TS37.144 existing
	GSMA
	CTIA
	Existing proposal by vendor X, Y, Z
	Etc.
	New 3GPP:  min min
	New 3GPP: min avg
	New 3GPP: recom.

	Smartphone TRP BHH
	I
	
	
	
	
	
	
	
	

	…
	II
	
	
	
	
	
	
	
	

	LEE
	
	
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	
	

	Etc.
	
	
	
	
	
	
	
	
	



One might want to start the discussion up by deciding on deltas between min average and min min and from a previous contribution (R4-136344) this is proposed to be 3 dB for UTRA BHH TRP. Similarly deltas can be discussed between recommended and min average which might speed the discussion up.
Consensus among the participants needs to be reached with respect to which calculation basis that applies for the requirement values setting. Some contributions refer to the empirical approach where several devices are measured and the statistics suggests a value to be specified. This is straight forward but has the disadvantage of being based on somewhat old technology, not considering new bands, CA etc. Alternatively values can be derived from a theoretical basis where conducted performance, already well specified by 3GPP, together with antenna performance constitutes our specification. A third approach is the system needs approach where the specification is based on link budgets and propagation model simulations. This approach benefits from a holistic view on the total system performance. It is however a difficult task and therefore likely not offered by many contributors.
_________________________________________________________________________________
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