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1. Introduction
The WI of intra-band contiguous CA for band 39 was completed in Q1/2014. According to 36.101, the maximum supported bandwidth combination for band 39 is 20MHz+15MHz. However, so far, only 20MHz+20MHz bandwidth combination is specified for TDD in 36.101 performance part. The corresponding test cases for CA_39C, which support 20MHz+15MHz, are missing from RAN4 spec.
In this contribution, we propose to add the missing demodulation/CQI test cases for CA_39C.
2. Demodulation/CQI test case for CA_39C
The missing demodulation test cases for CA_39C are listed as follows:
1. Single-antenna port performance for 20MHz+15MHz CL_C.
2. Open-loop spatial multiplexing performance (2 Tx Antenna Port) for 20MHz+15MHz CL_C.
3. Closed-loop spatial multiplexing performance (Multi-Layer Spatial Multiplexing 4 Tx Antenna Port) for 20MHz+15MHz CL_C.
4. [bookmark: _GoBack]Soft buffer management test for 20MHz+15MHz CL_C.
5. Carrier aggregation with power imbalance for 20MHz+15MHz CL_C.
6. Sustained downlink data rate provided by lower layers for 20MHz+15MHz CL_C.
7. CQI test for carrier aggregation for 20MHz+15MHz CL_C.
In RAN#64 plenary, a new WI on UE demodulation/CSI performance requirements for multiple CA configurations was approved [1]. In order to avoid the duplicate simulation work, we propose to specify CA_39C demodulation/CQI requirements using the scalable methodology in this WI.
Proposal 1：Specify CA_39C (20MHz+15MHz) demodulation/CQI requirements using the scalable methodology in the new WI on UE demodulation/CSI performance requirements for multiple CA configurations.
3. Conclusion
In this contribution, we propose to add the missing demodulation/CQI test cases for CA_39C (20MHz+15MHz) in 36.101. In order to minimize the workload, we suggest that:
Proposal 1：Specify CA_39C (20MHz+15MHz) demodulation/CQI requirements using the scalable methodology in the new WI on UE demodulation/CSI performance requirements for multiple CA configurations.
4. Reference 
[1] RP-140975, New Work Item on E-UTRA CA UE Performance Requirements for Multiple CA Configurations.
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