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1 Introduction

WI for CA_B26-B41 was approved in RAN#64 [1].  As seen in [2], handling of 3rd order harmonic of Band 26 UL is discussed.  Although inclusion of Harmonic Trap Filter (HTF) might be contentious issue for this WI, rest of specifications would be quite easy to get agreement because Band 26 and Band 41 are low and high bands, respectively.  This contribution proposes TP for TR36.851 on UE RF requirements for CA_B26-B41.
2 Proposal
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Figure 2-1 Frequency arrangement for Band 26, Band 41 and 3rd harmonic of Band 26 UL
Figure 2-1 shows frequency arrangement of Band 26, Band 41 and 3rd order harmonic of Band 26 UL.  Whether HTF is needed or not should be handled in another contribution [2].  This contribution proposes to capture general UE RF requirements for CA_B26-B41.
Proposal: General UE RF requirements for CA_B26-B41 should be captured in TR36.851.
3 Reference
· 1. RP-140964: “LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 26, Band 41 and Band 41”, KDDI
· 2. R4-144647: “Way Forward on UE Architecture of CA_B26-B41”, KDDI
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4 TP for TR36.851
<Start of TP>
7.2.X

LTE Advanced Carrier Aggregation of Band 26 and Band 41

Table 7.2.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  –  FUL_high 
	
	FDL_low  –  FDL_high 
	
	

	CA_26-41
	26
	814 MHz
	–
	849 MHz
	5,10,15,20
	859 MHz
	–
	894 MHz
	5,10,15,20
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	5,10,15,20
	2496 MHz
	–
	2690 MHz
	5,10,15,20
	TDD


7.2.X.1
List of specific combination issues

<Text will be added.>
7.2.X.1.1
Channel bandwidths per operating band for CA

Table 7.2.X.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA operating / channel bandwidth
	Maximum aggregate bandwidth [MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_26A-41A
	26
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
<Unchanged Section Omitted >
7.2.X.1.3
∆TIB and ∆RIB values
For two simultaneous DL and one UL the (TIB,c and (RIB values are shown in table 7.2.X.1.3-1, and in table 7.2.X.1.3-2:

Table 7.2.X.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_26A-41A
	26
	FFS

	
	41
	FFS


Table 7.2.X.1.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_26A-41A
	26
	FFS

	
	41
	FFS


<End of TP>
