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1. Overall Description:
RAN4 has discussed CSG-to-inter-frequency neighbour-list CSG cell reselection requirements and CSG to inter RAT neighbour-list EUTRA CSG cell reselection requirements and come to the conclusion that CSGto-neighbour-list-CSG cell reselection requirements are required.
RAN4 would like to inform RAN5 that performance requirements related to CSG to CSG reselection are required. There are none currently and RAN4 will introduce the following requirements to support CSG to CSG reselection:

A. [bookmark: _Toc329307430]Reselection from a CSG to an inter-frequency CSG cell


If 0< Sx <= Sintersearch or when Sintersearch is not present, and the serving cell is the highest ranked cell on the serving frequency, the UE shall perform search and reselection to an allowed inter-frequency CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist within 6 minutes, provided that this inter-frequency CSG cell is listed in system information without absolute priority configured.
If 0< Srxlevservingcell <= Sprioritysearch1 or 0< Squalservingcell <= Sprioritysearch2, and the serving cell is the highest ranked cell on the serving frequency, the UE shall perform search and reselection to an allowed inter-frequency CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist within 6 minutes, provided that this inter-frequency CSG cell is listed in system information with absolute priority.
If Sx<=0 or the serving cell is not the highest ranked cell on the serving frequency, the requirements in section 4.2.2.3 applies.



B. [bookmark: _Toc329307431]Reselection from a CSG to an inter-RAT E-UTRA CSG cell

If 0< Srxlevservingcell <= Sprioritysearch1 or 0< Squalservingcell <= Sprioritysearch2, and the serving cell is the highest ranked cell on the serving frequency, the UE shall perform search and reselection to an allowed inter-RAT E-UTRA CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist within 6 minutes, provided that this inter-RAT E-UTRA CSG cell is listed in system information with absolute priority.
If Sx<=0 or the serving cell is not the highest ranked cell on the serving frequency, the requirements in section 4.2.2.5a applies.



2. Actions:
To 3GPP WG RAN5:
ACTION: 	RAN4 kindly asks RAN5 to take note of the agreements on CSG-to-CSG cell reselection requirements as discussed in [1] and TS25.133 CR [2].

3. References:
1. R4-145135, “New requirements for reselection from a CSG to an inter-frequency CSG cell or inter-RAT E-UTRA         CSG cell”
1. R4-145137, “CR for new requirements for reselection from a CSG to an inter-frequency CSG cell or inter-RAT E-UTRA CSG cell”
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