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1. Overall Description:

RAN1 would like to inform RAN2 and RAN4 about further RAN1 agreements on DRS design made in RAN1#77 and reached by email approval following RAN1#77.

Agreements (regarding DRS-based RRM measurement):

· A UE can be configured with one DRS measurement timing configuration (DMTC) per frequency

· The reference timing for the offset is the primary serving cell’s timing

Agreement (regarding measurement gap for DRS-based measurement):

· No new measurement gap pattern is introduced for DRS-based measurement

Agreements (regarding discovery signals):

· For subframes (DL subframes and DwPTS region of subframe) within a DRS occasion indicated for possible DRS-based measurements, a UE can assume that at least CRS antenna port 0 for a cell is transmitted

–     When UE is indicated with MBSFN subframe configuration or MBSFN related configuration, UE assumption of CRS transmission on MBSFN subframe is per Rel-8

· FFS whether there is a need to enhance signaling

–     A UE may assume that all DL subframes and DwPTS region of subframe in a DRS occasion are available at least for CRS as DRS based measurements

· FFS whether number of subframes in a DRS occasion is to be fixed or configurable

· FFS relation to restricted measurement subframe

–     FFS whether to indicate the number of CRS ports

· If, in addition, CSI-RS is configured as DRS

–      For CSI-RS as DRS, at least single antenna port 15 with 2 REs per PRB of CSI-RS RE configuration is supported for CSI-RS based RSRP

· FFS whether to indicate the number of CSI-RS ports

· FFS on supporting other antenna port(s) and/or more REs/PRB

–      In a DRS occasion, the relative subframe offset between SSS and one CSI-RS RE configuration (or equivalence) can be different for different CSI-RS RE configurations

–      For each CSI-RS RE configuration in a DRS occasion, a UE can assume that the corresponding CSI-RS is transmitted in one subframe

•       FFS on whether to allow more than one subframe

–     Continue discussion on UE data rate matching on CSI-RS as DRS in RAN1#78

· Requirements on measurement bandwidth, periodicity, and duration of a DRS occasion should be discussed in RAN4

2. Actions:

RAN1 kindly asks RAN2 and RAN4 to take the above into account in their future work.
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