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1. Introduction

New WI proposal to support the LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 3, Band 3 and Band 8 was approved during RAN#64 [1]. In this WI, new Carrier Aggregation combination with maximum aggregated bandwidth of 50MHz (40MHz in Band 3 and 10MHz in Band 8) between non-contiguous intra-band band 3 and inter-band CA band 3 + band 8 is introduced. The BS coexistence studies of harmonics and intermodulation products generated by the BS supporting LTE-A CA of Band 3, Band 3 and Band 8 were investigated in [2]. In this document, we provide the corresponding text proposal to TR 36.853.
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3. Text proposal to 36.853
6.x

LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 3, Band 3 and Band 8
6.x.1

Co-existence studies for 1 UL/3DL
The 3rd order IMD products generated by BS transmitting 3DL CA at Band 3, Band 3 and Band 8 DL carriers are shown in Table 6.x.1-1 below.

Table 6.x.1-1: Band 3, Band 3 and Band 8 DL 3rd order IMD products

	BS DL carriers
	f1-low
	f1-high
	f2-low
	f2-high
	f3-low
	f3-high

	DL frequency (MHz)
	925
	960
	1805
	1880
	1805
	1880

	
	
	

	3rd order IMD products 
	(f1-low + f2-low – f3-high)
	(f1-high + f2-high – f3-low)

	IMD frequency limits (MHz)
	850
	1035

	
	
	

	3rd order IMD products 
	(f1-low + f3-low – f2-high)
	(f1-high + f3-high – f2-low)

	IMD frequency limits (MHz)
	850
	1035

	
	
	

	3rd order IMD products 
	(f2-low + f3-low – f1-high)
	(f2-high + f3-high – f1-low)

	IMD frequency limits (MHz)
	2650
	2835

	
	
	

	3rd order IMD products 
	(f1-low + f2-low + f3-low)
	(f1-high + f2-high + f3-high)

	IMD frequency limits (MHz)
	4535
	4720


As shown in Table 6.x.1-1, in addition to the impacts of harmonics and IMD product from the constituent 2DL CA configurations, the 3rd intermodulation products generated by BS supporting 3DL CA of Band (3+3+8) may fall into the BS receive band of Bands 8, 20 or 41. As 3rd intermodulation products may fall into own receive block of Band 8, further analysis is needed to be done.
Assume that the 3 carriers transmitted by the Band (3 + 3 + 8) BS are a, b, and c MHz in channel bandwidth and d, e, and f MHz from the lower edges of Band 3 and 8 DL frequency as shown in Figure 6.x.1-1 below:
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Figure 6.x.1-1: 3 carriers transmitted by the Band (3 + 3 + 8) BS
And the corresponding BS receive blocks are as shown in Figure 6.x.1-2 below:
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Figure 6.x.1-2: 3 carriers received by the Band (3 + 3 + 8) BS
Then the 3rd order IMD products caused in the BS by transmitting of the 3 CC can be calculated as shown in Table 6.x.1-2 below:

Table 6.x.1-2: Band (3 + 3 + 8) BS DL 3rd order IMD products

	3rd order IMD products
	IMD frequency limits (MHz)

	(f1-low + f2-low – f3-high)
	925 + d + e – f – c

	(f1-high + f2-high – f3-low)
	925 + d + a + e + b – f

	(f1-low + f3-low – f2-high)
	925 + d + f – e – b

	(f1-high + f3-high – f2-low)
	925 + d + a + f + c – e


Comparing the IMD frequency limits in Table 6.x.1-2 with the BS receive blocks in Figure 6.x.1-2, it can be deduced that the 3rd order IMD products caused in the BS by transmitting of the 3 CC will only fall into the BS own receive block of Band 8 under one of the transmit configurations shown in Table 6.x.1-3 below:

Table 6.x.1-3: Band (3 + 3 + 8) BS transmit configurations with 3rd IMD within Band 8 BS own receive blocks
	1st CC channel bandwidth (a MHz)
	2nd CC channel bandwidth (b MHz)
	3rd  CC channel bandwidth (c MHz)
	CC position (d, e and f MHz)

	5
	5
	5
	 35 < f – e < 55

	5
	5
	10
	30 < f – e < 55

	5
	10
	5
	35 < f – e < 60

	10
	5
	5
	30 < f – e < 60

	5
	10
	10
	30 < f – e < 60

	5
	5
	15
	25 < f – e < 55

	5
	15
	5
	35 < f – e < 65

	10
	5
	10
	25 < f – e < 60

	10
	10
	5
	30 < f – e < 65

	5
	5
	20
	20 < f – e < 55

	10
	5
	15
	20 < f – e < 60

	10
	10
	10
	25 < f – e < 65

	5
	10
	15
	25 < f – e < 60

	5
	15
	10
	30 < f – e < 65

	5
	20
	5
	35 < f – e < 70

	10
	15
	5
	30 < f – e < 70

	5
	10
	20
	20 < f – e <= 55

	5
	15
	15
	25 < f – e <= 60

	5
	20
	10
	30 < f – e <= 65

	10
	5
	20
	15 < f – e <= 55

	10
	10
	15
	20 < f – e <= 60

	10
	15
	10
	25 < f – e <= 65

	10
	20
	5
	30 < f – e <= 70

	5
	15
	20
	20 < f – e <= 55

	5
	20
	15
	25 < f – e <= 60

	10
	10
	20
	15 < f – e <= 55

	10
	15
	15
	20 < f – e <= 60

	10
	20
	10
	25 < f – e <= 65

	10
	15
	20
	15 < f – e <= 55

	5
	20
	20
	20 < f – e <= 55

	10
	20
	15
	20 < f – e <= 60

	10
	20
	20
	20 < f – e <= 55


As the result above, it is recommended that the Band (3 + 3 + 8) BS transmitter should not share the same antenna with Band 8, 20 or 41 BS receiver, or the own Band 8 receiver if the aforementioned BS transmit configurations are used, in order to prevent BS receiver desensitization, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause Band 8, 20 or 41 BS receiver desensitization. Note that antenna sharing may be allowed as the state-of-the-art continues to evolve in the future.
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