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1 Simulation Assumptions
2.1 CRS based RSRP measurement
A UE may assume that all DL subframes and DwPTS region of subframe in a DRS occasion are available for CRS as DRS based measurements. The parameters in table 1 are all for simulation purpose.
· Side conditions

The SNR side condition for CRS based RSRP could reuse the legacy CRS measurement side condition.
· SNR: {-10, -8, -6, -3, 0} dB
· DRS occasion
· A DRS occasion for a cell comprises {1(baseline), 3 (optional) ,5(optional)} subframes
· All DL subframes carry CRS signal

· A DRS occasion for a cell is transmitted every M ms

· Candidate values for M are 160

· Measurement bandwidth
· Measurement bandwidth：{6RBs, 25RBs, 50RBs}
· Measurement period

· Measurement period: i*160ms, i={1,3,5}
Table 1: Simulation parameters for CRS RSRP measurement
	Parameters
	Value
	Comments

	SNR 
	{-10, -8, -6, -3, 0} dB 
	

	Measurement Bandwidth 
	{6 RBs, 25RBs, 50 RBs }
	

	Number of Tx Antennas 
	{1} 
	

	Number of Rx Antennas 
	2 
	

	Antenna Correlation 
	Low 
	

	DRS occasion periodicity (M)
	160
	A DRS occasion is transmitted every M ms

	DRS occasion duration (N)
	1
	A DRS occasion for a cell comprises N consecutive subframes. The cases of duration more than 1 subframe are optional for study.



	Measurement Period 
	i*160ms, i={1,3,5}
	

	Number of Samples per Measurement Period 
	- 
	Implementation-dependent (NOTE 1)

	L3 filtering 
	Disable 
	

	DRX
	OFF
	

	Propagation Condition
	AWGN, EPA5, ETU30
	

	CP Length
	Normal
	

	NOTE 1: Companies are requested to provide the details of the measurement sampling rate for interpretation and comparison of the results.


2.2 CSI-RS based RSRP
When CSI-RS is configured as DRS, a UE can assume that the corresponding CSI-RS is transmitted. The parameters in  table 2 are all for simulation purpose.
· Side conditions

SINR: {-4,-3,0,3} dB
· DRS occasion

· A DRS occasion for a cell comprises {1(baseline), 3 (optional) ,5(optional)} subframes 
· on for a cell is transmitted every M ms

· Candidate values for M are  160  
· CSI-RS transmission

 For each CSI-RS RE configuration in a DRS occasion, a UE can assume that the corresponding CSI-RS is transmitted in one subframe as baseline.
· Measurement bandwidth

· Measurement bandwidth：{6RBs, 25RBs,50RBs}
· Measurement period

· Measurement period: i*160ms, i={1,3,5} 
Table 2: Simulation parameters for CSI-RS RSRP measurement 
	Parameters
	Value
	Comments

	SINR 
	{-4, -3, 0, 3} dB 
	

	Measurement Bandwidth 
	{6 RBs, 25RBs, 50RBs}
	

	Number of Tx Antennas 
	1
	

	Number of Rx Antennas 
	2 
	2 

	Antenna Correlation 
	Low 
	Low 

	CSI reference signals 
	Antenna port  {15} 
	

	DRS occasion periodicity (M)
	160
	A DRS occasion is transmitted every M ms

	DRS occasion duration (N)
	1(baseline), 3 (optional) ,5(optional)
	

	CSI-RS transmission 
	{1(baseline) }
	The cases of CSI-RS subframes more than 1 within each duration are optional for study.



	CSI-RS reference signal configuration 
	config.2 with 2 REs/RB, 
config.2 with 8 REs/RB
	config.2 with 4 REs/RB is optional for study.

	Measurement Period 
	i*160ms, i={1,3,5}
	

	Number of Samples per Measurement Period 
	- 
	Implementation-dependent (NOTE 1)

	L3 filtering 
	Disable 
	

	DRX
	OFF
	

	Propagation Condition
	AWGN, EPA5, ETU30
	

	CP Length
	Normal
	

	NOTE 1: Companies are requested to provide the details of the measurement sampling rate for interpretation and comparison of the results.


2.3 Performance Metrics

The CDF curves are to be provided for:
Delta CRS-RSRP   = (estimated CRS-RSRP – ideal CRS-RSRP) 
[dB]  

Delta CSI-RS-RSRP   = (estimated CSI-RS-RSRP – ideal CSI-RS-RSRP) 
[dB]  
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