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1 Introduction
This contribution adds the relaxations proposed in a parallel contribution.
2 TP to 36.853
----- Start of TP -----
6.3.1.1.3
∆TIB and ∆RIB values

The reported additional IL (Insertion Loss) values, based on implementation/simulation data, under ETC (Extreme Temperature Conditions) for combining band 1 and band 7, for each of the Tx and Rx paths, are shown in table 6.3.1.1.3-1.

Table 6.3.1.1.3-1: IL values for band 1 + 7 diplexer and quadplexers (under ETC) 

	E-UTRA bands
	IL (dB)
	IL (dB)
	IL (dB)
	IL (dB) (Note 1)
	IL (dB)

	1 Tx
	0.4
	0.7
	0.4
	1.2
	0.4

	1 Rx
	0.37
	0.7
	0.2
	1.4
	0.3

	7 Tx
	0.63
	1.2
	0.7
	1.2
	0.5

	7 Rx
	0.58
	1.2
	0.4
	0.6
	0.8

	NOTE 1:
The values for this device are reported under nominal conditions.
	


For the reported additional IL values, the corresponding average additional IL values for the Tx and the Rx paths, from [2], are shown in table 6.3.1.1.3-2:

Table 6.3.1.1.3-2: Average Tx and Rx IL for combining band 1 and band 7 (under ETC)

	Inter-band CA Configuration
	E-UTRA Band
	Tx IL  [dB]
	Rx IL  [dB]
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	1
	0.62
	0.6

	
	7
	0.85
	0.72


For two simultaneous DLs and one UL the (TIB,c and (RIB values, from [2], are shown in table 6.3.1.1.3-3, and in table 6.3.1.1.3-4:

Table 6.3.1.1.3-3: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_1A-7A
	1
	0.5

	
	7
	0.6


Table 6.3.1.1.3-4: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_1A-7A
	1
	0

	
	7
	0


----- End of TP -----
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