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1 Introduction
This document provides a text proposal to TR 36.860 on ΔTIB,c and ΔRIB,c values for LTE_CA_B39_B41 with two uplinks.
2 Discussion 

As stated in TS 36.851, the focus of current TDD inter-band CA is not supporting simultaneous Tx/Rx. Comparing to the 1UL/2DL architecture an additional diplexer may be used for the Tx chain, while the Rx chain could be reused. It is therefore proposed to define the following ΔTIB,c and ΔRIB,c values for CA_39A-41A with two uplinks in Table 1 and Table 2: 

Table 1: ΔTIB,c 
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_39A-41A
	39
	0.5

	
	41
	0.5


Table 2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_39A-41A
	39
	0.2

	
	41
	0.2


Text Proposal
8.x.4
∆TIB and ∆RIB values
As stated in TS 36.851, the focus of current TDD inter-band CA is not supporting simultaneous Tx/Rx. Comparing to the 1UL/2DL architecture an additional diplexer may be used for the Tx chain, while the Rx chain could be reused. It is therefore proposed to define the following ΔTIB,c and ΔRIB,c values for CA_39A-41A with two uplinks in Table 8.x.4-1 and Table 8.x.4-2, note that different ΔTIB,c value is used for one uplink and two uplinks: 

Table 8.x.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_39A-41A
	39
	04

	
	41
	04

	CA_39A-41A
	39
	0.55

	
	41
	0.55

	NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.


Table 8.x.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_39A-41A
	39
	0.2

	
	41
	0.2
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