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1. Introduction
In last RAN4 meeting, further System simulation assumptions document was agreed for side condition for DRS of small cell [1].
This document provides our simulation results and our views were provided.
2. Simulation Results and Discussion
Based on the new system simulation assumptions, simulation results for CDF curves of CRS and CSI-RS SINR are given in the following:
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Figure 1.
One CRS port and 50% load






Figure 2.
Two CRS port and 50% load
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Figure 3.
CSI-RS muting within cell cluster
From the simulation results of single antenna port used, the 5% CRS SINR of first three stronger cells are about -8dB, -6.3db, and -2dB. For two antenna port used, the CRS SINR is similar as, lower little than that of single antenna port used. The 5% CRS SINR of first three stronger cells are about -8dB, -6.3db, and -2.5dB.
From the simulation results of CSI-RS, the 5% CSI-RS SINR of first three stronger cell are about -4.5dB, -2.5dB and 1dB.

Proposal：Based on new simulation assumption, if we used about the point 5% CDF of second stronger cell, it is seemly that the side condition for PSS/SSS/CRS of DRS is defined to -6dB, and the side condition for CSI-RS of DRS is defined to -3dB.
3. Conclusion
This document provides our simulation results for DRS SINR, and following proposal was provided:
Proposal: Based on new simulation assumption, if we used about the point 5% CDF of second stronger cell, it is seemly that the side condition for PSS/SSS/CRS of DRS is defined to -6dB, and the side condition for CSI-RS of DRS is defined to -3dB.
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