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1 Introduction
In RAN4 meeting #72 [1] added a new bandwidth combination set into CA configuration CA_2A-4A. This TP updates LTE Advanced Dual Uplink Inter-band Carrier Aggregation TR 36.860.
2 References

[1] R4-145119, Addition of bandwidth combination set for CA_2A-4A, Qualcomm Incorporated, T-Mobile USA, RAN4#72
********************** Start of TP for TR36.860 0.10.0 **********************************************
9.6
LTE-Advanced Carrier Aggregation of Band 2 and Band 4
Table 9.6-1: E-UTRA interband CA band for CA_2-4
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_2A-4A
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	


9.6.1

List of specific combination issues

9.6.1.1
Channel bandwidths per operating band for CA_2A-4A

Table 9.6.1.1-1: Channel bandwidths per operating band for CA_2A-4A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA 
Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	
	
	
	
	
	
	
	
	
	

	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	4
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	2
	 
	 
	Yes
	Yes
	 
	 
	20
	1

	
	4
	 
	 
	Yes
	Yes
	 
	 
	
	

	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
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