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	Reason for change:
	3GPP defined features and developed NW features are often based on intra-and inter-frequency measurements. The number of parallel reporting criteria a UE must support has not been updated since Rel9. 
In order to support usage of new measurement based features, UEs must be able to handle more reporting criteria in parallel.
The meaning of table 8.10: Requirements for reporting criteria per measurement category is not clear, with the risk of misinterpretation of the requirements in certain situations.
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	Increased number of parallel reporting criteria a UE must support in clause 8.3.2 and table 8.10
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	Consequences if not approved:
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8.3.2
Requirements

In this section a reporting criterion corresponds to either one event (in the case of event based reporting), or one periodic reporting criterion (in case of periodic reporting), or one no reporting criterion (in case of no reporting). For event based reporting, each instance of event, with the same or different Event Identities, is counted as separate reporting criterion in Table 8.10.
The UE shall be able to support in parallel per category up to Ecat reporting criteria according to Table 8.10. If the UE is configured with a single uplink carrier frequency, for the measurement categories: Intra-frequency, Inter frequency, Inter frequency (virtual active set), and Inter-RAT the UE need not support more than 28reporting criteria in total. If the UE is configured with dual uplink carrier frequencies, for the measurement categories: Intra-frequency, Inter frequency, Inter frequency (virtual active set), and Inter-RAT the UE need not support more than 34 reporting criteria in total. For the measurement categories: Traffic volume and Quality measurements the UE need not support more than 16 reporting criteria in total.

Table 8.10: Requirements for reporting criteria per measurement category

	Measurement category
	Ecat
	Note

	Intra-frequency
	12 Note 1, Note 3, Note 4
	

	Inter-frequency
	10 Note 2, Note 3
	

	Inter-frequency, virtual active set
	4
	

	Inter-RAT GERAN
	4
	Only applicable for UE with this capability

	Inter-RAT E-UTRAN
	4
	Only applicable for UE with this capability

	UE internal measurements
	8
	

	Traffic volume measurements
	2 + (2 per Transport Channel)
	

	Quality measurements
	2 per Transport Channel
	

	UP measurements
	2
	Only applicable for UE with this capability.

	UE Rx-Tx time difference measurement
	1
	

	Note 1: When the UE is configured with dual uplink carrier frequencies, Ecat for Intra-frequency is applied per intra-frequency.
Note 2:
When the same event  or periodic reporting configuration is configured on multiple frequency layers, it is counted as one inter-frequency or inter-RAT reporting critera

Note 3: 
When an event involves both an intra-frequency and an inter-frequency measurement, it is counted as an inter-frequency reporting criteria 

Note 4: 
When an event involves both an intra-frequency and an inter-RAT measurement, it is counted as an inter-RAT reporting criteria



