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1. Introduction

Example formats in CA WID for identification of bands, CA classes, allowed UL configurations, bandwidths, and bandwidth combination sets.

Example 1: 2DL, 1UL
	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yA
	CA_xA, CA_yA
	x
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	x
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	


Example 2: 2DL, 2UL
	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yA
	CA_xA, CA_yA, CA_xA-yA
	x
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	x
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	


Example 3: 2DL, 1UL.  Uplink only allowed in Band x

	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yA
	CA_xA
	x
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	x
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	y
	
	
	Yes
	Yes
	Yes
	Yes
	
	


Example 4: Inter-band + intra-band contiguous, single uplink in either band

	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yC
	CA_xA, CA_yA
	x
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	CA_yC
	 See Table 5.6A.1-1
	
	

	
	
	x
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	CA_yC
	See Table 5.6A.1-1
	
	


Example 5: Inter-band + intra-band contiguous, single uplink in Band y, or contiguous intra-band uplink in Band y.  Uplink in Band x is not allowed.

	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yC
	CA_yA, CA_yC
	x
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	CA_yC
	 See Table 5.6A.1-1
	
	

	
	
	x
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	CA_yC
	See Table 5.6A.1-1
	
	


Example 6: Inter-band + intra-band non-contiguous + intra-band contiguous, single uplink in Band x, or contiguous intra-band uplink in Band y.  Single uplink in band y is not allowed.

	E-UTRA CA Configuration for DL
	E-UTRA Band or CA Configuration for UL
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5

MHz
	10

MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_xA-yA-yC
	CA_xA, CA_yC
	x
	
	
	Yes
	Yes
	
	
	60
	0

	
	
	y
	 
	
	Yes
	Yes
	
	
	
	

	
	
	CA_yC
	See Table 5.6A.1-1
	
	


