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1.
Introduction
The currently ongoing LTE UE TRP and TRS and UTRA Hand Phantom related UE TRP and TRS Requirements Work Item also includes in its scope the task to complete the UTRA LEE performance requirements [1].  All over the air performance requirements are recorded in the unified specification TS37.144 [2].
This text proposal adds average requirement, minimum requirement, and recommended values for UTRA FDD LEE notebook TRP (Power Class 3) and TRS requirements for Bands I and VIII.  It is justified in the accompanying discussion paper [6].
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4.
Text Proposal

<< unchanged text omitted >>

6.3.2
UTRA FDD

LEE TRP minimum performance requirements for UTRA FDD are defined in Tables 6.3.2-1 and 6.3.2-2.
Table 6.3.2-1: Notebook TRP minimum performance requirement for UTRA FDD in the data transfers position

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	19.0
	17.0
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	18.0
	16.0
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


Table 6.3.2-2: Tablet TRP minimum performance requirement for UTRA FDD in the data transfer position

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for tablet devices.
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7.3.2
UTRA FDD

LEE TRS minimum performance requirements for UTRA FDD in data transfer position mode for 1% BER with 12.2kbps DL reference channel as defined in Annex C.3 of [2] are defined in Tables 7.3.2-1 and 7.3.3-2. [The values in the tables are Îor with no interference.]

Table 7.3.2-1: Notebook TRS minimum requirements for UTRA FDD in data transfer position

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-103.0
	-101.0

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	-98.0
	-96.0

	IX
	dBm/3.84 MHz
	TBD
	TBD

	XIX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2: 
Applicable for dual-mode GSM/UMTS.

NOTE 3: 
Applicable for notebook devices.


Table 7.3.2-2: Tablet TRS minimum requirements for UTRA FDD in data transfer position

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD
	TBD

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	TBD
	TBD

	IX
	dBm/3.84 MHz
	TBD
	TBD

	XIX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2: 
Applicable for dual-mode GSM/UMTS.

NOTE 3: 
Applicable for tablet devices.


<< unchanged text omitted >>

B.2.3.2
UTRA FDD

Table B.2.3.2-1: Notebook TRP recommended performance for UTRA FDD in data transfer position

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	Average
	Average
	Average
	Average
	Average

	I
	-
	-
	21.0
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	20.0
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


Table B.2.3.2-2: Tablet TRP recommended performance for UTRA FDD in data transfer position

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	Average
	Average
	Average
	Average
	Average

	I
	-
	-
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for tablet devices.
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B.3.3.2
UTRA FDD

Table B.3.3.2-1: Notebook TRS recommended performance for UTRA FDD in the data transfer position

	Operating band
	Unit
	<REFÎor>

Average

	I
	dBm/3.84 MHz
	-105.0

	II
	dBm/3.84 MHz
	TBD

	III
	dBm/3.84 MHz
	TBD

	IV
	dBm/3.84 MHz
	TBD

	V
	dBm/3.84 MHz
	TBD

	VI
	dBm/3.84 MHz
	TBD

	VII
	dBm/3.84 MHz
	TBD

	VIII
	dBm/3.84 MHz
	-100.0

	IX
	dBm/3.84 MHz
	TBD

	XIX
	dBm/3.84 MHz
	TBD

	NOTE: 
Applicable for notebook devices.


Table B.3.3.2-2: Tablet TRS recommended performance for UTRA FDD in the data transfer position

	Operating band
	Unit
	<REFÎor>

Average

	I
	dBm/3.84 MHz
	TBD

	II
	dBm/3.84 MHz
	TBD

	III
	dBm/3.84 MHz
	TBD

	IV
	dBm/3.84 MHz
	TBD

	V
	dBm/3.84 MHz
	TBD

	VI
	dBm/3.84 MHz
	TBD

	VII
	dBm/3.84 MHz
	TBD

	VIII
	dBm/3.84 MHz
	TBD

	IX
	dBm/3.84 MHz
	TBD

	XIX
	dBm/3.84 MHz
	TBD

	NOTE: 
Applicable for tablet devices.
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