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1 Introduction
The performance requirements for UMTS HetNet Enhancements was discussed in the contribution to RAN4#72 [1]. The conclusion at last meeting, see [2] was that new requirements were needed for the power control loops of the F-DPCH in section 8.7.
2 Discussion

In UMTS HetNet enhancements an extra F-DPCH is received from the serving HS-DSCH cell simultaneously as the new DPCCH2 may be transmitted from the UE, which means that the UE must handle two new power control loops, one in downlink and one in uplink. The extra DL loop is that the new F-DPCH is power controlled by the TPC command sent in the UL DPCCH2. In the same way the extra UL loop is the power control of the new UL DPCCH2 channel. The TPC command for this channel is received in the new DL F-DPCH channel.
The power control loop requirements and test cases today are in section 8.7 (control of UL power) and 8.8 (control of DL power) of 25.101. In the discussions in the RAN4 #72 meeting the conclusion was that it is enough to test the control of the UL power of the DPCCH2 in 8.7. With this test the response to power control commands received in DL is verified and at the same time it is tested that the reception of the extra DL F-DPCH works 

By that it is felt that the new power control loops are verified. The control of the power of the new F-DPCH is essentially the same as the control of the other F-DPCH channel so it is not seen as essential to test this for the new F-DPCH channel as well. 
Proposal #1: Add a new testcase in section 8.7 in 25.101 covering the the UL power control of the new DPCCH2 channel in parallel of the power control of the other channels based on the DPCCH channel.

Proposal #2: Do not add a new testcase in section 8.8 in 25.101 covering the DL power control of the new F-DPCH from the serving HS-DSCH

3 Conclusions

It is proposed to add a new testcase:
Proposal #1: Add a new testcase in section 8.7 in 25.101 covering the the UL power control of the new DPCCH2 channel in parallel of the power control of the other channels based on the DPCCH channel.

Proposal #2: Do not add a new testcase in section 8.8 in 25.101 covering the DL power control of the new F-DPCH from the serving HS-DSCH
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