TSG-RAN Working Group 4 (Radio) meeting # 72-BIS
  
R4-146316
Singapore, 6 October - 10 October, 2014


Source:
Ericsson

Title:
TR 36.851 V0.13.0: Rel-12 Inter-band Carrier Aggregation
Agenda item:
7.23
Document for:
Approval

1 Introduction

The text proposals in [2] to [12] were agreed for the Rel-12 Inter-band Carrier aggregation TR [1] at RAN4#72. In addition, the TPs in [13] and [14] were agreed at the RAN plenary meeting # 65. These agreed TPs are now incorporated in the attached updated version 0.13.0 of the Inter-band and Carrier Aggregation TR 36.851. 
In addition to the changes from the TP, the rapporteur has done the following editorial changes:

· Version number changed
· Updated scope table with new band combinations

· Added headings for missing sub-clauses in TPs

· Clause numbering corrected

· Update Annex

· Other minor editorial corrections
2 Discussion
The updated version 0.13.0 of the Inter-band and Carrier Aggregation TR 36.851 captures the text proposals approved in the RAN4#72 meeting and RAN plenary meeting RAN#65.

3 Proposal

It is proposed that the attached updated Inter-band Carrier Aggregation TR 36.851 V0.13.0 is approved.
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