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1 Introduction
In RAN4#70, it has been agreed [1] that all Rel-11 inter-frequency and CA requirements for TDD in TS 36.133 apply, provided that UL/DL subframe configurations and special subframe configurations are the same. However, the issue still remains open for Rel-12.

For Rel-12, in RAN4#70 the following has been agreed [2]:

· Agreements: RRM spec will be consistent with RF spec. First focus on UEs not capable of simultaneous Tx/Rx; if RF spec for UE capable of simultaneous Tx/Rx are defined, we will also define the corresponding RRM requirements.

In RAN4#70bis, it has also been confirmed with the 3GPP RAN4 RF group that RF requirements for UEs with the simultaneous rx/tx capability are not being discussed for Rel-12 in the RF group.

In RAN4#71, a WF [3] was agreed which states the following:

· Different TDD UL/DL configurations

· UEs with no simultaneous rx/tx capability

· RAN4 will specify RRM requirements
· UEs with simultaneous rx/tx capability

· Observations:
· Agreements: RRM spec will be consistent with RF spec. First focus on UEs not capable of simultaneous Tx/Rx; if RF spec for UE capable of simultaneous Tx/Rx are defined, we will also define the corresponding RRM requirements [RRM chairman’s notes from RAN4#70]

· RF requirements for UEs with simultaneous rx/tx capability are not discussed for Rel-12 [RF&RRM common session Chainman’s notes, RAN4#70bis]
· RAN4 will not specify RRM requirements for UEs with simultaneous rx/tx capability in Rel-12

In RAN4#72, it was further agreed [4]:
· Agreements: side condition in terms of # of subframes for measurements should be captured.
In this contribution, we further discuss the TDD requirements in Rel-12 from the UL/DL subframe configurations point of view.

2 On Capturing Rel-12 Requirements Applicability for TDD Configurations
In view of the discussions in the previous RAN4 meetings on the requirements applicability for different TDD UL/DL and special subframe configurations, the following changes are proposed in 36.133 to capture the requirements applicability:
· To align with Rel-10 and Rel-11 approach, a general clarification is needed in Section 6 (particularly in Section 3.6, ‘Applicability of requirements in this specification version’),
· The conditions in terms of the number of subframes should be captured for:
· UE Rx-Tx measurements (Section 8.1.2.7.2),

· RSTD measurements (Section 8.4.1),

· CA measurements (Section 8.3.1).
Based on the above, a draft CR is proposed in [5].
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