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1.	Introduction
Numerous WI proposals to support the LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) have been approved in RAN. One of the objectives of these WI is to specify the band-combination specific RF requirements for the corresponding 3 band carrier aggregation (CA) scenarios.
The way forward on how to introduce 3+DL CA band combinations to TS36.101/104/141 was agreed in RAN4#72 [1]. In this contribution, we provide a text proposal to record the agreement on TS36.104/141 in the Technical Report for LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) [2].
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5.3	Specific BS RF requirements
It is agreed that:
1) Table 5.5-3 Inter-band carrier aggregation bands (two bands) in TS 36.104 and TS 36.141 can be reused to list the Inter-band CA + Intra-band contiguous CA supported in the specifications.
Table 5.5-3. Inter-band carrier aggregation bands (two bands)
	CA Band
	E-UTRA operating band

	
	

	CA_X-Y
	X

	
	Y



2) Table 5.5-3 Inter-band carrier aggregation bands (two bands) in TS 36.104 and TS 36.141 can be reused to list the Inter-band CA + Intra-band non-contiguous CA supported in the specifications, with the new CA_X-Y-Y insert into the middle of the table.
Table 5.5-3. Inter-band carrier aggregation bands (two bands)
	CA Band
	E-UTRA operating band

	
	

	CA_X-Y-Y
	X

	
	Y



3) A new Table 5.5-3A Inter-band carrier aggregation bands (three bands) shall be introduced in TS 36.104 and TS 36.141 to list the Inter-band CA + Inter-band CA supported in the specifications.
Table 5.5-3A. Inter-band carrier aggregation bands (three bands)
	CA Band
	E-UTRA operating band

	
	

	CA_X-Y-Z
	X

	
	Y

	
	Z
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