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1. Overall Description:
RAN4 would like to thank MSG TFES for receiving the LS on: “Incomplete requirements for Band 28, 42 and 43”. 
Regarding the question: “MSG TFES noted that the UE spurious emissions for co-existence between Band 42 and Band 43 are specified within brackets”. RAN4 has agreed on the UE-coexistence requirements between Band 42 and Band 43 and also in-band for un-synchronised operation. The spurious emission requirements are symmetrical and apply for single carrier and carrier aggregation, as given in the tables below:
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	MBW

	
	5, 10, 15, 20 MHz
	

	3400 ≤ f ≤ 3800
	-23 (Note 1)
	5 MHz

	
	-40 (Note 2)
	1 MHz

	Note 1:
This requirement applies within an offset between 5 MHz and 25 MHz from the lower and upper edge of the channel BW.
Note 2:
This requirement applies for an offset of ≥25 MHz from the lower and upper edge of the channel BW.


	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	MBW

	
	Contiguous aggregated channel BW 25, 30, 35, 40 MHz
	

	3400 ≤ f ≤ 3800
	-23 (Note 1)
	5 MHz

	
	-40 (Note 2)
	1 MHz

	Note 1:
This requirement applies within an offset between 5 MHz and 25 MHz from the lower and upper edge of the channel BW.
Note 2:
This requirement applies for an offset of ≥25 MHz from the lower and upper edge of the channel BW.


2. Actions:
To MSG TFES
RAN4 kindly asks MSG TFES to take into account the information provided in this liaison statement
3. Date of Next RAN4 Meetings:
3GPPRAN4 ah-31692 
13 – 16 Jan 2015    
Oulu, Finland
3GPPRAN4#74 
3 - 13 Feb 2015    
Athens, Greece  

