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1. Overall Description:

It is RAN4’s understanding that RAN2 is discussing the RRC parameters that will be required to be pre-configured in a public safety ProSe UE to be used for out-of-coverage ProSe communications. 

In this LS, RAN4 has identified the RRC parameters specific to RAN4 specifications (TS 36.101 and TS 36.133) that will be required to be pre-configured for out-of-coverage ProSe communications, and have not been covered in the RAN1 LS on RRC parameters to RAN2 [R1-144408]. 
	RRC Parameter

	As used in RAN4 specifications
	Applicability 

(per UE vs. per resource pool)

	P-Max
	TS 36.101, Section 6.2.5
	per UE parameter

	additionalSpectrumEmission
	TS 36.101, Section 6.2.4
	per UE parameter


RAN4 requests RAN2 to discuss including the above RRC parameters to the list of radio parameters required for out-of-coverage ProSe operation.
2. Actions:

To RAN2:
ACTION: 
RAN4 request RAN2 to discuss including the RRC parameters listed identified in this LS to the list of radio parameters required for out-of-coverage ProSe operation.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting#74

9 Feb
- 13 Feb, 2014
Athens, Greece
TSG-RAN4 Meeting#74bis
20 Apr
- 24 Apr, 2014
Brazil
