
3GPP TSG-RAN WG4 Meeting #73
R4- 147646
San Francisco, November 17-21, 2014
Agenda item:


7.14.1
Source:
Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
Title:
Update on Impairment Results          
Document for:

Discussion
1 Introduction   
In this document, we update our previous results with impairments considered. 

2 Impairment Results  
Table 1: Minimum (with Impairments) requirements for UL FDD VoIP with enhanced TTI bundling
	Number of TX antennas
	Number of RX antennas
	Cyclic Prefix
	Propagation conditions and correlation matrix
	Channel Bandwidth / SNR [dB]

	
	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	2
	Normal
	EVA 5 Low
	-5.44 
	-5.40 
	-5.40 
	-5.40 
	-5.40 
	-5.40 

	
	
	
	ETU 300* Low
	-6.82 
	-6.80 
	-6.80 
	-6.80 
	-6.80 
	-6.80 

	
	4
	
	EVA 5 Low
	-8.40 
	-8.34 
	-8.34 
	-8.34 
	-8.34 
	-8.34 

	
	
	
	ETU 300* Low
	-9.10 
	-9.20 
	-9.20 
	-9.20 
	-9.20 
	-9.20 

	
	8
	
	EVA 5 Low
	-10.96 
	-10.85 
	-10.85 
	-10.85 
	-10.85 
	-10.85 

	
	
	
	ETU 300* Low
	-11.40 
	-11.30 
	-11.30 
	-11.30 
	-11.30 
	-11.30 

	Note*: Not applicable for Local Area BS and Home BS.
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