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1 Introduction
The LTE TDD-FDD joint operation including Carrier Aggregation WI [1] triggered a discussion regarding the feasibility of TDD + FDD for a multiband (MB) transceiver [2-19]. In this tdoc we state our position and propose a way forward. 
2 Discussion
It can be show that some MB configurations for TDD + FDD are not feasible or even possible to implement [2-3]. 

In order to close the WI RAN plenary decided that this should be excluded [4]: 

“conclusion: revised in RP-140982  "Exclusion of multi-band transceiver supporting FDD and TDD simultaneously shall be agreed in 36.104/141 and 37.104/37.141 in release-12." is not related to this WI and will be taken out and treated in RAN4 under TEI. “
Several exclusion statements have been proposed along the lines of:
“The RF requirements in the present specification are not applicable for a BS capable of multi-band operation supporting bands for both FDD and TDD.”[7]
The RF requirements in the present release of this specification are not applicable for a BS with multi-band transmitter and/or multi-band receiver operating TDD and FDD bands simultaneously. [8]
And similar other examples.
These proposals [7 and 8] are all fine for Ericsson. Given the input from the discussion we have a preference for [8]. However it has been impossible to reach agreement regarding the exact text to use. 

In order to reflect RAN plenary decision we prefer a statement in TS 36.104/141 and TS 37.104/141. We therefore propose to state:
The RF requirements in the present specification are FFS for multi-band operation supporting bands for both FDD and TDD.

Draft CR:s can be found in [16-19].

3 Conclusion

In order to reflect RAN plenary decision we prefer some sort of statement in TS 36.104/141 and TS 37.104/141. We therefor propose to state:

The RF requirements in the present specification are FFS for multi-band operation supporting bands for both FDD and TDD.
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