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1. Introduction

In RAN#66, five generic WIDs for LTE Advanced dual uplink inter-band Carrier Aggregation Class were approved [1-5]. And, agreed way forward to treat the REL-13 dual-uplink inter-band carrier aggregation specification is to introduce scenario of band combination according to each of classes of TR36.860 [6].

In this contribution, we discuss a specific combination scenario to line with Release 13 WID.

2. Discussion

To meet market requirement, we propose a work to initialize band combination of two uplink LTE carrier aggregations over carriers of Band 4 and Band 5 (2UL CA 4A_5A). Purpose of this work is to gather the relevant information and studies in order to address requirements and to include this specific CA class with specific issues to Release 13 TR 36.860 in separate sub-clauses.

3. New Terms

New Items:

· Need RF requirements for scenario of two uplink LTE carrier aggregations over carriers of Band 4 and Band 5 (2UL CA 4A_5A) and support use of 2 CCs for UL and 3CC for DL
· Specify the channel bandwidths per operating band, harmonics and IMD requirements for this CA
· Add specific configuration and bandwidth set for this inter-band CA into TR36.360
Table-1: E-UTRAN CA Configurations and Bandwidth Sets for Combined Inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2UL_4A-5A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	


This work should be considered as complementary to the generic WID of 2UL CA where band combination independent tasks are treated.

4. Conclusion
In this contribution, we have declared operation bands and configuration set for band combination of uplink inter-band CA Band 4 and Band 5 (2UL CA 4A_5A) . For supporting UE operation, we prefer RAN4 to add this band combination to the respective 2UL WID, define requirements for potential new items of this band combination and include requirements to TR 36.860 (Rel-13).
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