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	To introduce requirements for OTDOA in CA when different UL/DL subframe configurations and special subframe configurations are used on different CCs

	
	

	Summary of change:
	In R4-147902 (Different TDD configurations in CA) the requirements for CA and UE Rx-Tx time difference, when different UL/DL subframe configurations and special subframe configurations are used on different CCs were introduced in Rel-12 in RAN4#73.
However similar requirements for OTDOA operation in CA are missing. The following requirements are specified:
The UE is required to meet OTDOA requirements provided 

-
UE is not simultaneously scheduled in UL and DL on the different CCs or 

-
if simultaneously scheduled in UL and DL on the different CCs then the UE is allowed to drop UL transmission in UL subframes overlapping with the positioning subframes and

-
all positioning subframes indicated in the OTDOA assistance data and specified in Section 9.1.10 are available for RSTD measurements in the measured cell.
The above condition does not mandate the eNB not to schedule in UL in subframes a CC overlapping with positioning subframes in the other CC.
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< Unchanged sections have been omitted >
8.4.1
Introduction

This clause contains RSTD measurement requirements on UE capabilities for support of E-UTRA carrier aggregation. Requirements in this clause are applicable to all carrier aggregation capable UE which have been configured with one or two downlink Scell(s). Non-configured frequencies may be measured with measurement gaps according to the requirements in clause 8.1.2.6, i.e., E-UTRAN inter-frequency RSTD measurement period applies. Requirements in this clause are applicable for E-UTRA FDD, E-UTRA TDD and E-UTRA TDD-FDD carrier aggregation.
For UE, which does not support simultaneous reception and transmission for inter-band TDD CA specified in TS 36.331 [2], and is compliant to the requirements for inter-band CA with uplink in one E-UTRA band and without simultaneous Rx/Tx specified in TS 36.101 [5], RSTD requirements in Section 8.4 shall apply also with different TDD UL/DL subframe configurations and/or different special subframe configurations used in CCs of different bands, under the following additional conditions:

-
UE is not simultaneously scheduled in UL and DL on the different CCs or 

-
if simultaneously scheduled in UL and DL on the different CCs then the UE is allowed to drop UL transmissions in UL subframes overlapping with the positioning subframes, and

-
all positioning subframes indicated in the OTDOA assistance data and specified in Section 9.1.10 are available for RSTD measurements in the measured cell.
< Unchanged sections have been omitted >
