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1. Introduction

In the RAN4#74 meeting, it was discussed on MSD requirement for CA_19A-28A based on a quadplexer performance for B5+B28U however no consensus was made. In this contribution, we provide an updated filter performance and finally propose the requirements.
2. Discussion
2.1. B5+28(Upper) Quadplexer performance
In [1], it was proposed that quadplexer of Band 5+28(Upper) should be considered for this combination since Band 5 duplexer is also used for UE supporting Band 19 instead of Band 19 specific duplexer. Taking this proposal into account, we provided a quadplexer performance for Band 5+28(Upper) (Type A) in Table 2.1-1 and had the below Observation 1 [2]. 
Table 2.1-1: B5+28(upper) Quadplexer simulation result

[image: image1.emf]
Observation 1: Cross-isolation from Band 19 Tx range to 783-793MHz (the Tx-Rx separation of 37MHz then) can achieve at least 52dB at typ and 47dB at ETC.
It was, however pointed out that the quadplexer had insufficient cross-isolation to suppress Band 5 Tx (i.e. min 47dB). In order to improve the cross-isolation, we requested filter vendor to improve the cross-isolation and received an updated quadplexer (Type B) in Table 2.1-2. From the table, it can be seen that the cross-isolation at Band 5 Tx was improved from min 47dB to 50dB whereas the insertion loss of Band 28 Rx increased from max 3.6dB to 4.1dB. We believe, however, each Tib,c and Rib,c will still be 0.5dB and 0dB respectively based on the agreed framework for low-low bands [3].
Table 2.1-2: Updated B5+28(upper) Quadplexer simulation result
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2.2. MSD requirement
In this clause, in order to identify the MSD for Band 28 DL, we refer the current specification of LTE band 19 due to the following similarities to CA_19A-28A and have the Observation 2.

· The frequency separation between the upper edge of UL channel bandwidth and the lower edge of DL channel bandwidth is 30 MHz when assuming a channel bandwidth of 15MHz as shown in Table 1.

· Its absolute frequency is quite close to those for Band 28 DL as well.
· Some Band 5 duplexers have the isolation less than 50 dB Tx-Rx isolation at ETC

Table 2.2-1: Current specification of Band 19 

	Operating bands
	Tx-Rx separation (edge-to-edge) 
	channel bandwidth
	Uplink configuration
	REFSENS

	19
	30 MHz
	15 MHz
	25 RB
	-95.2 dBm
(Not degraded)



Observation 2: REFSENS for Band 19 is not degraded up to 25RB with frequency separation of 30MHz.
From technical viewpoint based on the Observation 1 and 2, we propose in case of CA_19A-28A that since there is the frequency separation of 37MHz which is 7MHz larger than Tx-Rx separation of LTE Band 19 (then, PA noise leakage will be lower), the MSD for 773-793 MHz is not needed up to at least 25 RB transmission of Band 19 as well.

Proposal 1: For CA_19A-28A, MSD for 773-793 MHz is not needed up to at least 25 RB transmission of Band 19.
For 793-803MHz (in case Band 28 DL is not confined within from 773 to 793 MHz), we propose the same MSD requirement as CA_18A-28A since it seems still further improvement is required to achieve sufficient cross-isolation for the entire frequency range from Table 2.1-2 and there is a similarity between CA_18A-28A and CA_19A-28A as described in Figure 2.2-1.
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Figure 2.2-1: Comparison between B18+28L and B19+28H
Proposal 2: The same MSD requirement as CA_18A-28A should also apply to CA_19A-28A in case Band 28 DL is not confined within from 773 to 793 MHz.
Based on the discussion above, we also propose the TP for Rel-13 2DL TR 36.852-13.

Proposal 3: TP for TR36.852-13 shown in section 3 should be approved.
In addition, how to specify the requirement for 36.101 is shown in the Annex section. If the changes are acceptable in the group, these will be included into the Rel-13 joint CR for 36.101 coordinated by Ericsson and endorsed in the next meeting.
3. Text Proposal for Rel-13 2DL TR 36.852-13
----- Unchanged sections omitted -----
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Table 1-1: Release 13 inter-band carrier aggregation combinations (2DL/1UL)

	WI code
	WI title
	Class

	LTE_CA_B2_B28
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 28
	A1

	LTE_CA_B3_B31
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 31
	A2

	LTE_CA_B4_B28
	LTE Advanced inter-band Carrier Aggregation of Band 4 and Band 28
	A2

	LTE_CA_B20_B31
	LTE Advanced inter-band Carrier Aggregation of Band 20 and Band 31
	A3

	LTE_CA_B19_B28
	LTE Advanced inter-band Carrier Aggregation of Band 19 and Band 28
	A3


----- Unchanged sections omitted -----
6.3.X
LTE Advanced Carrier Aggregation of Band 19 and Band 28 (1UL)
Table 6.3.X-1: Inter-band CA of Band 19 and Band 28
	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  –  FUL_high 
	
	FDL_low  –  FDL_high 
	
	

	CA_19-28
	19
	830 MHz
	–
	845 MHz
	5, 10, 15
	875 MHz
	–
	890 MHz
	5, 10, 15
	FDD

	
	28
	718 MHz
	–
	748 MHz
	5, 10
	773 MHz
	–
	803 MHz
	5, 10
	


6.3.X.1

List of specific combination issues

6.3.X.1.1
Channel bandwidths per operating band for CA

Table 6.3.X.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_19A-28A
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	28
	
	
	Yes
	Yes
	
	
	
	


6.3.X.1.2
Co-existence studies for CA_19-28
6.3.X.1.2.1
Co-existence studies for 1 UL/2 DL
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 19 and (728 – 738 MHz UL and 783 – 793 MHz DL) Band 28 DL carriers can be calculated as shown in Table 6.3.X.1.2.1-1 below:

Table 6.3.X.1.2.1-1: Band 19 and Band 28 DL harmonics and IMD products

	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	783
	793
	875
	890

	2nd order harmonics frequency range (MHz)
	1566
	1586
	1750
	1780

	3rd order harmonics frequency range (MHz)
	2349
	2379
	2625
	2670

	2nd order IMD products
	(f2_low – f1_high)
	(f2_high – f1_low)
	(f2_low + f1_low)
	(f2_high + f1_high)

	IMD frequency limits (MHz)
	82
	107
	1658
	1683

	3rd order IMD products
	(2*f1_low - f2_high)
	(2*f1_high - f2_low)
	(2*f2_low – f1_high)
	(2*f2_high – f1_low)

	IMD frequency limits (MHz)
	676
	711
	957
	997

	3rd order IMD products
	(2*f1_low + f2_low)
	(2*f1_high + f2_high)
	(2*f2_low + f1_low)
	(2*f2_high + f1_high)

	IMD frequency limits (MHz)
	2441
	2476
	2533
	2573

	3rd order IMD products
	(f1_low – f2_high + f2_low)
	(f1_high + f2_high – f2_low)
	(f2_low – f1_high + f1_low)
	(f2_high + f1_high – f1_low)

	IMD frequency limits (MHz)
	768
	808
	865
	900

	3rd order IMD products
	(f1_low – max BW f2)
	(f1_high + max BW f2)
	(f2_low – max BW f1)
	(f2_high + max BW f1)

	IMD frequency limits (MHz)
	768
	808
	865
	900


It can be seen from Table 6.3.X.1.2.1-1 that the 2nd harmonics of BS transmitting in Band 19 may fall into the BS receive band of Bands 3, 4, 9 and 10, and the 3rd harmonics of BS transmitting in Band 19 and Band 28 may fall into the BS receive band of Bands 40 and 41, while the 2nd IMD products caused by BS supporting CA of Band 19 and Band 28 may fall into the BS receive band of Band 24, and the 3rd IMD products may fall into the BS receive band of Bands 7, 8, 12, 13, 14, 17, 27, 28, 38, 41 and 44. 

Bands 4, 7, 9, 10, 12, 13, 14, 17, 24, 27, 30, 38, 40 and 44 are not intended for use in the same geographical are as Bands 19 and 28. Consequently, the focus here will be on the harmonics and IMD products falling into Band 3, 8, 28, 41.

718 – 748 MHz of Band 28 UL frequency is allocated in Japan. Therefore, the 3rd IMD products (676 – 711 MHz) supporting 2DL CA of Bands (19+28) don’t fall into BS receive Band 28.

Therefore, it is recommended that Band (19 + 28) BS transmitter should not share the same antenna with Band 3, 8 or 28 BS receiver to prevent BS receiver desensitization, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause Band 3, 8 or 28 BS receiver desensitization. Note that antenna sharing may be allowed as the state-of-the-art continues to evolve in the future.
6.3.X.1.3

∆TIB and ∆RIB values

Since CA_B19-B28 is low-low band combination, appropriate UE architecture would be quadplexer basis. Based on the framework [7], values for ∆TIB and ∆RIB are specified as in Table 6.3.X.1.3-1 and 6.3.X.1.3-2.:

Table 6.3.X.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_19A-28A
	19
	0.5

	
	28
	0.5


Table 6.3.X.1.3-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_19A-28A
	19
	0

	
	28
	0


6.3.X.1.4
MSD
For this combination, MSD requirement of Band 28 DL due to narrow frequency separation between the Band 28 DL and Band 19 UL should be specified, which is specified in Table 6.3.X.1.4-1 and 6.3.X.1.4-2.

Table 6.3.X.1.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_19A-28A7
	19
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92.5
	
	
	

	NOTE 7:
These requirements apply when the uplink is active in Band 19 and the downlink channels in Band 28 are not confined within from 773 to 793 MHz. For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 19.


Table 6.3.X.1.4-2: Uplink configuration for the low band (exceptions for two bands)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_19A-28A5
	19
	
	
	25
	25
	25
	
	FDD

	NOTE 5:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 28 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


----- Unchanged sections omitted -----
Annex. How to introduce the requirements into 36.101

----- Unchanged sections omitted -----
Table 5.5A-2: Inter-band CA operating bands (two bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-3
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	CA_1-5
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_1-7
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_1-8
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_1-11
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_1-18
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_1-19
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_1-20
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_1-21
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_1-26
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_1-28
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_1-41
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_1-42
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_2-4
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	CA_2-4-4
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	

	CA_2-5
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_2-2-5
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_2-12
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_2-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-2-13
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_2-17
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_2-29
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_2-30
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_3-5
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_3-7
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_3-8
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_3-19
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	CA_3-20
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_3-26
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	

	CA_3-27
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_3-28
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_4-5
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_4-4-5
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz
	–
	2155 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	

	CA_4-7
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_4-4-7
	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz
	–
	2155 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-4-12
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-4-13
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_4-17
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_4-27
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	

	CA_4-29
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_4-30
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_5-7
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	CA_5-12
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_5-13
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	

	CA_5-17
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	

	CA_5-25
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_5-30
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_7-8
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	CA_7-12
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	

	CA_7-20
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_7-28
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

	CA_8-11
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	

	CA_8-20
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	CA_8-40
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	CA_11-18
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	CA_12-25
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	

	CA_12-30
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_18-28
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	
	28
	703 MHz
	–
	733 MHz
	758 MHz
	–
	788 MHz
	

	CA_19-21
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	

	CA_19-28
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	28
	718 MHz
	–
	748 MHz
	773 MHz
	–
	803 MHz
	

	CA_19-42
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	CA_20-32
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	
	32
	N/A
	1452 MHz
	–
	1496 MHz
	

	CA_23-29
	23
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	
	29
	N/A
	717 MHz
	–
	728 MHz
	

	CA_25-41
	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_26-41
	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	CA_29-30
	29
	N/A
	717 MHz
	–
	728 MHz
	FDD

	
	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	

	CA_39-41
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	

	CA_41-42
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	


----- Unchanged sections omitted -----
Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set
	Dual uplink CA capability

	CA_1A-3A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	Yes

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_1A-5A
	-
	1
	
	
	
	Yes
	
	
	20
	0
	Yes

	
	
	5
	
	
	
	Yes
	
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1
	Yes

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_1A-7A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	Yes

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-8A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	8
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1
	Yes

	
	
	8
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	No

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_1A-11A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	11
	
	
	Yes
	Yes
	
	
	
	
	

	CA_1A-18A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	No

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1
	No

	
	
	18
	
	
	Yes
	Yes
	
	
	
	
	

	CA_1A-19A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	Yes

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	No

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_1A-21A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	Yes

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-26A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	No

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1
	No

	
	
	26
	
	
	Yes
	Yes
	
	
	
	
	

	CA_1A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1
	

	
	
	28
	
	
	Yes
	Yes
	
	
	
	
	

	CA_1A-41A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_1A-41C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0
	

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6.A.1-1
	
	
	

	CA_1A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	No

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_1A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0
	No

	
	
	42
	See CA_42C in Table 5.6A.1-1
	
	
	

	CA_2A-4A
	-
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0
	Yes

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1
	Yes

	
	
	4
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2
	Yes

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_2A-4A-4A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0
	No

	
	
	4
	See CA_4A-4A in Table 5.6A.1-3
	
	
	

	CA_2A-5A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_2A-2A-5A
	-
	2
	See CA_2A-2A in Table 5.6A.1-3
	50
	0
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_2A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1
	No

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_2A-12B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	No

	
	
	12
	See CA_12B in Table 5.6A.1-1
	
	
	

	CA_2A-13A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1
	Yes

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A in Table 5.6A.1-3
	50
	0
	No

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	17
	
	
	Yes
	Yes
	
	
	
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1
	No

	
	
	29
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	No

	
	
	29
	
	
	Yes
	Yes
	
	
	
	
	

	CA_2C-29A
	-
	2
	See CA_2C in table 5.6A.1-1
	50
	0
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	
	

	CA_2A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	30
	
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-5A
	-
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1
	Yes

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	Yes

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-7A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	Yes

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-7C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0
	No

	
	
	7
	See CA_7C Bandwidth combination set 1 in table 5.6A.1-1
	
	
	

	CA_3C-7A
	-
	3
	See CA_3C in table 5.6A.1-1
	60
	0
	No

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_3A-8A
	-
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	8
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1
	Yes

	
	
	8
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	No

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_3A-19A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	Yes

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3A-20A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	20
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1
	Yes

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_3A-26A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	Yes

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	
	
	20
	1
	Yes

	
	
	26
	
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-27A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	27
	
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-28A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	No

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_4A-5A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1
	No

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-4A-5A
	-
	4
	See CA_4A-4A in table 5.6A.1-1
	50
	0
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	30
	0
	Yes

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_4A-4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0
	

	
	
	4
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_4A-12A
	-
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0
	Yes

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1
	Yes

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	Yes

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	3
	Yes

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4
	Yes

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-4A-12A
	-
	4
	See CA_4A-4A in Table 5.6A.1-3
	50
	0
	No

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-12B
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	No

	
	
	12
	See CA_12B in Table 5.6A.1-1
	
	
	

	CA_4A-13A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1
	Yes

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	CA_4A-4A-13A
	-
	4
	See CA_4A-4A in Table 5.6A.1-3
	50
	0
	No

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	CA_4A-17A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0
	Yes

	
	
	17
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-27A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	27
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_4A-29A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1
	No

	
	
	29
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2
	No

	
	
	29
	
	
	Yes
	Yes
	
	
	
	
	

	CA_4A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	30
	
	
	Yes
	Yes
	
	
	
	
	

	CA_5A-7A
	-
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0
	Yes

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_5A-12A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0
	Yes

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	CA_5A-13A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0
	

	
	
	13
	
	
	
	Yes
	
	
	
	
	

	CA_5A-17A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0
	Yes

	
	
	17
	
	
	Yes
	Yes
	
	
	
	
	

	CA_5A-25A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0
	No

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_5A-30A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	30
	
	
	Yes
	Yes
	
	
	
	
	

	CA_7A-8A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_7A-12A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	
	

	CA_7A-20A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0
	Yes

	
	
	20
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1
	Yes

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_7A-28A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0
	Yes

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_8A-11A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	11
	
	
	Yes
	Yes
	
	
	
	
	

	CA_8A-20A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	20
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1
	No

	
	
	20
	
	
	Yes
	Yes
	
	
	
	
	

	CA_8A-40A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0
	No

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_11A-18A
	-
	11
	
	
	Yes
	Yes
	
	
	25
	0
	No

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_12A-25A
	-
	12
	
	
	Yes
	Yes
	
	
	30
	0
	No

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_12A-30A
	-
	12
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	30
	
	
	Yes
	Yes
	
	
	
	
	

	CA_18A-28A
	-
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0
	No

	
	
	28
	
	
	Yes
	Yes
	
	
	
	
	

	CA_19A-21A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0
	Yes

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0
	No

	
	
	28
	
	
	Yes
	Yes
	
	
	
	
	

	CA_19A-42A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0
	No

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_19A-42C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0
	No

	
	
	42
	See CA_42C in Table 5.6A.1-1
	
	
	

	CA_20A-32A
	-
	20
	
	
	Yes
	Yes
	
	
	30
	0
	No

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_23A-29A
	-
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0
	No

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	23
	
	
	Yes
	Yes
	
	
	20
	1
	No

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	
	

	CA_25A-41A
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0
	

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_25A-41C
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0
	

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	
	

	CA_26A-41A
	-
	26
	
	
	Yes
	Yes
	Yes
	
	40
	0
	

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	

	CA_26A-41C
	-
	26
	
	
	Yes
	Yes
	Yes
	
	55
	0
	

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6.A.1-1
	
	
	

	CA_29A-30A
	-
	29
	
	
	Yes
	Yes
	
	
	20
	0
	No

	
	
	30
	
	
	Yes
	Yes
	
	
	
	
	

	CA_39A-41A
	-
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0
	Yes

	
	
	41
	
	
	
	
	
	Yes
	
	
	

	CA_39A-41C
	-
	39
	
	
	
	Yes
	Yes
	Yes
	60
	0
	

	
	
	41
	
	
	
	
	
	Yes
	
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	
	

	CA_39C-41A
	-
	39
	See CA_39C in Table 5.6A.1-1
	55
	0
	

	
	
	41
	
	
	
	
	
	Yes
	
	
	

	CA_41A-42A
	-
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0
	No

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4: 
Uplink CA configurations are the configurations supported by the present release of specifications.


----- Unchanged sections omitted -----
Table 6.2.5-2: ΔTIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A
	1
	0.3

	
	3
	0.3

	CA_1A-5A
	1
	0.3

	
	5
	0.3

	CA_1A-7A
	1
	0.5

	
	7
	0.6 

	CA_1A-8A
	1
	0.3

	
	8
	0.3

	CA_1A-11A
	1
	0.3

	
	11
	0.3

	CA_1A-18A
	1
	0.3

	
	18
	0.3

	CA_1A-19A
	1
	0.3

	
	19
	0.3

	CA_1A-20A
	1
	0.3

	
	20
	0.3

	CA_1A-21A
	1
	0.3

	
	21
	0.3

	CA_1A-26A
	1
	0.3

	
	26
	0.3

	CA_1A-28A
	1
	0.3

	
	28
	0.6

	CA_1A-41A8
	1
	0.5

	
	41
	0.5

	CA_1A-41C8
	1
	0.5

	
	41
	0.5

	CA_1A-42A
	1
	0.3

	
	42
	[0.8]

	CA_1A-42C
	1
	0.3

	
	42
	[0.8]

	CA_2A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-4A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-5A
	2
	0.3

	
	5
	0.3

	CA_2A-2A-5A
	2
	0.3

	
	5
	0.3

	CA_2A-12A
	2
	0.3

	
	12
	0.3

	CA_2A-12B
	2
	0.3

	
	12
	0.3

	CA_2A-13A
	2
	0.3

	
	13
	0.3

	CA_2A-2A-13A
	2
	0.3

	
	13
	0.3

	CA_2A-17A
	2
	0.3

	
	17
	0.8

	CA_2A-29A
	2
	0.3

	CA_2C-29A
	2
	0.3

	CA_2A-30A
	2
	0.5

	
	30
	0.3

	CA_3A-5A
	3
	0.3

	
	5
	0.3

	CA_3A-7A
	3
	0.5

	
	7
	0.5

	CA_3A-7C
	3
	0.5

	
	7
	0.5

	CA_3C-7A
	3
	0.5

	
	7
	0.5

	CA_3A-8A
	3
	0.3

	
	8
	0.3

	CA_3A-19A
	3
	0.3

	
	19
	0.3

	CA_3A-20A
	3
	0.3

	
	20
	0.3

	CA_3A-26A
	3
	0.3

	
	26
	0.3

	CA_3A-27A
	3
	0.3

	
	27
	0.3

	CA_3A-28A
	3
	0.3

	
	28
	0.3

	CA_4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-12B
	4
	0.3

	
	12
	0.8

	CA_4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-17A
	4
	0.3

	
	17
	0.8

	CA_4A-27A
	4
	0.3

	
	27
	0.3

	CA_4A-29A
	4
	0.3

	CA_4A-30A
	4
	0.5

	
	30
	0.3

	CA_5A-7A
	5
	0.3

	
	7
	0.3

	CA_5A-12A
	5
	0.8

	
	12
	0.4

	CA_5A-13A
	5
	0.5

	
	13
	0.5

	CA_5A-17A
	5
	0.8

	
	17
	0.4

	CA_5A-25A
	5
	0.3

	
	25
	0.3

	CA_5A-30A
	5
	0.3

	
	30
	0.3

	CA_7A-8A
	7
	0.3

	
	8
	0.6

	CA_7A-12A
	7
	0.3

	
	12
	0.3

	CA_7A-20A
	7
	0.3

	
	20
	0.3

	CA_7A-28A
	7
	0.3

	
	28
	0.3

	CA_8A-11A
	8
	0.3

	
	11
	0.4

	CA_8A-20A
	8
	0.4

	
	20
	0.4

	CA_8A-40A
	8
	0.3

	
	40
	0.3

	CA_11A-18A
	11
	0.3

	
	18
	0.3

	CA_12A-25A
	12
	0.3

	
	25
	0.3

	CA_12A-30A
	12
	0.3

	
	30
	0.3

	CA_18A-28A9
	18
	0.5

	
	28
	0.5

	CA_19A-21A
	19
	0.3

	
	21
	0.4

	CA_19A-28A9
	19
	0.5

	
	28
	0.5

	CA_19A-42A
	19
	0.3

	
	42
	[0.8]

	CA_19A-42C
	19
	0.3

	
	42
	[0.8]

	CA_20A-32A
	20
	0.3

	CA_23A-29A
	23
	0.3

	CA_25A-41A
	25
	0.5

	
	41
	0.5

	CA_25A-41C
	25
	0.5

	
	41
	0.5

	CA_26A-41A
	26
	0.3

	
	41
	0.3

	CA_26A-41C
	26
	0.3

	
	41
	0.3

	CA_29A-30A
	30
	0.3

	CA_39A-41A
	39
	04

	
	41
	04

	CA_39A-41A
	39
	0.57

	
	41
	0.57

	CA_39A-41C
	39
	04

	
	41
	04

	CA_39C-41A
	39
	04

	
	41
	04

	CA_41A-42A
	41
	04

	
	42
	[0.5]4

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances above, truncated to one decimal place for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 2DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 2DL CA configurations

NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS.

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.
NOTE 8:
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in the FDD band.
NOTE 9:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.5A-2).


NOTE:
The above additional tolerances do not apply to supported UTRA operating bands with frequency range below 1 GHz that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations when such bands are belonging only to band combination(s) where one band is <1GHz and another band is >1.7GHz and there is no harmonic relationship between the low band UL and high band DL. Otherwise the above additional tolerances also apply to supported UTRA operating bands that correspond to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.

NOTE:
To meet the (TIB,c requirements for CA_3A-7A with state-of-the-art technology, an increase in power consumption of the UE may be required. It is also expected that as the state-of-the-art technology evolves in the future, this possible power consumption increase can be reduced or eliminated.

----- Unchanged sections omitted -----
Table 7.3.1-1A: ΔRIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A
	1
	0

	
	3
	0

	CA_1A-5A
	1
	0

	
	5
	0

	CA_1A-7A
	1
	0

	
	7
	0

	CA_1A-8A
	1
	0

	
	8
	0

	CA_1A-11A
	1
	0

	
	11
	0

	CA_1A-18A
	1
	0

	
	18
	0

	CA_1A-19A
	1
	0

	
	19
	0

	CA_1A-20A
	1
	0

	
	20
	0

	CA_1A-21A
	1
	0

	
	21
	0

	CA_1A-26A
	1
	0

	
	26
	0

	CA_1A-28A
	1
	0

	
	28
	0.2

	CA_1A-41A8
	1
	0

	
	41
	0

	CA_1A-41C8
	1
	0

	
	41
	0

	CA_1A-42A
	1
	0

	
	42
	[0.5]

	CA_1A-42C
	1
	0

	
	42
	[0.5]

	CA_2A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-4A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-5A
	2
	0

	
	5
	0

	CA_2A-2A-5A
	2
	0

	
	5
	0

	CA_2A-12A
	2
	0

	
	12
	0

	CA_2A-12B
	2
	0

	
	12
	0

	CA_2A-13A
	2
	0

	
	13
	0

	CA_2A-2A-13A
	2
	0

	
	13
	0

	CA_2A-17A
	2
	0

	
	17
	0.5

	CA_2A-30A
	2
	0.4

	
	30
	0.5

	CA_3A-5A
	3
	0

	
	5
	0

	CA_3A-7A
	3
	0

	
	7
	0

	CA_3A-7C
	3
	0

	
	7
	0

	CA_3C-7A
	3
	0

	
	7
	0

	CA_3A-8A
	3
	0

	
	8
	0

	CA_3A-19A
	3
	0

	
	19
	0

	CA_3A-20A
	3
	0

	
	20
	0

	CA_3A-26A
	3
	0

	
	26
	0

	CA_3A-27A
	3
	0

	
	27
	0

	CA_3A-28A
	3
	0

	
	28
	0

	CA_4A-5A
	4
	0

	
	5
	0

	CA_4A-4A-5A
	4
	0

	
	5
	0

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0

	
	12
	0.5

	CA_4A-12B
	4
	0

	
	12
	0.5

	CA_4A-4A-12A
	4
	0

	
	12
	0.5

	CA_4A-13A
	4
	0

	
	13
	0

	CA_4A-4A-13A
	4
	0

	
	13
	0

	CA_4A-17A
	4
	0

	
	17
	0.5

	CA_4A-27A
	4
	0

	
	27
	0

	CA_4A-30A
	4
	0.4

	
	30
	0.5

	CA_5A-7A
	5
	0

	
	7
	0

	CA_5A-12A
	5
	0.5

	
	12
	0.3

	CA_5A-13A
	5
	0

	
	13
	0

	CA_5A-17A
	5
	0.5

	
	17
	0.3

	CA_5A-25A
	5
	0

	
	25
	0

	CA_5A-30A
	5
	0

	
	30
	0

	CA_7A-8A
	7
	0

	
	8
	0.2

	CA_7A-12A
	7
	0

	
	12
	0

	CA_7A-20A
	7
	0

	
	20
	0

	CA_7A-28A
	7
	0

	
	28
	0

	CA_8A-11A
	8
	0

	
	11
	0

	CA_8A-20A
	8
	0

	
	20
	0

	CA_8A-40A
	8
	0

	
	40
	0

	CA_11A-18A
	11
	0

	
	18
	0

	CA_12A-25A
	12
	0

	
	25
	0

	CA_12A-30A
	12
	0

	
	30
	0

	CA_18A-28A9
	18
	0

	
	28
	0

	CA_19A-21A
	19
	0

	
	21
	0

	CA_19A-28A9
	19
	0

	
	28
	0

	CA_19A-42A
	1
	0

	
	42
	[0.5]

	CA_19A-42C
	1
	0

	
	42
	[0.5]

	CA_25A-41A
	25
	0

	
	41
	0

	CA_25A-41C
	25
	0

	
	41
	0

	CA_26A-41A
	26
	0

	
	41
	0

	CA_26A-41C
	26
	0

	
	41
	0

	CA_39A-41A
	39
	0.24

	
	41
	0.24

	CA_39A-41A
	39
	0.27

	
	41
	0.27

	CA_39A-41C
	39
	0.24

	
	41
	0.24

	CA_39C-41A
	39
	0.24

	
	41
	0.24

	CA_41A-42A
	41
	[0.4]4

	
	42
	[0.5]4

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in intra-band and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances in Table 7.3.1-1A, truncated to one decimal place that would apply for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum 2DL tolerance in Table 7.3.1-1A that would apply for that operating band among the supported 2DL CA configurations

NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
Tolerances for a UE supporting multiple 3DL inter-band CA configurations are FFS

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.
NOTE 8:
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in the FDD band.
NOTE 9:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.5A-2).


----- Unchanged sections omitted -----
Table 7.3.1A-0bA: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	CA_1A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	CA_18A-28A6
	18
	
	
	-100
	-97
	-95.2
	
	

	
	28
	
	
	-94
	-92.5
	
	
	

	CA_19A-28A7
	19
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.

NOTE 6:
These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.5A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18.
NOTE 7:
These requirements apply when the uplink is active in Band 19 and the downlink channels in Band 28 are not confined within from 773 to 793 MHz. For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 19.


Table 7.3.1A-0bB: Uplink configuration for the low band (exceptions for two bands)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_18A-28A4
	18
	
	
	25
	25
	25
	
	

	CA_19A-28A5
	19
	
	
	25
	25
	25
	
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.

NOTE 4:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 18 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
NOTE 5:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 28 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


----- Unchanged sections omitted -----
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