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1
Introduction
During RAN#65, a WID to specify the 2GHz band in Region 1 was approved in [1]. At RAN4#74, a 2x90MHz band plan was agreed, 1920-2010/2110-2200MHz [2]. It was also decided that:
· For a UE that supports both LTE Band 1 and the new band [BXXX], no relaxation is allowed  for Band 1 when all the carrier(s) are located within Band 1 operating frequency range
· For BXXX, we study the specification impact of the following approaches:
· Specifying requirements based on channel bandwidth assignment  (e.g. when all the channel bandwidth(s) is confined within LTE Band 1 frequency range, at least the Band 1 requirements apply)
· UEs that support the new band [BXXX] shall also support LTE band 1 and all its capabilities
· Other approaches are not precluded
In this contribution, we analyse how to reflect the above in TS 36.101
2
Discussion

According to the agreement in [2] a UE that signals supports for the 2x90MHz band, i.e. 1920-2010/2110-2200MHz, should also signal support of Band 1. The capabilities support is part of 36.306. However, this specification is general and does not contain band specific requirements. The UE band specific requirements are included in TS 36.101. This TS specifies minimum RF characteristics and performance requirements for UE. A UE fulfilling the minimum requirements for a specific E-UTRA band in TS 36.101, will signal support for this band as a capability.
We propose to include a single statement in TS 36.101 to specify that “a UE supporting the 2x90MHz band should also support Band 1”. The most adequate place, in our view, is to include this under section 5.6.1.Channel bandwidths per operating band, where there is already a statement indicating that The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.6.1-1. In addition, we propose to include this requirement in terms of “fulfilment of minimum requirements” rather than “support” considering the scope of TS 36.101. 
<Proposed changes in TS 36.101>
5.6.1
Channel bandwidths per operating band

a)
The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.6.1-1. The transmission bandwidth configuration in Table 5.6.1-1 shall be supported for each of the specified channel bandwidths. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.6.1-1: E-UTRA channel bandwidth

	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	
	
	Yes
	Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	3
	Yes
	Yes
	Yes
	Yes
	Yes1 
	Yes1

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes1
	
	

	6
	
	
	Yes
	Yes1
	
	

	7
	
	
	Yes
	Yes
	Yes3
	Yes1, 3

	8
	Yes
	Yes
	Yes
	Yes1
	
	

	9
	
	
	Yes
	Yes
	Yes1
	Yes1

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes1
	
	

	12
	Yes
	Yes
	Yes1
	Yes1
	
	

	13
	
	
	Yes1
	Yes1
	
	

	14
	
	
	Yes1
	Yes1
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes1
	Yes1
	
	

	18
	
	
	Yes
	Yes1
	Yes1
	

	19
	
	
	Yes
	Yes1
	Yes1
	

	20
	
	
	Yes
	Yes1
	Yes1
	Yes1

	21
	
	
	Yes
	Yes1
	Yes1
	

	22
	
	
	Yes
	Yes
	Yes1
	Yes1

	23
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	24
	
	
	Yes
	Yes
	
	

	25
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	26
	Yes
	Yes
	Yes
	Yes1
	Yes1
	

	27
	Yes
	Yes
	Yes
	Yes1
	
	

	28
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1, 2

	30
	
	
	Yes
	Yes1
	
	

	31
	Yes
	Yes1
	Yes1
	
	
	

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes3
	Yes3

	39
	
	
	Yes
	Yes
	Yes3
	Yes3

	40
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes

	42
	
	
	Yes
	Yes
	Yes
	Yes

	43
	
	
	Yes
	Yes
	Yes
	Yes

	44
	
	Yes
	Yes
	Yes
	Yes
	Yes

	[B1+MSS]4
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1:
1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.

NOTE 2:
2 For the 20 MHz bandwidth, the minimum requirements are specified for E-UTRA UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz

NOTE 3:
3 refers to the bandwidth for which the uplink transmission bandwidth can be restricted by the network for some channel assignments in FDD/TDD co-existence scenarios in order to meet unwanted emissions requirements (Clause 6.6.3.2).
NOTE 4:   A UE that complies with the [B1+MSS] minimum requirements in this specification shall also comply with the Band 1 minimum requirements.




b)
The use of different (asymmetrical) channel bandwidth for the TX and RX is not precluded and is intended to form part of a later release.
<end of changes>

3
Proposal

In this contribution, we propose how to include a requirement for UEs supporting the 2x90MHz band, 1920-2010/2110-2200MHz, to also support Band 1 in TS 36.101. Specifically, it is proposed to include such requirement as a mandatory NOTE in Table 5.6.1-1,

NOTE 4:   A UE that complies with the [B1+MSS] minimum requirements in this specification shall also comply with the Band 1 minimum requirements.
It is also proposed to include the following TP into TR 36.862
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TEXT PROPOSAL:
<start of text proposal >
8.1.5
Band 1 support
AUE that signals support for the 2x90MHz band, i.e. 1920-2010/2110-2200MHz, should also signal support of Band 1. The capabilities support is part of 36.306. However, this specification is general and does not contain band specific requirements. The UE band specific requirements are included in TS 36.101. This TS specifies minimum RF characteristics and performance requirements for UE. A UE fulfilling the minimum requirements for a specific E-UTRA band in TS 36.101, will signal support for this band as a capability.
A single statement in TS 36.101 to specify that “a UE supporting the 2x90MHz band should also support Band 1”. The most adequate place, in our view, is to include this under section 5.6.1.Channel bandwidths per operating band, where there is already a statement indicating that The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.6.1-1. In addition, we propose to include this requirement in terms of “fulfilment of minimum requirements” rather than “support” considering the scope of TS 36.101. 
The Proposed changes in TS 36.101 are inside Table 5.6.1-1  
Table 8.1.5: Table 5.6.1-1 on E-UTRA channel bandwidth on TS 36.101
	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	
	
	Yes
	Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	3
	Yes
	Yes
	Yes
	Yes
	Yes1 
	Yes1

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes1
	
	

	6
	
	
	Yes
	Yes1
	
	

	7
	
	
	Yes
	Yes
	Yes3
	Yes1, 3

	8
	Yes
	Yes
	Yes
	Yes1
	
	

	9
	
	
	Yes
	Yes
	Yes1
	Yes1

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes1
	
	

	12
	Yes
	Yes
	Yes1
	Yes1
	
	

	13
	
	
	Yes1
	Yes1
	
	

	14
	
	
	Yes1
	Yes1
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes1
	Yes1
	
	

	18
	
	
	Yes
	Yes1
	Yes1
	

	19
	
	
	Yes
	Yes1
	Yes1
	

	20
	
	
	Yes
	Yes1
	Yes1
	Yes1

	21
	
	
	Yes
	Yes1
	Yes1
	

	22
	
	
	Yes
	Yes
	Yes1
	Yes1

	23
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	24
	
	
	Yes
	Yes
	
	

	25
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	26
	Yes
	Yes
	Yes
	Yes1
	Yes1
	

	27
	Yes
	Yes
	Yes
	Yes1
	
	

	28
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1, 2

	30
	
	
	Yes
	Yes1
	
	

	31
	Yes
	Yes1
	Yes1
	
	
	

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes3
	Yes3

	39
	
	
	Yes
	Yes
	Yes3
	Yes3

	40
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes

	42
	
	
	Yes
	Yes
	Yes
	Yes

	43
	
	
	Yes
	Yes
	Yes
	Yes

	44
	
	Yes
	Yes
	Yes
	Yes
	Yes

	[B1+MSS]4
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1:
1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.

NOTE 2:
2 For the 20 MHz bandwidth, the minimum requirements are specified for E-UTRA UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz

NOTE 3:
3 refers to the bandwidth for which the uplink transmission bandwidth can be restricted by the network for some channel assignments in FDD/TDD co-existence scenarios in order to meet unwanted emissions requirements (Clause 6.6.3.2).
NOTE 4:   A UE that complies with the [B1+MSS] minimum requirements in this specification shall also comply with the Band 1 minimum requirements.




<end of text proposal >
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