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<< Start of changes>>
6.6.2.3.1
Minimum requirement E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1 and Table 6.6.2.3.1-2. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1-1 and Table 6.6.2.3.1-2. 

Table 6.6.2.3.1-1: General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset [MHz]
	+1.4

/

-1.4
	+3.0

/

-3.0
	+5

/

-5
	+10

/

-10
	+15

/

-15
	+20

/

-20


Table 6.6.2.3.1-2: Additional E-UTRAACLR requirements for Power Class 1

	
	Channel bandwidth / E-UTRAACLR1 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	
	
	37 dB
	37 dB
	
	

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	
	

	Adjacent channel centre frequency offset [MHz]
	
	
	+5

/

-5
	+10

/

-10
	
	

	NOTE 1:
E-UTRAACLR1 shall be applicable for >23dBm


6.6.2.3.1A
Void

6.6.2.3.1Aa
Void



	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


6.6.2.3.2
Minimum requirements UTRA

UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.

Table 6.6.2.3.2-1: Requirements for UTRAACLR1/2
	
	Channel bandwidth / UTRAACLR1/2 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	Adjacent channel centre frequency offset [MHz]
	0.7+BWUTRA/2

/

-0.7-BWUTRA/2
	1.5+BWUTRA/2

/

-1.5-BWUTRA/2
	+2.5+BWUTRA/2
/

-2.5-BWUTRA/2
	+5+BWUTRA/2
/

-5-BWUTRA/2
	+7.5+BWUTRA/2
/

-7.5-BWUTRA/2
	+10+BWUTRA/2
/

-10-BWUTRA/2

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	Adjacent channel centre frequency offset [MHz]
	-
	-
	+2.5+3*BWUTRA/2
/

-2.5-3*BWUTRA/2
	+5+3*BWUTRA/2
/

-5-3*BWUTRA/2
	+7.5+3*BWUTRA/2
/

-7.5-3*BWUTRA/2
	+10+3*BWUTRA/2
/

-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth 

(Note 1)
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth

(Note 2)
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28MHz
	1.28MHz
	1.28MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


6.6.2.3.2A
Minimum requirement UTRA for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on the component carrier to the filtered mean power centred on an adjacent channel frequency. The UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the requirement is specified in subclause 6.6.2.3.2.

For intra-band contiguous carrier aggregation the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the sum of the filtered mean powers centered on the assigned sub-block frequencies to the filtered mean power centred on an adjacent(s) UTRA channel frequency. UTRAACLR1/2 requirements are applicaple for all sub-blocks and are specified in Table 6.6.2.3.2A-2. UTRAACLR1 is required to be met in the sub-block gap when the gap bandwidth Wgap is 5MHz≤Wgap <15MHz. Both UTRAACLR1 and UTRAACLR2 are required to be met in the sub-block gap when the gap bandwidth Wgap is 15MHz≤Wgap.

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned aggregated channel bandwidth power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation.

Table 6.6.2.3.2A-1: Requirements for UTRAACLR1/2
	
	CA bandwidth class / UTRAACLR1/2 / measurement bandwidth

	
	CA bandwidth class C

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + BWUTRA/2

/

- BWChannel_CA / 2 - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + 3*BWUTRA/2

/

- BWChannel_CA /2 – 3*BWUTRA/2

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA - 2* BWGB

	UTRA 5MHz channel Measurement bandwidth (Note 1)
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth (Note 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


Table 6.6.2.3.2A-2: Requirements for intraband non-contiguous CA UTRAACLR1/2

	
	UTRAACLR1/2  / measurement bandwidth

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + BWUTRA/2
/

- Fedge,block,low - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + 3*BWUTRA/2
/

- Fedge,block,low – 3*BWUTRA/2

	Sub-block measurement bandwidth
	BWChannel,block - 2* BWGB

	UTRA 5 MHz channel Measurement bandwidth (Note 1)
	3.84 MHz

	UTRA 1.6 MHz channel measurement bandwidth (Note 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


6.6.2.3.3A
Minimum requirements for CA E-UTRA

For intra-band contiguous carrier aggregation the carrier aggregation E-UTRA Adjacent Channel Leakage power Ratio (CA E-UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent aggregated channel bandwidth at nominal channel spacing. The assigned aggregated channel bandwidth power and adjacent aggregated channel bandwidth power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.3A-1. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.3A-1. 

Table 6.6.2.3.3A-1: General requirements for CA E-UTRAACLR
	
	CA bandwidth class / CA E-UTRAACLR / Measurement bandwidth

	
	CA bandwidth class C

	CA E-UTRAACLR
	30 dB

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA - 2* BWGB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/

- BWChannel_CA


For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on a component carrier to the filtered mean power centred on an adjacent channel frequency. The E-UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the requirement is specified in subclause 6.6.2.3.1.
For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the sum of the filtered mean powers centred on the assigned sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. In case the sub-block gap bandwidth Wgap is smaller than of the sub-block bandwidth then for that sub-block no E-UTRAACLR requirement is set for the gap. In case the sub-block gab bandwidth Wgap is smaller than either of the sub-block bandwidths then no E- UTRAACLR requirement is set for the gap.The assigned E-UTRA sub-block power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.3A-2. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.3A-2.

Table 6.6.2.3.3A-2: General requirements for non-contiguous intraband CA E-UTRAACLR

	
	CC and adjacent channel bandwidth / E-UTRAACLR / Measurement bandwidth

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	CC and adjacent channel measurement bandwidth [MHz]
	1.08
	2.7
	4.5
	9
	13.5
	18

	Adjacent channel centre frequency offset [MHz]
	+ 1.4 
/
- 1.4
	+ 3
/
- 3
	+ 5
/
- 5
	+ 10 
/
- 10
	+ 15 
/
- 15
	+ 20 
/
- 20


6.6.2.4
Void
<< Unchanges omitted>>
7.7.1A
Minimum requirements for CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band the spurious response requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The throughput measured in each downlink with Finterferer in Table 7.6.2.1A-0 at spurious response frequencies shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.7.1-1 and 7.7.1-2. The UE shall meet these requirements for each component carrier while all downlink carriers are active.

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA bands, the spurious response requirements applicable specified above shall be met with the transmitter power for the uplink set to 7 dB below PCMAX_L,c  for each serving cell c.
For E-UTRA CA configurations including an operating band without uplink band (as noted in Table 5.5-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For E-UTRA CA configurations listed in Table 7.3.1A-0a under conditions for which reference sensitivity for the operating band being tested is N/A, the spurious response requirements of subclause 7.7.1A do not apply.

For intra-band contiguous carrier aggregation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test. The uplink output power shall be set as specified in Table 7.7.1A-1 with the uplink configuration set according to Table 7.3.1A-1 for the applicable carrier aggregation configuration. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.1-2. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.7.1A-1 and 7.7.1A-2.

For intra-band non-contiguous carrier aggregation with one uplink carrier and two downlink  sub-blocks, the spurious response requirements are defined with the uplink configuration in accordance with Table 7.3.1A-3. For this uplink configuration, the UE shall meet the requirements for each sub-block as specified in subclauses 7.7.1 and 7.7.1A for a single component carrier and intra-band contiguous component carriers per sub-block, resepctively. The requirements apply with all downlink carriers active.

For intra-band non-contiguous carrier aggregation with two uplink carriers and two downlink carriers, the spurious response requirements applicable specified above shall be met with the transmitter powers for the uplinks set to PCMAX_L,c – 7 dBm.
Table 7.7.1A-1: Spurious response parameters

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	9
	9
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


Table 7.7.1A-2: Spurious response

	Parameter
	Unit
	Level

	PInterferer

(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies


For combinations of intra-band contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band, the requirement is defined with the uplink active in the band other than that supporting the downlink(s) under test and a configuration in accordance with Table 7.3.1-2. The downlink PCC carrier center frequency shall be configured closer to the uplink operating band than the downlink SCC center frequency when the uplink is active in the band supporting two component carriers. For E-UTRA CA configurations including an operating band without uplink band, the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For each downlink the UE shall meet the spurious-response requirements applicable for inter-band carrier aggregation with one component carrier per operating band but with the sub-block of two component carriers assigned to the same operating band. For the latter sub-block the spurious response parameters in Table 7.7.1-1 are replaced by those specified in Table 7.7.1A-1. The three downlink carriers shall be active throughout the tests.

For combinations of intra-band non-contiguous and inter-band carrier aggregation with three downlink carriers and one uplink carrier assigned to one E-UTRA band, the requirement is defined with the uplink active in the band other than that supporting the downlink(s) under test. The uplink configuration shall be in accordance with Table 7.3.1A-3 when the uplink is active in the band supporting two component carriers and in accordance with Table 7.3.1-2 when the uplink is active in the other band. For E-UTRA CA configurations including an operating band without uplink band, the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For the two component carriers within the same band, Pwanted in Table 7.6.2.1A-0 is set using RIBNC = 0 dB for all sub-block gaps (Table 7.3.1A-3). For each downlink the UE shall meet the spurious-response requirements applicable for inter-band carrier aggregation with one component carrier per operating band but with two of the component carriers assigned to the same band. The three downlink carriers shall be active throughout the tests.
7.7.1B
Minimum requirements for UL-MIMO

<< End of changes>>
