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<start of the change>
Table 8.2.1.1.1-6: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs 

	Test num.
(Note 3)
	CA Band-width combination
	Requirement
	UE category

	5
	3x20MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	6
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	7
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	8
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	9
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	10
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	11
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	12
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.
Note 3: 
Test number continues from Table 8.2.1.1.1-4 based on common parameters referred to Table 8.2.1.1.1-3.


<next change>
Table 8.2.1.3.1-6: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs 

	Test num.
(Note 2)
	CA Band-width combination
	Requirement
	UE category

	5
	3x20MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	6
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	7
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	8
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	9
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	10
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	11
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	12
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2: 
Test number continues from Table 8.2.1.3.1-4 based on common parameters referred to Table 8.2.1.3.1-3.


<next change>
Table 8.2.1.4.3-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[TBD]

	3MHz
	R.14-5 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[9.5]

	5MHz
	R.14-6 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[9.5]

	10 MHz
	R.14 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[10.1]

	15MHz
	R.14-7 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	[10.1]

	20MHz
	R.14-3 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	[10.3]


Table 8.2.1.4.3-6: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs

	Test num. 

(Note 2)
	CA Band-width combination
	Requirement
	UE category

	5
	3x20MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	6
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	7
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	8
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	9
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	10
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	11
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	12
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.3-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2: 
Test number continues from Table 8.2.1.4.3-4 based on common parameters referred to Table 8.2.1.4.3-3.


<next change>
Table 8.2.1.8.1-2: Minimum performance (FRC) for CA

	Test Number
	Cell
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna
	Refence value
	Timing relative to PCell (µs)
	UE Category

	
	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	PCell
	10MHz
	R.60  FDD
	OP.1 FDD
	EPA200
	2x2 Low
	70
	21.15
	N/A
	≥3

	
	SCell
	10MHz
	R.35-3 FDD
	
	EPA200
	2x2 Low
	60
	15.18
	-30.26
	

	Note 1:
The EPA200 propagation channels applied to PCell and SCell are statistically independent.

Note 2: 
The applicability and test rules of requirements for different CA configurations and bandwidth combination sets are defined in 8.1.2.3.


<next change>
Table 8.2.2.1.1-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs 

	Test num.
(Note 2)
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	3
	3x20MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥5

	4
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.1.1-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2: 
Test number continues from Table 8.2.2.1.1-4 based on parameters referred to Table 8.2.2.1.1-3.


<next change>
Table 8.2.2.3.1-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
(Note 2)
	CA Band-width combination
	Requirement
	UE category

	
	
	
	

	3
	3x20MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥5

	4
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.3.1-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2: 
Test number continues from Table 8.2.2.3.1-4 based on parameters referred to Table 8.2.2.3.1-3.


<next change>
Table 8.2.2.4.3-6: Void


	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	


Table 8.2.2.4.3-7: Minimum performance (FRC) based on single carrier performance for CA with 3 DL CCs
	Test num.
(Note 2)
	CA Band-width combination
	Requirement
	UE category

	3
	3x20MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥5

	4
	20MHz+20MHz+15MHz
	As specified in Table 8.2.2.4.3-5 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3
Note 2: 
Test number continues from Table 8.2.2.4.3-4 based on common parameters referred to Table 8.2.2.4.3-3.


<end of the change>
