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1.
Introduction
The currently ongoing LTE UE TRP and TRS and UTRA Hand Phantom related UE TRP and TRS Requirements Work Item [1] records the associated performance requirements in the unified specification TS37.144 [2].
This text proposal adds average requirement, minimum requirement, and recommended values for UTRA FDD handset BHH TRP (Power Class 3) and TRS requirements for Bands I and VIII.  It is justified in the accompanying discussion paper [3].
It can further be observed that the Work Item description in [1] does not include in its scope devices supporting LTE carrier aggregation and dual band HSDPA (such as DB-DC-HSDPA, 4C-HSDPA).  Thus, it is proposed to handle this issue in the same manner as was done for UTRA notebooks in [4].  In this text proposal the same text for the multi-carrier applicability explanation is used.
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3.
Text Proposal

<< unchanged text omitted >>

6.1.2
Beside the head and hand phantom position

Beside the head and hand phantom position is defined in TR 25.914 [6] subclauses 5.1.5 and 5.1.6.

6.1.2.1
UTRA FDD
Handheld UE TRP minimum performance requirements for UTRA FDD in beside the head and hand phantom position and the primary mechanical mode are defined in Table 6.1.2.1-1.

Table 6.1.2.1-1: Handheld UE TRP minimum performance requirement for FDD roaming bands in beside the head and hand phantom position and the primary mechanical mode

	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	12.0
	9.0
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	8.0
	5.0
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	
	
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1:
Applicable for multi-mode GSM/UMTS/LTE.


NOTE: The TRP minimum performance requirements in Table 6.1.2.1-1 apply to HSPA and LTE UEs supporting only single carrier operation. Their applicability to multi-carrier operation is FFS. This is because it has not been verified whether the UEs measured to derive the requirements supported carrier aggregation or not.
<< unchanged text omitted >>

7.1.2
Beside the head and hand phantoms position

Beside the head and hand phantom position is defined in TR 25.914 [6] subclauses 5.1.5 and 5.1.6.

7.1.2.1
UTRA FDD
Handheld UE TRS minimum performance requirements for UTRA FDD in beside the head and hand phantoms position and the primary mechanical mode for 1% BER with 12.2kbps DL reference channel as defined in Annex C.3 of [2] are defined in Table 7.1.2.1-1.
Table 7.1.2.1-1: Handheld UE TRS minimum requirements for UTRA FDD roaming bands in beside the head and hand phantoms position and the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-99.0
	-96.0

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	-94.0
	-91.0

	IX
	dBm/3.84 MHz
	TBD
	TBD

	XIX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE 3: 
Applicable for multi-mode GSM/UMTS/LTE.

NOTE 4:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 


NOTE: The TRS minimum performance requirements in Table 7.1.2.1-1 apply to HSPA and LTE UEs supporting only single carrier operation. Their applicability to multi-carrier operation is FFS. This is because it has not been verified whether the UEs measured to derive the requirements supported carrier aggregation or not.
<< unchanged text omitted >>

B.2.1.2
Beside the head and hand phantoms position

B.2.1.2.1
UTRA FDD

Table B.2.1.2.1-1: Handheld UE TRP recommended performance for UTRA FDD beside the head and hand phantoms position and the primary mechanical mode
	Operating band
	Power class  1
	Power class  2
	Power class  3
	Power class  3bis
	Power class  4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Average
	Average

	I
	-
	-
	15.0
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	11.0
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1:
Applicable for multi-mode GSM/UMTS/LTE.


NOTE: The TRP recommended values in Table B.2.1.2.1-1 apply to HSPA and LTE UEs supporting only single carrier operation. Their applicability to multi-carrier operation is FFS. This is because it has not been verified whether the UEs measured to derive the requirements supported carrier aggregation or not.
<< unchanged text omitted >>

B.3.1.2
Beside the head and hand phantoms position

B.3.1.2.1
UTRA FDD
Table B.3.1.2.1-1: TRS recommended performance for UTRA FDD in the beside the head and hand phantoms position for the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

Average

	I
	dBm/3.84 MHz
	-101.0

	II
	dBm/3.84 MHz
	TBD

	III
	dBm/3.84 MHz
	TBD

	IV
	dBm/3.84 MHz
	TBD

	V
	dBm/3.84 MHz
	TBD

	VI
	dBm/3.84 MHz
	TBD

	VII
	dBm/3.84 MHz
	TBD

	VIII
	dBm/3.84 MHz
	-96.0

	IX
	dBm/3.84 MHz
	TBD

	XIX
	dBm/3.84 MHz
	TBD

	NOTE 1:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -101 dBm/3.84 shall apply for Band II.

NOTE 2:   For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -103 dBm/3.84 MHz shall apply for Band IV.
NOTE 3:   Applicable for multi-mode GSM/UMTS/LTE


NOTE: The TRS recommended values in Table B.3.1.2.1-1 apply to HSPA and LTE UEs supporting only single carrier operation. Their applicability to multi-carrier operation is FFS. This is because it has not been verified whether the UEs measured to derive the requirements supported carrier aggregation or not.
<< unchanged text omitted >>


