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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report of the LTE Advanced Carrier Aggregation in Band 42 for 4DL WI which was approved at TSG RAN #67 [2]. The objective of this work item is to provide specification support for intra-band contiguous carrier aggregation in LTE TDD Band 42 for 4DL.

The report provides motivation, requirements and a list of recommended changes to the specifications.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
RP-150438: "LTE Advanced intra-band contiguous Carrier Aggregation in Band 42 for 4DL". 
[3]
3GPP TR 36.833-1-42: "LTE-Advanced intra-band contiguous Carrier Aggregation (CA)"
[4]
3GPP TR 36.833-5-42: "LTE Advanced Carrier Aggregation in Band 42 for 4DL"
[5]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".

[6]
3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception".
[7]
3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".
[8]
3GPP TS 36.307: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) supporting a release-independent frequency band".
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols

Void.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

4
Background
The 3.5GHz band has been widely recognized as the most probable global harmonized TDD band and will play an important role in meeting the explosive mobile data demands. Regional band planning or re-farming considerations for this band have made significant progress in the world in recent years, 

Carrier aggregation up in this band have been a successful mechanism to provide additional bandwidth and corresponding requirements has been captured in [3, 4] for 2-CC CA and 3-CC CA respectively. However, there are still market requirements on even higher bandwidth since operators in some countries can get large spectrum up to 80MHz. 
Consequently, a new WID proposal on “LTE Advanced intra-band contiguous Carrier Aggregation in Band 42 for 4DL” was approved in RAN#67 [2]. The objectives of this WI are as follows,

· Specify the RF requirements for Band 42 intra-band contiguous CA supporting up to 4CC in downlink.

· Define channel bandwidth combinations for carrier aggregation in 65MHz, 70MHz, 75MHz and 80MHz contiguous spectrum.

· Add the performance requirements for this band in the relevant specifications.
5
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