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1 Introduction
The WI proposal on LTE Advanced Intra-band Carrier Aggregation in Band 42 for 4DL was approved in RAN#67 [1]. One of the objectives is to specify the core RF requirements for 4-CC contiguous intra-band DL CA in Band 42, specifically considering aggregation of 4 channel bandwidths up to 80MHz at the eNB.

In this contribution, we discuss the applicability of current BS RF requirements for band 42 intra-band contiguous carrier aggregation for 4-DL CC, and provide a text proposal to record the findings in the WI TR36.833-7-42.

2 Discussion
For BS capable of multi-carrier and/or CA operation in contiguous spectrum in single band, the RF requirements currently specified in the BS specifications 36.104 are agnostic to the number of carriers supported by the BS in intra-band contiguous CA operation. 
The test configuration and test requirements in the BS test specification 36.141 are also defined in a generic way. The test configuration only gives a principle on how to create test signals depending on manufacturer’s declaration on number of carriers and other parameters so that a multi-carrier and/or CA BS can be well verified.

It can be seen by Table 5.5-2 in TS 36.104 and TS 36.141 (copied below), where the number of CCs for intra-band contiguous carrier aggregation is not specified.
Table 2-1. Intra-band contiguous carrier aggregation bands

	CA Band
	E-UTRA operating band

	
	

	CA_1
	1

	CA_7
	7

	CA_38
	38

	CA_40
	40

	CA_41
	41

	CA_42
	42


Therefore, the current BS RF requirements are applicable for 4-CC contiguous intra-band DL CA in Band 42, and no change in the BS specifications is required.
3 Conclusion

This contribution presented analysis on BS RF requirements for LTE intra-band contiguous CA in Band 42 for 4DL and it is found that no change in the BS specifications is required. 

A text proposal is give in the annex. It is proposed to capture the findings in this paper into WI TR.
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Annex
--------------------------------------------------------TP for TR 36.833-7-42------------------------------------------------------------

5.3
Specific BS RF requirements
For BS capable of multi-carrier and/or CA operation in contiguous spectrum in single band, the RF requirements currently specified in the BS specifications 36.104 are agnostic to the number of carriers supported by the BS in intra-band contiguous CA operation. 
The test configuration and test requirements in the BS test specification 36.141 are also defined in a generic way. The test configuration only gives a principle on how to create test signals depending on manufacturer’s declaration on number of carriers and other parameters so that a multi-carrier and/or CA BS can be well verified.

Therefore, the current BS RF requirements are applicable for 4-CC contiguous intra-band DL CA in Band 42, and no change in the BS specifications is required.
--------------------------------------------------------End of Text Proposal---------------------------------------------------------------
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