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1. Introduction
In the last RAN4 meeting (RAN4# 74), an extensive work has been carried to derive A-MPR table for B42 CA: Qualcomm presented A-MPR simulations and lab measurement, Nokia presented a very wide set of simulation results [2]. In this contribution we derive a combined A-MPR table needed to meet CA_NS_08 emission requirements based on both the available simulation results and new measurements derived from 3.5GHz Power Amplifier (PA).
2. Discussion
We conducted a wide range of measurements using 3.5GHz PA to validate simulation results for all 2CC bandwidth combinations. A detailed A-MPR table is created for 2CC contiguous allocation to meet CA_NS_08 spectral emission requirements upon merged simulation and lab measurement results.
Since the emission requirements are symmetric from both side of the spectrum for CA_NS_08 as shown in Figure 1, it would be very challenging to generate a simple symmetric A-MPR table using the regular A-MPR table format using RBstart, Lcrb and RBstart+Lcrb variables.
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Figure1: CA_NS_08 spurious levels/ranges
In order to simplify the A-MPR table complexity, a new A-MPR table format is proposed in Table 1 for generating symmetric AMPR tables using RBstart, RBend and Lcrb variables and a “Condition” operation to perform on RBstart and RBend.
Table1: Contiguous Allocation A-MPR for CA_NS_08 

	Combination
	RBstart
	Condition
	RBend
	Lcrb
	Backoff

	100RB / 100RB
	≤ 21
	Or
	≥ 178
	≤ 25
	≤ 12

	
	
	
	
	> 25 and ≤ 80
	≤ 6

	
	> 0
	N/A
	N/A
	> 80 and ≤ 172
	≤ 8

	
	
	
	
	> 172
	≤ 9

	
	> 21 and ≤ 58
	Or
	≥ 141 and < 178
	< 48
	≤ 3

	
	> 21
	And
	< 178
	≥ 48 and ≤ 80
	≤ 4

	100RB / 75RB

And

75RB / 100RB
	≤ 12
	Or
	≥ 162
	≤ 25
	≤ 12

	
	
	
	
	> 25 and ≤ 75
	≤ 6

	
	> 0
	N/A
	N/A
	> 75
	≤ 8

	
	> 21 and ≤ 49
	Or
	≥ 125 and < 162
	< 53
	≤ 3

	
	> 21
	Or
	< 162
	≥ 54 and < 75
	≤ 5

	
	> 49
	And
	< 125
	≥ 36 and < 54
	≤ 2

	75RB / 75RB

and

100RB / 50RB

And

50RB / 100RB
	≤ 5
	Or
	≤ 144
	≤ 16
	≤ 12

	
	
	
	
	> 16 and ≤ 61
	≤ 6

	
	> 0
	N/A
	N/A
	> 61
	≤ 8

	
	> 5
	Or
	< 144
	≥ 36 and ≤ 61
	≤ 5

	
	> 5 and ≤ 41
	Or
	≥ 108 and < 144
	< 36
	≤ 3

	100RB / 25RB

And

25RB / 100RB
	≤ 31
	Or
	≥ 92
	≤ 34
	≤ 4

	
	
	
	
	> 34 and ≤ 44
	≤ 5

	
	> 0
	N/A
	N/A
	> 44
	≤ 8


3. Conclusion
In this contribution we provided new A-MPR table concept for symmetric emission requirements and symmetric A-MPR table.

It is proposed to approve A-MPR Table1 for CA_NS_08 spurious emission requirements for the 2CC contiguous allocation.
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