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1 Introduction
In RAN4 meeting #74, the simulation assumption has been agreed in [1]. In this contribution, we provided the corresponding ideal and impairment results.
2 Ideal and impairment Results
The ideal and impairment results were listed in Table 1 and Table 2. 
Table 1: Multi-Cell SNR in 70% throughput with ideal (dB)
	70%TP SNR（dB）
	RML w/ WF

	INR=12.95dB
	17.3


Table 2: Multi-Cell SNR in 70% throughput with IM (dB)
	70%TP SNR（dB）
	RML w/ WF

	INR=12.95dB
	19.3


3 Conclusions
In this contribution, ideal and Impairment results were provided for SU-MIMO multi-cell demodulation test.
4 References
[1] R4-151097
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5 Appendix
The related TDD simulation results are listed as follows

Table 3: Multi-Cell SNR(dB) v.s. The throughput(Mbps)
	SNR (dB)
	R-ML w/ WF
	R-ML w/o WF
	IRC
	MMSE

	6
	0.24
	0.00
	0.25
	0.00

	7
	0.91
	0.00
	0.99
	0.00

	8
	1.59
	0.00
	1.65
	0.00

	9
	2.07
	0.23
	2.05
	0.10

	10
	2.55
	0.56
	2.51
	0.49

	11
	2.90
	0.93
	2.87
	0.86

	12
	3.15
	1.30
	3.04
	1.20

	13
	3.44
	1.67
	3.33
	1.58

	14
	3.78
	2.07
	3.53
	1.96

	15
	4.01
	2.46
	3.59
	2.40

	16
	4.33
	2.79
	3.63
	2.72

	17
	4.77
	3.12
	3.84
	3.04

	18
	5.43
	3.50
	4.03
	3.42

	19
	6.27
	3.84
	4.29
	3.73

	20
	6.74
	4.11
	4.62
	3.98

	21
	7.01
	4.48
	5.00
	4.37

	22
	7.07
	4.89
	5.51
	4.75

	23
	7.08
	5.31
	6.03
	5.13

	24
	7.09
	5.83
	6.52
	5.63

	SNR @70% MaxTput
	17.29
	22.17
	20.90
	22.56
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