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1 Introduction
Consideration on CA scenario for LAA was discussed in last meeting in [1] without any proposal agreed. This contribution continues to discuss this topic and make corresponding proposal.
2 Discussion
Regarding the licensed assisted access, RAN4 needs to select at least one licensed band (FDD or TDD) to specify the requirements for carrier aggregation between licensed band and unlicensed band. For simplification of the standard work, it is proposed 1UL/2DL inter-band CA scenario with 1DL in unlicensed band (SDL) as the highest priority in Rel-13 timeframe. 1UL/3DL inter-band CA with 2DL contiguous CCs in unlicensed band can be the second priority and 2UL/2DL inter-band CA scenario with 1UL/DL in unlicensed band (TDD) could seem as the third priority.
Proposal 1: It is proposed 1UL/2DL inter-band CA scenario with 1DL in unlicensed band (SDL) as the high priority in Rel-13 timeframe. 1UL/3DL inter-band CA with 2DL contiguous CCs in unlicensed band can be the second priority and 2UL/2DL inter-band CA scenario with 1UL/DL in unlicensed band (TDD) could seem as the third priority.
In addition, which band would be the example constituent band aggregated with the unlicensed band need to be decided by RAN4. Considering the LTE network deployment all over the world and the work load in RAN4, it is proposed one FDD band of Band 1 and one TDD band of Band 41, as the first batch of licensed bands for licensed assisted access of 5GHz. And the potential WI could be closed if at least one combination is completed in RAN4. Other combinations could be standardized in a release independent way same as current inter-band CA scenario.

· CA_1-5GHz: EU, China, Japan
· CA_41-5GHz: US, China

Proposal 2: It is proposed one FDD band of Band 1 and one TDD band of Band 41, as the first batch of licensed bands for licensed assisted access of 5GHz. 

Proposal 3: The potential WI could be closed if at least one combination is completed in RAN4. Other combinations could be standardized in a release independent way same as current inter-band CA scenario.
3 Conclusion

Based on above discussion, proposals are made as below:
Proposal 1: It is proposed 1UL/2DL inter-band CA scenario with 1DL in unlicensed band (SDL) as the high priority in Rel-13 timeframe. 1UL/3DL inter-band CA with 2DL contiguous CCs in unlicensed band can be the second priority and 2UL/2DL inter-band CA scenario with 1UL/DL in unlicensed band (TDD) could seem as the third priority.
Proposal 2: It is proposed one FDD band of Band 1 and one TDD band of Band 41, as the first batch of licensed bands for licensed assisted access of 5GHz. 

Proposal 3: The potential WI could be closed if at least one combination is completed in RAN4. Other combinations could be standardized in a release independent way same as current inter-band CA scenario.
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