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<< Start of Change 1 >>
A.3.1.1
PDSCH

A.3.1.1.1
FDD

Table A.3.1.1.1-1: PDSCH Reference Measurement Channels for FDD 
	Parameter
	Unit
	Value

	Reference channel
	
	R.2 FDD
	
	R.5 FDD
	R.0 FDD
	R.1 FDD
	R.3 FDD
	R.4 FDD
	R.6 FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	10
	20
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1
	1
	1

	Allocated resource blocks (Note 4)
	
	2
	
	11
	24
	24
	24
	24
	24

	Allocated subframes per Radio Frame
	
	10
	
	10
	10
	10
	10
	10
	10

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	120
	
	968
	2088 
	2088
	2088
	2088 
	2088

	  For Sub-Frame 5
	Bits
	104
	
	776
	2088
	1736
	2088
	2088
	2088

	  For Sub-Frame 0
	Bits
	32
	
	616
	1736
	1736
	1736
	1736
	1736

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	2088
	0
	2088

	Number of Code Blocks per Sub-Frame

(Note 5)
	
	
	
	
	
	
	
	
	

	For Sub-Frames 4, 9
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 1, 2, 3, 6, 7, 8
	
	0
	
	0
	0
	0
	1
	0
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	456
	
	2772
	6624
	6336
	6624
	6624
	6624

	  For Sub-Frame 5
	Bits
	360
	
	2484
	6336
	6048
	6336
	6336
	6336

	  For Sub-Frame 0
	Bits
	176
	
	1932
	5784
	5520
	5784
	5784
	5784

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	6624
	0
	6624

	Max. Throughput averaged over 1 frame
	kbps
	37.6
	
	332.8
	800
	765
	2053
	800
	2053

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5 MHz channel BW.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [16].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [3].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 6:
PDSCH allocation applies only to subframes not configured as PRS subframes.


Table A.3.1.1.1-1A: PDSCH Reference Measurement Channels for FDD (UE category 0)
	Parameter
	Unit
	Value

	Reference channel
	
	R.2A FDD
	
	R.5A FDD
	R.0A FDD
	R.1A FDD
	R.3A FDD
	R.4A FDD
	R.6A FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	10
	20
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1
	1
	1

	Allocated resource blocks (Note 4)
	
	6
	
	14
	14
	14
	14
	14
	14

	Allocated subframes per Radio Frame
	
	10
	
	10
	10
	10
	10
	10
	10

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	408
	
	1000
	1000 
	1000
	1000 
	1000 
	1000 

	  For Sub-Frame 5
	Bits
	328
	
	1000
	1000
	1000
	1000
	1000
	1000

	  For Sub-Frame 0
	Bits
	152
	
	808
	808
	808
	808
	808
	808

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	1000
	0
	1000

	Number of Code Blocks per Sub-Frame

(Note 5)
	
	
	
	
	
	
	
	
	

	For Sub-Frames 4, 9
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 1, 2, 3, 6, 7, 8
	
	0
	
	0
	0
	0
	1
	0
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	1368
	
	3528
	3864
	3696
	3864
	3864
	3864

	  For Sub-Frame 5
	Bits
	1080
	
	3240
	3576
	3408
	3576
	3576
	3576

	  For Sub-Frame 0
	Bits
	528
	
	2688
	3024
	2880
	3024
	3024
	3024

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	3864
	0
	3864

	Max. Throughput averaged over 1 frame
	kbps
	129.6
	
	380.8
	380.8
	380.8
	980.8
	380.8
	980.8

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5 MHz channel BW.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [16].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [3].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 6:
PDSCH allocation applies only to those subframes which are not configured as PRS subframes, not required for uplink transmission for half-duplex FDD UE operation, not configured as a half-duplex guard subframe [16].


A.3.1.1.2
TDD

Table A.3.1.1.2-1: PDSCH Reference Measurement Channels for TDD UL/DL configuration1
	Parameter
	Unit
	Value

	Reference channel
	
	R.2 TDD
	
	R.4

TDD
	R.0 TDD
	R.1 TDD
	R.3 TDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1

	Allocated resource blocks (Note 4)
	
	2
	
	11
	24
	24
	24

	Uplink-Downlink Configuration (Note 5)
	
	1
	
	1
	1
	1
	1

	Special Subframe Configuration (Note 6)
	
	6
	
	6
	6
	6
	6

	Allocated subframes per Radio Frame
	
	6
	
	6
	6
	6
	6

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	120
	
	968
	2088
	2088
	2088

	  For Sub-Frame 5
	Bits
	104
	
	968
	 2088
	2088
	2088

	  For Sub-Frame 0
	Bits
	56
	
	616
	2088
	1736
	2088

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	56
	
	472
	1032
	1032
	1032

	Number of Code Blocks per Sub-Frame
(Note 7)
	
	1
	
	1
	1
	1
	1

	For Sub-Frames 4,9
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 1, 6 (DwPTS)
	
	1
	
	1
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	456
	
	2772
	6624
	6336
	6624

	  For Sub-Frame 5
	Bits
	408
	
	2628
	6480
	6192
	6480

	  For Sub-Frame 0
	Bits
	224
	
	2076
	5928
	5664
	5928

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	272
	
	1616
	3696
	3504
	3696

	Max. Throughput averaged over 1 frame
	Mbps
	0.0512
	
	0.4464
	1.0416
	1.0064
	1.0416

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. For special subframe (1 & 6) only 2 OFDM symbols are allocated to PDCCH for all bandwidths.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in TS 36.211 [16].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 36.213 [3].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
As per Table 4.2-2 in TS 36.211 [16]
Note 6:
As per Table 4.2-1 in TS 36.211 [16]
Note 7:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 8:
PDSCH allocation applies only to subframes not configured as PRS subframes.


Table A.3.1.1.2-1A: PDSCH Reference Measurement Channels for TDD UL/DL configuration1 (UE category 0)
	Parameter
	Unit
	Value

	Reference channel
	
	R.2A TDD
	
	R.4A
TDD
	R.0A TDD
	R.1A TDD
	R.3A TDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1

	Allocated resource blocks (Note 4)
	
	6
	
	14
	14
	14
	14

	Uplink-Downlink Configuration (Note 5)
	
	1
	
	1
	1
	1
	1

	Special Subframe Configuration (Note 6)
	
	6
	
	6
	6
	6
	6

	Allocated subframes per Radio Frame
	
	6
	
	6
	6
	6
	6

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	408
	
	1000
	1000 
	1000 
	1000 

	  For Sub-Frame 5
	Bits
	328
	
	1000
	1000
	1000
	1000

	  For Sub-Frame 0
	Bits
	152
	
	808
	1000
	808
	1000

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	208
	
	616
	616
	616
	616

	Number of Code Blocks per Sub-Frame
(Note 7)
	
	1
	
	1
	1
	1
	1

	For Sub-Frames 4,9
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 1, 6 (DwPTS)
	
	1
	
	1
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	1368
	
	3528
	3864
	3696
	3864

	  For Sub-Frame 5
	Bits
	1224
	
	3384
	3720
	3552
	3720

	  For Sub-Frame 0
	Bits
	672
	
	2832
	3168
	3024
	3168

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	816
	
	2096
	2096
	1984
	2096

	Max. Throughput averaged over 1 frame
	Mbps
	0.0688
	
	0.2424
	0.2616
	0.2424
	0.2616

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. For special subframe (1 & 6) only 2 OFDM symbols are allocated to PDCCH for all bandwidths.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in TS 36.211 [16].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 36.213 [3].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
As per Table 4.2-2 in TS 36.211 [16]
Note 6:
As per Table 4.2-1 in TS 36.211 [16]
Note 7:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 8:
PDSCH allocation applies only to subframes not configured as PRS subframes.


Table A.3.1.1.2-2: PDSCH Reference Measurement Channels for TDD UL/DL configuration0

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	
	R.5 TDD 
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	20

	Number of transmitter antennas
	
	
	
	
	1
	
	

	Allocated resource blocks (Note 4)
	
	
	
	
	24
	
	

	Uplink-Downlink Configuration (Note 5)
	
	
	
	
	0
	
	

	Special Subframe Configuration (Note 6)
	
	
	
	
	6
	
	

	Allocated subframes per Radio Frame
	
	
	
	
	4
	
	

	Modulation
	
	
	
	
	QPSK
	
	

	Target Coding Rate
	
	
	
	
	1/3
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	2088
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	2088
	
	

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	
	
	
	1032
	
	

	Number of Code Blocks per Sub-Frame
(Note 7)
	
	
	
	
	1
	
	

	For Sub-Frames 4,9
	
	
	
	
	N/A
	
	

	For Sub-Frame 5
	
	
	
	
	1
	
	

	For Sub-Frame 0
	
	
	
	
	1
	
	

	For Sub-Frame 1, 6 (DwPTS)
	
	
	
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	6480
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	5928
	
	

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	
	
	
	3696
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	
	0.624
	
	

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. For special subframe (1 & 6) only 2 OFDM symbols are allocated to PDCCH for all bandwidths.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in TS 36.211 [16].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in TS 36.213 [3].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
As per Table 4.2-2 in TS 36.211 [16]
Note 6:
As per Table 4.2-1 in TS 36.211 [16]
Note 7:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 8:
PDSCH allocation applies only to subframes not configured as PRS subframes.


<< End of Change 1 >>
<< Start of Change 2 >>
A.3.2.1
OCNG Patterns for FDD

The following OCNG patterns are used for modelling allocations to virtual UEs (which are not under test) and/or allocations used for MBSFN. The OCNG pattern for each sub frame specifies the allocations that shall be filled with OCNG, and furthermore, the relative power level of each such allocation.

In each test case the OCNG is expressed by parameters OCNG_RA and OCNG_RB which together with a relative power level (
[image: image1.wmf]g

) specifies the PDSCH EPRE-to-RS EPRE ratios in OFDM symbols without and with reference symbols, respectively. The relative power, which is used for modelling boosting per virtual UE allocation, is expressed by:
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where 
[image: image3.wmf]i

g

 denotes the relative power level of the i:th virtual UE. The parameter settings of OCNG_RA, OCNG_RB, and the set of relative power levels 
[image: image4.wmf]g

are chosen such that when also taking allocations to the UE under test into account, as given by a PDSCH reference channel, a constant transmitted power spectral density that is constant on an OFDM symbol basis is targeted.

Moreover the OCNG pattern is accompanied by a PCFICH/PDCCH/PHICH reference channel which specifies the control region. The number of PDCCH OFDM symbols in the non-MBSFN subframes is the same as specified in the RMC used in the test. The number of PDCCH OFDM symbols in the MBSFN subframe is the maximal allowed according to TS 36.213 [16]. For any aggregation and PHICH allocation, the PDCCH and any unused PHICH groups are padded with resource element groups with a power level given by PDCCH_RA/RB and PHICH_RA/RB as specified in the test case such that a total power spectral density in the control region that is constant on an OFDM symbol basis is targeted.

For subframes configured as PRS subframes the PDSCH allocation defined in the OCNG pattern does not apply.

For subframes configured as ABS subframes the PDSCH and PMCH allocation defined in the OCNG pattern does not apply.

The system information is scheduled in the allocations reserved for the OCNG patterns, in the subframes not configured for MBSFN. For this purpose the number of the RB-s allocated with PDSCH defined in the OCNG pattern can be reduced as necessary.
A.3.2.1.1
OCNG FDD pattern 1: outer resource blocks allocation in 10 MHz
Table A.3.2.1.1-1: OP.1 FDD: OCNG FDD Pattern 1
	Allocation


[image: image5.wmf]PRB

n



	Relative power level 
[image: image6.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 12
	0
	0
	0
	N/A
	Note 1
	N/A

	37 – 49
	0
	0
	0
	N/A
	
	

	0-49
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image7.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image8.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image9.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:     0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS 

N/A: Not Applicable


A.3.2.1.1A
OCNG FDD pattern 1A: outer resource blocks allocation in 10 MHz (UE category 0)
Table A.3.2.1.1A-1: OP.1A FDD: OCNG FDD Pattern 1A
	Allocation


[image: image10.wmf]PRB

n



	Relative power level 
[image: image11.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 17
	0
	0
	0
	N/A
	Note 1
	N/A

	32 – 49
	0
	0
	0
	N/A
	
	

	0-49
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image12.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image13.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image14.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:     0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS 

N/A: Not Applicable


A.3.2.1.2
OCNG FDD pattern 2: full bandwidth allocation in 10 MHz

Table A.3.2.1.2-1: OP.2 FDD: OCNG FDD Pattern 2
	Allocation


[image: image15.wmf]PRB

n


	Relative power level 
[image: image16.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	0 – 49
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 49
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
[image: image17.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image18.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:     If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image19.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:     0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS 

N/A: Not Applicable


A.3.2.1.3
OCNG FDD pattern 3: outer resource blocks allocation in 1.4 MHz

Table A.3.2.1.3-1: OP.3 FDD: OCNG FDD Pattern 3
	Allocation


[image: image20.wmf]PRB
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	Relative power level 
[image: image21.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 1
	0
	0
	0
	N/A
	Note 1
	N/A

	4 – 5
	0
	0
	0
	N/A
	
	

	0 – 5
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image22.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image23.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:     If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image24.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:     0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS 

N/A: Not Applicable


A.3.2.1.3A
OCNG FDD pattern 3A: outer resource blocks allocation in 1.4 MHz (UE category 0)
Table A.3.2.1.3A-1: OP.3A FDD: OCNG FDD Pattern 3A
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 5
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 5
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image28.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:     If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image29.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:     0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS 

N/A: Not Applicable


A.3.2.1.4
OCNG FDD pattern 4: full bandwidth allocation in 1.4 MHz

Table A.3.2.1.4-1: OP.4 FDD: OCNG FDD Pattern 4
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	0 – 5
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 5
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.The parameter 
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g

is used to scale the power of PDSCH.

Note 2:
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image33.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image34.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS

N/A: Not Applicable


A.3.2.1.5
OCNG FDD pattern 5: outer resource blocks allocation in 10 MHz (without MBSFN)

Table A.3.2.1.5-1: OP.5 FDD: OCNG FDD Pattern 5
	Allocation
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	Relative power level 
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g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4,9
	1-3, 6-8
	

	0 – 12
	0
	0
	0
	N/A
	Note 2

	37 – 49
	0
	0
	0
	N/A
	

	0 – 49
	N/A
	N/A
	N/A
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image37.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image38.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

N/A:
Not Applicable


A.3.2.1.6
OCNG FDD pattern 6: full bandwidth allocation in 10 MHz (without MBSFN)

Table A.3.2.1.6-1: OP.6 FDD: OCNG FDD Pattern 6
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	

	0 – 49
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
[image: image41.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image42.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

N/A:
Not Applicable


A.3.2.1.7
OCNG FDD pattern 7: full bandwidth allocation in 1.4 MHz (without MBSFN)

Table A.3.2.1.8-1: OP.7 FDD: OCNG FDD Pattern 7

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	

	0 – 5
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
[image: image45.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image46.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

N/A:
Not Applicable


A.3.2.1.8
OCNG FDD pattern 8: outer resource blocks allocation in 10 MHz for MBSFN ABS

Table A.3.2.1.8-1: OP.8 FDD: OCNG FDD Pattern 8
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	· 
	Subframe (Note 1)
	· 

	· 
	0
	5
	4,9
	(1-3, 6-8)Note4
	· 

	0 – 12
	0
	0
	0
	N/A
	Note 2

	37 – 49
	0
	0
	0
	N/A
	· 

	0 – 49
	N/A
	N/A
	N/A
	0
	· 

	Note 1:
PDSCH allocation does not apply to subframes configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image49.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image50.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:
The subframe(s) configured as MBSFN ABS in a test shall not contain any PMCH data and shall contain CRS only in the first symbol of the first time slot. The subframe(s) configured as MBSFN ABS depend upon the MBSFN ABS pattern used in the test.

N/A:
Not Applicable


A.3.2.1.9
OCNG FDD pattern 9: full bandwidth allocation in 10 MHz for MBSFN ABS

Table A.3.2.1.9-1: OP.9 FDD: OCNG FDD Pattern 9
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	· 
	Subframe (Note 1)
	· 

	· 
	0
	5
	4, 9
	(1-3, 6-8)Note4
	· 

	0 – 49
	0
	0
	0
	0
	Note 2

	Note 1:
PDSCH allocation applies only to subframes not configured as PRS subframes. 

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image54.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.

Note 4:
The subframe(s) configured as MBSFN ABS in a test shall not contain any PMCH data and shall contain CRS only in the first symbol of the first time slot. The subframe(s) configured as MBSFN ABS depend upon the MBSFN ABS pattern used in the test.

N/A:
Not Applicable


A.3.2.1.10
OCNG FDD pattern 10: outer resource blocks allocation in 10 MHz with user data in every subframe (without MBSFN)

Table A.3.2.1.10-1: OP.10 FDD: OCNG FDD Pattern 10

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 - 3, 6 - 8
	

	0 - 12
	0
	0
	0
	0
	Note 2

	37 - 49
	0
	0
	0
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter 
[image: image58.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:
Not Applicable


A.3.2.1.11
OCNG FDD pattern 11: outer resource blocks allocation in 20 MHz

Table A.3.2.1.11-1: OP.11 FDD: OCNG FDD Pattern 11
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 37
	0
	0
	0
	N/A
	Note 1
	N/A

	62 – 99
	0
	0
	0
	N/A
	
	

	0-99
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image62.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image63.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A:
Not Applicable


A.3.2.1.11A
OCNG FDD pattern 11A: outer resource blocks allocation in 20 MHz (UE category 0)
Table A.3.2.1.11-1A: OP.11A FDD: OCNG FDD Pattern 11A
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 42
	0
	0
	0
	N/A
	Note 1
	N/A

	57 – 99
	0
	0
	0
	N/A
	
	

	0-99
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image67.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image68.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A:
Not Applicable


A.3.2.1.12
OCNG FDD pattern 12: full bandwidth allocation in 20 MHz

Table A.3.2.1.12-1: OP.12 FDD: OCNG FDD Pattern 12
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	0 – 99
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 99
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
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g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image72.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:     If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image73.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A:
Not Applicable


A.3.2.1.13
OCNG FDD pattern 13: outer resource blocks allocation in 20 MHz (without MBSFN)

Table A.3.2.1.13-1: OP.13 FDD: OCNG FDD Pattern 13

	Allocation
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	Relative power level 
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g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4,9
	1-3, 6-8
	

	0 – 37
	0
	0
	0
	N/A
	Note 2

	62 – 99
	0
	0
	0
	N/A
	

	0 – 99
	N/A
	N/A
	N/A
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
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g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image77.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
N/A:
Not Applicable


A.3.2.1.14
OCNG FDD pattern 14: full bandwidth allocation in 20 MHz (without MBSFN)

Table A.3.2.1.14-1: OP.14 FDD: OCNG FDD Pattern 14

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	

	0 – 99
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
[image: image80.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image81.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
N/A:
Not Applicable


A.3.2.1.15
OCNG FDD pattern 15: outer resource blocks allocation in 5 MHz

Table A.3.2.1.15-1: OP.15 FDD: OCNG FDD Pattern 15
	Allocation


[image: image82.wmf]PRB

n


	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 6
	0
	0
	0
	N/A
	Note 1
	N/A

	18 – 24
	0
	0
	0
	N/A
	
	

	0-24
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image84.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image85.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image86.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A: Not Applicable


A.3.2.1.15A
OCNG FDD pattern 15A: outer resource blocks allocation in 5 MHz (UE category 0)
Table A.3.2.1.15A-1: OP.15A FDD: OCNG FDD Pattern 15A
	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4,9
	1-3, 6-8
	
	

	0 – 4
	0
	0
	0
	N/A
	Note 1
	N/A

	19 – 24
	0
	0
	0
	N/A
	
	

	0-24
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image89.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH symbols shall not contain cell-specific Reference Signals. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image90.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image91.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A: Not Applicable


A.3.2.1.16
OCNG FDD pattern 16: full bandwidth allocation in 5 MHz

Table A.3.2.1.16-1: OP.16 FDD: OCNG FDD Pattern 16
	Allocation


[image: image92.wmf]PRB

n


	Relative power level 
[image: image93.wmf]PRB

g

 [dB]
	PDSCH Data
	PMCH Data

	
	Subframe
	
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	
	

	0 – 24
	0
	0
	0
	N/A
	Note 1
	N/A

	0 – 24
	N/A
	N/A
	N/A
	Note 4
	N/A
	Note 2

	Note 1: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image94.wmf]PRB

g

is used to scale the power of PDSCH.

Note 2: 
Each physical resource block (PRB) is assigned to MBSFN transmission. The data in each PRB shall be uncorrelated with data in other PRBs over the period of any measurement. The MBSFN data shall be QPSK modulated. PMCH subframes shall contain cell-specific Reference Signals only in the first symbol of the first time slot. The parameter
[image: image95.wmf]PRB

g

is used to scale the power of PMCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image96.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

Note 4:
0dB for 1 transmit antenna with CRS, +3dB for 2 transmit antennas with CRS  

N/A: Not Applicable


A.3.2.1.17
OCNG FDD pattern 17: outer resource blocks allocation in 20 MHz with user data in every subframe (without MBSFN)

Table A.3.2.1.17-1: OP.17 FDD: OCNG FDD Pattern 17

	Allocation
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n


	Relative power level 
[image: image98.wmf]PRB

g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 - 3, 6 - 8
	

	0 - 37
	0
	0
	0
	0
	Note 2

	62 - 99
	0
	0
	0
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image99.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter 
[image: image100.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:
Not Applicable.


A.3.2.1.18
OCNG FDD pattern 18: outer resource blocks allocation in 5 MHz (without MBSFN)

Table A.3.2.1.18-1: OP.18 FDD: OCNG FDD Pattern 18

	Allocation
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n


	Relative power level 
[image: image102.wmf]PRB

g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4,9
	1-3, 6-8
	

	0 – 6
	0
	0
	0
	N/A
	Note 2

	18 – 24
	0
	0
	0
	N/A
	

	0 – 24
	N/A
	N/A
	N/A
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image103.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image104.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
N/A:
Not Applicable


A.3.2.1.19
OCNG FDD pattern 19: full bandwidth allocation in 5 MHz (without MBSFN)

Table A.3.2.1.19-1: OP.19 FDD: OCNG FDD Pattern 19

	Allocation
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	Relative power level 
[image: image106.wmf]PRB

g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 – 3, 6 – 8
	

	0 – 24
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter  
[image: image107.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image108.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
N/A:
Not Applicable


A.3.2.1.20
OCNG FDD pattern 20: outer resource blocks allocation in 5 MHz with user data in every subframe (without MBSFN)

Table A.3.2.1.20-1: OP.20 FDD: OCNG FDD Pattern 20
	Allocation
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n


	Relative power level 
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g

 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	4, 9
	1 - 3, 6 - 8
	

	0 - 6
	0
	0
	0
	0
	Note 2

	18 - 24
	0
	0
	0
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter 
[image: image111.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
If two or more transmit antennas with CRS are used in the test, the PDSCH part of OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter 
[image: image112.wmf]PRB

g

 applies to each antenna port separately, so the transmit power of the PDSCH part of OCNG is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.

N/A:
Not Applicable.


<< End of Change 2 >>
<< Start of Change 3 >>
A.3.2.2
OCNG Patterns for TDD

The following OCNG patterns are used for modelling allocations to virtual UEs (which are not under test). The OCNG pattern for each sub frame specifies the allocations that shall be filled with OCNG, and furthermore, the relative power level of each such allocation.

In each test case the OCNG is expressed by parameters OCNG_RA and OCNG_RB which together with a relative power level (
[image: image113.wmf]g

) specifies the PDSCH EPRE-to-RS EPRE ratios in OFDM symbols without and with reference symbols, respectively. The relative power, which is used for modelling boosting per virtual UE allocation, is expressed by:
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where 
[image: image115.wmf]i

g

 denotes the relative power level of the i:th virtual UE. The parameter settings of OCNG_RA, OCNG_RB, and the set of relative power levels 
[image: image116.wmf]g

are chosen such that when also taking allocations to the UE under test into account, as given by a PDSCH reference channel, a transmitted power spectral density that is constant on an OFDM symbol basis is targeted.

Moreover the OCNG pattern is accompanied by a PCFICH/PDCCH/PHICH reference channel which specifies the control region. The number of PDCCH OFDM symbols in the non-MBSFN subframes is the same as specified in the RMC used in the test. The number of PDCCH OFDM symbols in the MBSFN subframe is the maximal allowed according to TS 36.213 [16]. For any aggregation and PHICH allocation, the PDCCH and any unused PHICH groups are padded with resource element groups with a power level given by PDCCH_RA/RB and PHICH_RA/RB as specified in the test case such that a total power spectral density in the control region that is constant on an OFDM symbol basis is targeted.

For subframes configured as PRS subframes the PDSCH allocation defined in the OCNG pattern does not apply.

For subframes configured as ABS subframes the PDSCH and PMCH allocation defined in the OCNG pattern does not apply. 

The system information is scheduled in the allocations reserved for the OCNG patterns, in the subframes not configured for MBSFN. For this purpose the number of the RB-s allocated with PDSCH defined in the OCNG pattern can be reduced as necessary.
A.3.2.2.1
OCNG TDD pattern 1: outer resource blocks allocation in 10 MHz

Table A.3.2.2.1-1: OP.1 TDD: OCNG TDD Pattern 1 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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n



	Relative power level 
[image: image118.wmf]PRB

g

 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 12


	0
	0
	0
	Table A.3.2.2.1-2
	Note 2

	37 – 49


	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image119.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image120.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


Table A.3.2.2.1-2: OP.1 TDD: OCNG TDD Pattern 1 for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation


[image: image121.wmf]PRB

n


	Relative power level 
[image: image122.wmf]PRB

g

 [dB]

	
	Special subframe configuration

	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	Control region OFDM symbols

	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 12
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	37 – 49
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	Note 1: Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.1A
OCNG TDD pattern 1A: outer resource blocks allocation in 10 MHz (UE category 0)
Table A.3.2.2.1A-1: OP.1A TDD: OCNG TDD Pattern 1A for 5ms downlink-to-uplink switch-point periodicity

	Allocation


[image: image123.wmf]PRB

n



	Relative power level 
[image: image124.wmf]PRB

g

 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 17

	0
	0
	0
	Table A.3.2.2.1A-2
	Note 2

	32 – 49


	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image125.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image126.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


Table A.3.2.2.1A-2: OP.1A TDD: OCNG TDD Pattern 1A for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation
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n


	Relative power level 
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g

 [dB]

	
	Special subframe configuration

	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	Control region OFDM symbols

	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 17
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	32 – 49
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	Note 1: Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.2
OCNG TDD pattern 2: full bandwidth allocation in 10 MHz

Table A.3.2.2.2-1: OP.2 TDD: OCNG TDD Pattern 2 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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n


	Relative power level 
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g

 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe)Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 49
	0
	0
	0
	0
	Note 2

	Note 1: 
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image131.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image132.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


A.3.2.2.3
OCNG TDD pattern 3: outer resource blocks allocation in 1.4 MHz

Table A.3.2.2.3-1: OP.3 TDD: OCNG TDD Pattern 3 for 5 ms downlink-to-uplink switch-point periodicity

	Allocation
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n



	Relative power level 
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g

 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	
	
	

	0 – 1
	0
	0
	0
	0
	Note 2

	4 – 5
	0
	0
	0
	0
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.The parameter
[image: image135.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3:
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image136.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


A.3.2.2.4
OCNG TDD pattern 4: full bandwidth allocation in 1.4 MHz

Table A.3.2.2.4-1: OP.4 TDD: OCNG TDD Pattern 4 for 5 ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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g

 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 5
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.The parameter
[image: image139.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image140.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


A.3.2.2.5
OCNG TDD pattern 5: outer resource blocks allocation in 10 MHz for MBSFN ABS

Table A.3.2.2.5-1: OP.5 TDD: OCNG TDD Pattern 5 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 12


	0
	0
	0
	Table A.3.2.2.1-2
	Note 2

	37 – 49


	0
	0
	0
	
	

	Note 1:
PDSCH allocation does not apply to subframes configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image143.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in TS 36.211 [16]. Any of the subframes 3, 4, 8 and 9 configured as MBSFN ABS in a test shall not contain any PMCH data and shall contain CRS only in the first symbol of the first time slot. The subframe(s) configured as MBSFN ABS depend upon the MBSFN ABS pattern used in the test.  

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image144.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


Table A.3.2.2.5-2: OP.5 TDD: OCNG TDD Pattern 5 for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation


[image: image145.wmf]PRB
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	Relative power level 
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 [dB]

	
	Special subframe configuration

	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	Control region OFDM symbols

	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 12
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	37 – 49
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	

	Note 1:
Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.6
OCNG TDD pattern 6: full bandwidth allocation in 10 MHz for MBSFN ABS

Table A.3.2.2.6-1: OP.6 TDD: OCNG TDD Pattern 6 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data


	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe)Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 49
	0
	0
	0
	0
	Note 2

	Note 1:     PDSCH allocation does not apply to subframes configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image149.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in TS 36.211 [16]. Any of the subframes 3, 4, 8 and 9 configured as MBSFN ABS in a test shall not contain any PMCH data and shall contain CRS only in the first symbol of the first time slot. The subframe(s) configured as MBSFN ABS depend upon the MBSFN ABS pattern used in the test.  

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image150.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in clause 7.1 in TS 36.213.


A.3.2.2.7
OCNG TDD pattern 7: outer resource blocks allocation in 20 MHz

Table A.3.2.2.7-1: OP.7 TDD: OCNG TDD Pattern 7 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 37
	0
	0
	0
	Table A.3.2.1.7-2
	Note 2

	62 – 99
	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image153.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image154.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


Table A.3.2.2.7-2: OP.7 TDD: OCNG TDD Pattern 7 for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	CP length
	Relative power level 
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 [dB]

	
	
	Special subframe configuration

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	
	Control region OFDM symbols

	
	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 37
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	62 – 99
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	Note 1:
Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.7A
OCNG TDD pattern 7A: outer resource blocks allocation in 20 MHz (UE category 0)
Table A.3.2.2.7A-1: OP.7A TDD: OCNG TDD Pattern 7A for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 42
	0
	0
	0
	Table A.3.2.2.7A-2
	Note 2

	57 – 99
	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image159.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image160.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


Table A.3.2.2.7A-2: OP.7A TDD: OCNG TDD Pattern 7A for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation
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 [dB]

	
	
	Special subframe configuration

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	
	Control region OFDM symbols

	
	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 42
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	57 – 99
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	Note 1:
Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.8
OCNG TDD pattern 8: full bandwidth allocation in 20 MHz

Table A.3.2.2.8-1: OP.8 TDD: OCNG TDD Pattern 8 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data



	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe)Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 99
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes
Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image165.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image166.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.3.2.2.9
OCNG TDD pattern 9: outer resource blocks allocation in 5 MHz

Table A.3.2.2.9-1: OP.9 TDD: OCNG TDD Pattern 9 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 6
	0
	0
	0
	Table A.3.2.1.7-2
	Note 2

	18 – 24
	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image169.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image170.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


Table A.3.2.2.9-2: OP.9 TDD: OCNG TDD Pattern 9 for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	CP length
	Relative power level 
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 [dB]

	
	
	Special subframe configuration

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	
	Control region OFDM symbols

	
	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 6
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	18 – 24
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	Note 1:
Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.9A
OCNG TDD pattern 9A: outer resource blocks allocation in 5 MHz (UE category 0)
Table A.3.2.2.9A-1: OP.9A TDD: OCNG TDD Pattern 9A for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe) Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 4
	0
	0
	0
	Table A.3.2.1.7-2
	Note 2

	19 – 24
	0
	0
	0
	
	

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated The parameter
[image: image175.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration defined in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image176.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


Table A.3.2.2.9A-2: OP.9A TDD: OCNG TDD Pattern 9A for special subframe configuration with 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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	Special subframe configuration

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8

	
	
	Control region OFDM symbols

	
	
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2
	1
	2

	0 – 4
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	19 – 24
	N
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	
	
	
	
	
	
	
	
	

	Note 1:
Special subframe configurations are defined in Table 4.2-1 in TS 36.211 [16].


A.3.2.2.10
OCNG TDD pattern 10: full bandwidth allocation in 5 MHz

Table A.3.2.2.10-1: OP.10 TDD: OCNG TDD Pattern 10 for 5ms downlink-to-uplink switch-point periodicity

	Allocation
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	Relative power level 
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 [dB]
	PDSCH Data

	
	Subframe (Note 1)
	

	
	0
	5
	3 , 4, 8, 9 and 6 (as normal subframe)Note 3
	1 and 6 (as special subframe) Note 3
	

	0 – 24
	0
	0
	0
	0
	Note 2

	Note 1:
The allocation of any PDSCH with or without SIB1 applies only to the subframes not configured as PRS subframes.

Note 2: 
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
[image: image181.wmf]PRB

g

is used to scale the power of PDSCH.

Note 3: 
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211 [16].

Note 4: 
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS and according to the antenna transmission mode 2. The parameter
[image: image182.wmf]PRB

g

 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


<< End of Change 3 >>
_1440861222.unknown

_1440861224.unknown

_1440861226.unknown

_1440861228.unknown

_1440861229.unknown

_1440861227.unknown

_1440861225.unknown

_1440861223.unknown

_1440861220.unknown

_1440861221.unknown

_1318845458.unknown

_1318770108.unknown

_1318845437.unknown

_1318845419.unknown

_1283258237.unknown

_1283258259.unknown

_1283258244.unknown

_1283258105.unknown

_1283258144.unknown

_1283258095.unknown

