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1 Introduction
During RAN#67 New Work Item was approved on LTE Advanced intra-band contiguous Carrier Aggregation (CA) in Band 8 [1]. This document proposes text to reflect the change on channel bandwidth.

2 Reference

[1] RP-141845, Revised WID: LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 8, Band 41 and Band 41
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5
Band and Channel Arrangements

5.1
CA operating bands
E-UTRA CA for Band83 is defined to operate in the entire Band 8 range, as defined in Table 5.1-1.
Table 5.1-1 Intra band CA operating band definition for Band 8
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_8
	8
	880 MHz 
	–
	915 MHz
	925 MHz 
	–
	960 MHz
	FDD


5.2
CA channel bandwidth
Table 5.2-1 defines the supported E-UTRA bandwidths for intra-band contiguous CA in Band 8.  5 and10MHz component carrier (CC) channel bandwidths are proposed to be supported in Band 8 intra-band contiguous carrier aggregation.

Table 5.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_8B
	5, 10
	10
	20
	0

	
	10
	5
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9
Summary of required changes to E-UTRA specifications

9.1
Required changes to TS 36.101
Required changes in TS 36.101 are shown in Table 9.1-1.  Unaffected sections for changes are omitted.

Table 9.1-1 Required changes in TS 36.101
	Section
	Requirement
	Expected Changes in TS 36.101

	5.5A
	Operating bands for CA
	A new row will be added in Table 5.5A-1 for CA_8B to the supported Intra-band CA operating bands

	5.6A.1
	Channel bandwidths per operating band for CA
	A new row will be added in Table 5.6A.1-1 for CA_8B to the supported Intra-band CA operating bands 


9.2
Required changes to TS 36.104
Required changes in TS 36.104 are shown in Table 9.2-1.  Unaffected sections for changes are omitted.
Table 9.2-1 Required changes in TS 36.104

	Section
	Requirement
	Expected Changes in TS 36.104

	5.5
	Operating bands for CA
	Add Band 8 to Table 5.5-2 “Intra-band contiguous carrier aggregation bands”


9.3
Required changes to TS 36.141
Required changes in TS 36.141 are shown in Table 9.3-1.  Unaffected sections for changes are omitted.
Table 9.3-1 Required changes in TS 36.141

	Section
	Requirement
	Expected Changes in TS 36.141

	5.5
	Operating bands for CA
	Add Band 8 to Table 5.5-2 “Intra-band contiguous carrier aggregation bands”


<End Text Proposal>

 1/2

