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Background
A new 4DL/1UL CA WI 2+4+5+29 was approved in RAN#67 meeting, 3DL/1UL CA 4+5+29 is included in the same WI. This contribution provides a TP for TR 36.853-13 to finish the Tib/Rib parts for 4+5+29.
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Text Proposal

<Start of Text Proposal for 36.853-13>
x.x.4
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table x.x.4-1 and Table x.x.4-2.
Table x.x.4-1: ΔTIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_4A-5A-29A
	4
	0.3

	
	5
	0.5


Table x.x.4-2: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_4A-5A-29A
	4
	0

	
	5
	0

	
	29
	0


For band combinations 3DL/1UL CA_4A-5A-29A including band 29, which is an operating band without uplink band, the reference sensitivity requirements are specified in Table x.x.4-2a and Table x.x.4-2b.

Table x.x.4-2a: Reference sensitivity for QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_4A-5A-29A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	5
	
	
	-98
	-95
	
	
	

	
	29
	
	
	-97
	-94
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A in TS 36.101.

NOTE 2:
Reference measurement channel is A.3.2 in TS 36.101 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 in TS 36.101.
NOTE 3:
The signal power is specified per port.


Table x.x.4-2b: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_4A-5A-29A
	4
	
	
	25
	50
	75
	100
	FDD

	
	5
	
	
	25 
	251
	
	
	

	
	29
	
	
	N/A
	N/A
	
	
	

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth.


<End of Text Proposal>
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