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<< Unchanged sections omitted >>

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth:
 The RF bandwidth in which a Base Station transmits and/or receives multiple contiguously aggregated carriers. The aggregated channel bandwidth is measured in MHz.

Base station receive period: The time during which the base station is receiving data subframes or UpPTS.

Base Station RF Bandwidth: The bandwidth in which a Base Station transmits and/or receives single or multiple carrier(s) within a supported operating band. 
NOTE:
For BS operating in single carrier, the Base Station RF bandwidth is the same as Channel bandwidth.
Base Station RF bandwidth edge: The frequency of one of the edges of the Base Station RF bandwidth.
Carrier: The modulated waveform conveying the E-UTRA or UTRA physical channels 

Carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths 

Carrier aggregation band: a set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

NOTE:
Carrier aggregation band(s) for an E-UTRA BS is declared by the manufacturer according to the designations in Tables 5.5-2 to 5.5-4.
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Channel edge: The lowest and highest frequency of the E-UTRA carrier, separated by the channel bandwidth.

Contiguous carriers: a set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.

Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gap(s).

DL RS power: The resource element power of Downlink Reference Symbol.

Downlink operating band: The part of the operating band designated for downlink. 

Highest Carrier: The carrier with the highest carrier centre frequency transmitted/received in a specified operating band.

Inter RF bandwidth gap: The frequency gap between two consecutive RF bandwidths that are placed within two supported operating bands.

Inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: non-contiguous carriers aggregated in the same operating band. 

Lower Edge:
 The lowest frequency in the Base Station RF Bandwidth, or in the channel bandwidth of a single E-UTRA carrier; used as a frequency reference point for transmitter and receiver requirements.
Lower sub-block edge: The frequency at the lower edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.

Lowest Carrier:
The carrier with the lowest carrier centre frequency transmitted/received in a specified operating band.
Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Maximum throughput: The maximum achievable throughput for a reference measurement channel. 

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms), unless otherwise stated.

Measurement bandwidth: The bandwidth in which an emission level is specified.

Multi-band Base Station: Base Station characterized by the ability of its transmitter and/or receiver to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).

Multi-band transmitter: Transmitter characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).

Multi-band receiver: Receiver characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).

Multi-carrier transmission configuration: A set of one or more contiguous or non-contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer’s specification.
Non-contiguous spectrum: Spectrum consisting of two or more sub-blocks separated by sub-block gap(s).

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.

Operating band: A frequency range in which E-UTRA operates (paired or unpaired), that is defined with a specific set of technical requirements.

NOTE:
The operating band(s) for an E-UTRA BS is declared by the manufacturer according to the designations in table 5.5-1.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Radio bandwidth: Frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier.
Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector during the transmitter ON period.
RE power control dynamic range: The difference between the power of a RE and the average RE power for a BS at maximum output power for a specified reference condition.

RRC filtered mean power: The mean power of a UTRA carrier as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated UTRA signal is 0.246 dB lower than the mean power of the same signal.

Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same Base Station. There may be multiple instances of sub-blocks within an RF bandwidth.
Sub-block bandwidth: The bandwidth of one sub-block.

Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.

Synchronized operation: Operation of TDD in two different systems, where no simultaneous uplink and downlink occur.
Throughput: The number of payload bits successfully received per second for a reference measurement channel in a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

Transmitter ON period: The time period during which the BS transmitter is transmitting data and/or reference symbols, i.e. data subframes or DwPTS.

Transmitter OFF period: The time period during which the BS transmitter is not allowed to transmit.

Transmitter transient period: The time period during which the transmitter is changing from the OFF period to the ON period or vice versa.
Unsynchronized operation: Operation of TDD in two different systems, where the conditions for synchronized operation are not met.

Uplink operating band: The part of the operating band designated for uplink.

Upper Edge: The highest frequency in the Base Station RF Bandwidth or in the channel bandwidth of a single E-UTRA carrier; used as a frequency reference point for transmitter and receiver requirements.
Upper sub-block edge: The frequency at the upper edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.

<< Unchanged sections omitted >>

6.6.2
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

The requirements shall apply outside the Base Station RF bandwidth or radio bandwidth whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.

For a BS operating in non-contiguous spectrum, the ACLR also applies for the first adjacent channel inside any sub-block gap with a gap size Wgap ≥ 15MHz. The ACLR requirement for the second adjacent channel applies inside any sub-block gap with a gap size Wgap ≥ 20 MHz. The CACLR requirement in subclause 6.6.2.2 applies in sub block gaps for the frequency ranges defined in Table 6.6.2.2-1.

For a BS operating in multiple bands, where multiple bands are mapped onto the same antenna connector, the ACLR also applies for the first adjacent channel inside any inter RF bandwidth gap with a gap size Wgap ≥ 15MHz. The ACLR requirement for the second adjacent channel applies inside any inter RF bandwidth gap with a gap size Wgap ≥ 20 MHz. The CACLR requirement in subclause 6.6.2.2 applies in inter RF bandwidth gaps for the frequency ranges defined in Table 6.6.2.2-1.
The requirement applies during the transmitter ON period.
<< Unchanged sections omitted >>
6.7
Transmitter intermodulation

The transmit intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna. The requirement applies during the transmitter ON period and the transmitter transient period.

For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply regardless of the interfering signals position relative to the inter-RF bandwidth gap.

6.7.1
Minimum requirement

The transmitter intermodulation level is the power of the intermodulation products when an E-UTRA signal of channel bandwidth 5 MHz as an interfering signal is injected into the antenna connector.
The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 6.6.2, 6.6.3 and 6.6.4 in the presence of an E-UTRA interfering signal according to Table 6.7.1‑1.
The requirement is applicable outside the Base Station RF bandwidth or radio bandwidth. The interfering signal offset is defined relative to the Base Station RF bandwidth edges or radio bandwidth edges.
For a BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For a BS capable of multi-band operation, the requirement applies relative to the RF bandwidth edges of each supported operating band. In case the inter RF bandwidth gap is less than 15 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter RF bandwidth gap.
The wanted signal and interfering signal centre frequency offset shall be as in Table 6.7.1‑1.
Table 6.7.1-1 Interfering and wanted signals for the Transmitter intermodulation requirement

	Parameter
	Value

	Wanted signal
	E-UTRA single carrier, or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers

	Interfering signal type
	E-UTRA signal of channel bandwidth 5 MHz

	Interfering signal level
	Mean power level 30 dB below the mean power of the wanted signal

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal or edge of sub-block inside a sub-block gap
	± 2.5 MHz

± 7.5 MHz

± 12.5 MHz

	NOTE1:

Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, TS 36.141 [4] provides further guidance regarding appropriate test requirements.

NOTE2:
In certain regions, NOTE 1 is not applied in Band 1, 3, 8, 9, 11, 18, 19, 21, 28, 32 operating within 1475.9-1495.9MHz, 34.


<< Unchanged sections omitted >>

7
Receiver characteristics

7.1
General

The requirements in clause 7 are expressed for a single receiver antenna connector. For receivers with antenna diversity, the requirements apply for each receiver antenna connector.

Unless otherwise stated, the receiver characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. For FDD operation the requirements in clause 7 shall be met with the transmitter(s) on. If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B). 

NOTE:
In normal operating conditions the BS in FDD operation is configured to transmit and receive at the same time. The transmitter may be off for some of the tests as specifed in 36.141 [4].

Unless otherwise stated the requirements in clause 7 apply during the base station receive period.
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Figure 7.1: Receiver test ports

The throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions. 

When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier. For ACS, blocking and intermodulation characteristics, the negative and positive offset of the interfering signal apply relative to the lower and upper edge of Base station RF bandwidth or radio bandwidth respectively.
<< Unchanged sections omitted >>
7.5
Adjacent Channel Selectivity (ACS) and narrow-band blocking

Adjacent channel selectivity (ACS) is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system. The interfering signal shall be an E-UTRA signal as specified in Annex C.
7.5.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.

For Wide Area BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-3 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 for each channel bandwidth and further specified in Annex A. 

For Medium Range BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-6 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-4 for each channel bandwidth and further specified in Annex A.
For Local Area BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-4 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-2 for each channel bandwidth and further specified in Annex A.
For Home BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-5 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-3 for each channel bandwidth and further specified in Annex A.

The ACS and narrowband blocking requirement is applicable outside the Base Station RF bandwidth or radio bandwidth. The interfering signal offset is defined relative to the Base station RF bandwidth edges or radio bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the E-UTRA interfering signal in Table 7.5.1-3, 7.5.1-4 and 7.5.1-6. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For a BS capable of multi-band operation, the ACS requirement applies in addition inside any inter RF bandwidth gap, in case the inter RF bandwidth gap size is at least as wide as the E-UTRA interfering signal in Tables 7.5.1-3, 7.5.1-4 and 7.5.1-6. The interfering signal offset is defined relative to the RF bandwidth edges inside the inter RF bandwidth gap.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the E-UTRA interfering signal in Table 7.5.1-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For a BS capable of multi-band operation, the narrowband blocking requirement applies in addition inside any inter RF bandwidth gap, in case the inter RF bandwidth gap size is at least as wide as the E-UTRA interfering signal in Table 7.5.1-2. The interfering signal offset is defined relative to the RF bandwidth edges inside the inter RF bandwidth gap.
Table 7.5.1-1: Narrowband blocking requirement

	
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB*
	-49
	See Table 7.5.1-2

	Medium Range BS
	PREFSENS + 6dB****
	-44
	See Table 7.5.1-2

	Local Area BS
	PREFSENS + 6dB**
	-41
	See Table 7.5.1-2

	Home BS
	PREFSENS + 14dB***
	-33
	See Table 7.5.1-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

Note**: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2

Note***:
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.

Note****:
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-4.


Table 7.5.1-2: Interfering signal for Narrowband blocking requirement

	E-UTRA channel

BW of the lowest (highest) carrier received [MHz]
	Interfering RB centre frequency offset* [kHz]
	Type of interfering signal

	1.4
	±(252.5+m*180),

m=0, 1, 2, 3, 4, 5
	1.4 MHz E-UTRA signal, 1 RB*

	3
	±(247.5+m*180),

m=0, 1, 2, 3, 4, 7, 10, 13
	3 MHz E-UTRA signal, 1 RB*

	5
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	10
	±(347.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	15
	±(352.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	20
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	Note*: 
The interfering signal consists of one resource block with its centre frequency positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap. 
                 The channel bandwidth of the interfering signal is located adjacent to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


Table 7.5.1-3: Adjacent channel selectivity for Wide Area BS
	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset** [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-52
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-52
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-52
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-52
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.
Note**:     The interfering signal centre frequency is positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


Table 7.5.1-4: Adjacent channel selectivity for Local Area BS

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Interfering signal centre frequency offset** [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-44
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-44
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-44
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-44
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-44
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-44
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2.
Note**:     The interfering signal centre frequency is positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


Table 7.5.1-5: Adjacent channel selectivity for Home BS

	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 27dB*
	-28
	0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 24dB*
	-28
	1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 22dB*
	-28
	2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 22dB*
	-28
	2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.5.1-6: Adjacent channel selectivity for Medium Range BS

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset** [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-47
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-47
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-47
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-47
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-47
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-47
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-4.
Note**:     The interfering signal centre frequency is positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


7.6
Blocking

7.6.1
General blocking requirement

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer, which are either a 1.4MHz, 3MHz or 5MHz E-UTRA signal for in-band blocking or a CW signal for out-of-band blocking. The interfering signal shall be an E-UTRA signal as specified in Annex C.
7.6.1.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Tables 7.6.1.1-1, 7.6.1.1-1a, 7.6.1.1-1b, 7.6.1.1-1c and 7.6.1.1-2. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1, 7.2.1-2, 7.2.1-3 and 7.2.1-4 for each channel bandwidth and further specified in Annex A.

The blocking requirement is applicable outside the Base Station RF bandwidth or radio bandwidth . The interfering signal offset is defined relative to the Base Station RF bandwidth edges or radio bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in Table 7.6.1.1-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For a BS capable of multi-band operation, the requirement in the in-band blocking frequency ranges applies for each supported operating band. The requirement applies in addition inside any inter RF bandwidth gap, in case the inter RF bandwidth gap size is at least as wide as twice the interfering signal minimum offset in Table 7.6.1.1-2.

For a BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to Tables 7.6.1.1-1, 7.6.1.1-1a and 7.6.1.1-1c shall be excluded from the out-of-band blocking requirement.
Table 7.6.1.1-1: Blocking performance requirement for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset*** [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 27, 33-44
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.
Note***:    The interfering signal centre frequency is positioned at the minimum frequency offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


NOTE:
Table 7.6.1.1-1 assumes that two operating bands, where the downlink operating band (see Table 5.5-1) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.

Table 7.6.1.1-1a: Blocking performance requirement for Local Area BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset*** [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 21-23, 24, 27, 33-44
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1
	to
	(FUL_low  -11)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	
	(FUL_high +20)
	to
	
	
	
	
	

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1

(FUL_high +15)
	to

to
	(FUL_low  -20)

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.
Note***:    The interfering signal centre frequency is positioned at the minimum frequency offset relative to Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


NOTE:
Table 7.6.1.1-1a assumes that two operating bands, where the downlink operating band (see Table 5.5-1) of one band would be within the in-band blocking region of the other band, are not deployed  in the same geographical area.

Table 7.6.1.1-1b: Blocking performance requirement for Home BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 33-44
	(FUL_low -20)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11)

12750
	-15
	PREFSENS +14dB*
	(
	CW carrier

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20)

12750
	-15
	PREFSENS +14dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


NOTE:
Table 7.6.1.1-1b assumes that two operating bands, where the downlink operating band (see Table 5.5-1) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.

Table 7.6.1.1-1c: Blocking performance requirement for Medium Range BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset*** [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 27, 33-44
	(FUL_low -20)
	to
	(FUL_high +20)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-38
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB*
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-4.

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.
Note***:    The interfering signal centre frequency is positioned at the minimum frequency offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


NOTE:
Table 7.6.1.1-1c assumes that two operating bands, where the downlink operating band (see Table 5.5-1) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.

Table 7.6.1.1-2: Interfering signals for blocking performance requirement

	E-UTRA

channel BW of the lowest (highest) carrier received [MHz]
	Interfering signal centre frequency minimum offset* [MHz]
	Type of interfering signal

	1.4
	±2.1
	1.4MHz E-UTRA signal

	3
	±4.5
	3MHz E-UTRA signal

	5
	±7.5
	5MHz E-UTRA signal

	10
	±7.5
	5MHz E-UTRA signal

	15
	±7.5
	5MHz E-UTRA signal

	20
	±7.5
	5MHz E-UTRA signal

	Note*:    The interfering signal centre frequency is positioned at the minimum frequency offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.


7.8
Receiver intermodulation 

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel.  Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. Interfering signals shall be a CW signal and an E-UTRA signal as specified in Annex C. 
7.8.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS antenna input, with the conditions specified in Tables 7.8.1-1 and 7.8.1-2 for intermodulation performance and in Tables 7.8.1-3, 7.8.1-4, 7.8.1-5 and 7.8.1-6 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1, Table 7.2.1-2, Table 7.2.1-3 and Table 7.2.1-4 for each channel bandwidth and further specified in Annex A.

The receiver intermodulation requirement is applicable outside the Base Station RF bandwidth or radio bandwidth edges. The interfering signal offset is defined relative to the Base Station RF bandwidth edgesor radio bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the E-UTRA interfering signal in Table 7.8.1-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For a BS capable of multi-band operation, the intermodulation requirement applies in addition inside any inter RF bandwidth gap, in case the gap size is at least twice as wide as the E-UTRA interfering signal centre frequency offset from the RF bandwidth edge.

For a BS capable of multi-band operation, the narrowband intermodulation requirement applies in addition inside any inter RF bandwidth gap in case the gap size is at least as wide as the E-UTRA interfering signal in Tables 7.8.1-3, 7.8.1-4 and 7.8.1-6. The interfering signal offset is defined relative to the RF bandwidth edges inside the inter RF bandwidth gap.
Table 7.8.1-1: Intermodulation performance requirement

	BS type
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB*
	-52
	See Table 7.8.1-2

	Medium Range BS
	PREFSENS + 6dB**
	-47
	

	Local Area BS
	PREFSENS + 6dB***
	-44
	

	Home BS
	PREFSENS + 14dB****
	-36
	

	Note*:
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.
Note**:
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-4.
Note***
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2.
Note****
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.8.1-2: Interfering signal for Intermodulation performance requirement

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Interfering signal centre frequency offset* [MHz]
	Type of interfering signal

	1.4
	±2.1
	CW

	
	±4.9
	1.4MHz E-UTRA signal

	3
	±4.5
	CW

	
	±10.5
	3MHz E-UTRA signal

	5
	±7.5
	CW

	
	±17.5
	5MHz E-UTRA signal

	10
	±7.375
	CW

	
	±17.5
	5MHz E-UTRA signal

	15
	±7.25
	CW

	
	±17.5
	5MHz E-UTRA signal

	20
	±7.125
	CW

	
	±17.5
	5MHz E-UTRA signal

	Note*:       The interfering signal centre frequency is positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges.


Table 7.8.1-3: Narrowband intermodulation performance requirement for Wide Area BS
	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset** [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	-52
	±270
	CW

	
	
	-52
	±790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	-52
	±270
	CW

	
	
	-52
	±780
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	-52
	±360
	CW

	
	
	-52
	±1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	-52
	±325
	CW

	
	
	-52
	±1240
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	-52
	±380
	CW

	
	
	-52
	±1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	-52
	±345
	CW

	
	
	-52
	±1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-1. 
Note**: 
The interfering signal consists of one resource block with its centre frequency positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap. 

                 The channel bandwidth of the interfering signal is located adjacent to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.
Note***:
This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


Table 7.8.1-4: Narrowband intermodulation performance requirement for Local Area BS

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Interfering RB centre frequency offset** [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	-44
	±270
	CW

	
	
	-44
	±790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	-44
	±270
	CW

	
	
	-44
	±780
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	-44
	±360
	CW

	
	
	-44
	±1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	-44
	±325
	CW

	
	
	-44
	±1240
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	-44
	±380
	CW

	
	
	-44
	±1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	-44
	±345
	CW

	
	
	-44
	±1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-2. 
Note**: 
The interfering signal consists of one resource block with its centre frequency positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap. 

                 The channel bandwidth of the interfering signal is located adjacent to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap. 

Note***:
This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


Table 7.8.1-5: Narrowband intermodulation performance requirement for Home BS

	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset from  the channel edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 14dB*
	-36
	270
	CW

	
	
	-36
	790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 14dB*
	-36
	270
	CW

	
	
	-36
	780
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 14dB*
	-36
	360
	CW

	
	
	-36
	1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 14dB*

(***)
	-36
	325
	CW

	
	
	-36
	1240
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 14dB*

(***)
	-36
	380
	CW

	
	
	-36
	1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 14dB*

(***)
	-36
	345
	CW

	
	
	-36
	1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-3.
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacent to the channel edge of the wanted signal. 

Note***:
This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering signals.


Table 7.8.1-6: Narrowband intermodulation performance requirement for Medium Range BS

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset** [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	−47
	±270
	CW

	
	
	−47
	±790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	−47
	±270
	CW

	
	
	−47
	±780
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	−47
	±360
	CW

	
	
	−47
	±1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	−47
	±325
	CW

	
	
	−47
	±1240
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	−47
	±380
	CW

	
	
	−47
	±1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	−47
	±345
	CW

	
	
	−47
	±1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-4.
Note**: 
The interfering signal consists of one resource block with its centre frequency positioned at the offset relative to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap. 

                 The channel bandwidth of the interfering signal is located adjacent to the Base station RF bandwidth edges or radio bandwidth edges or sub-block edge inside a sub-block gap.
Note***:
This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


<< Unchanged sections omitted >>
