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1 Introduction
RAN4 agreed the measurement requirements for discovery signal under the work item small cell enhancement. The measurement requirements for CRS based and CSI-RS based measurements depend on the bandwidth and are expressed as number of DRS occasions. However each DRS occasion can be between 1-5 subframes which can cause confusion. In this contribution we try to clarify the requirements by adding a column in the table for the minimum number of subframes within each DRS occasion.
2 Discussion
RAN4 agreed that measurement requirements for discovery signal for CRS based and CSI-RS based measurements is expressed as a function of bandwidth and are expressed as number of DRS occasions. For example, the requirements for measurement based on CRS for FDD intra frequency without DRX is as follows [1].
	Measurement bandwidth [RB]
	TMeasurement_Period intra_FDD_CRS[ms]
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25
	3 * TDMTC_periodicity


TDMTC_periodicity is the discovery signal measurement timing configuration periodicity. So it is assumed that for measurement bandwidth of 6PRB there is 5 discovery occasions needed for the measurement. However each DRS occasion can be between 1-5 subframes and the table does not specify how many subframes should be assumed within each discovery occasion.
The requirements on the measurement period were derived based on 1 DL subframe in each occasion for FDD and 2DL subframes in each occasion for TDD. Therefore it is suggested that it is added to the table for clarity. So the table above for FDD intra-frequency measurements without DRX should have a column like the following
	Measurement bandwidth [RB]
	Discovery signal occasion duration (ds-OccasionDuration) [sf]
	TMeasurement_Period intra_FDD_CRS[ms]
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6
	≥1
	5 * TDMTC_periodicity
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25
	≥1
	3 * TDMTC_periodicity


Respectively, the table for TDD intra-frequency requirements without DRX should have a column like the following

	Measurement bandwidth[RB]
	Discovery signal occasion duration (ds-OccasionDuration) [sf]
	TMeasurement_Period intra_TDD_CRS[ms]
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6
	≥2
	5 * TDMTC_periodicity
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25
	≥2
	3 * TDMTC_periodicity


3 Conclusion
In this contribution we explain a clarification for the discovery signal measurement requirements by adding a column in the table for the minimum number of subframes within each DRS occasion.
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