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1 Introduction
During RAN#67 New Work Item was approved on LTE Advanced intra-band contiguous Carrier Aggregation (CA) in Band 8 [1]. This document text proposes on transmit intermodulation requirements  for LTE_CA_C_B8.

2 Discussion
It is proposed to reuse bandwidth class C transmit intermodulation requirement for bandwidth class B as in following table.

 Table 2-1: Transmit Intermodulation
	CA bandwidth class(UL)
	B and C

	Interference Signal
Frequency Offset
	BWChannel_CA
	2*BWChannel_CA

	Interference CW Signal Level
	-40dBc

	Intermodulation Product
	-29dBc
	-35dBc

	Measurement bandwidth
	BWChannel_CA- 2* BWGB


3 Reference

[1] RP-150437 New WID Proposal: LTE Advanced intra-band contiguous Carrier Aggregation in Band 8, CMCC
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6
E-UTRA RF requirements for UE 
6.1 Transmitter Characteristics
6.1.4 Transmit intermodulation
User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or eNode B receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the mean power of the wanted signal to the mean power of the intermodulation product on both component carriers when an interfering CW signal is added at a level below the wanted signal at each of the transmitter antenna port with the other antenna port(s) if any is terminated. Both the wanted signal power and the intermodulation product power are measured through rectangular filter with measurement bandwidth shown in Table 6.1.4-1.

The requirement of transmitting intermodulation is prescribed in Table 6.1.4-1.

Table 6.1.4-1: Transmit Intermodulation
	CA bandwidth class(UL)
	B and C

	Interference Signal
Frequency Offset
	BWChannel_CA
	2*BWChannel_CA

	Interference CW Signal Level
	-40dBc

	Intermodulation Product
	-29dBc
	-35dBc

	Measurement bandwidth
	BWChannel_CA- 2* BWGB


<Next>
9
Summary of required changes to E-UTRA specifications

9.1
Required changes to TS 36.101
Required changes in TS 36.101 are shown in Table 9.1-1.  Unaffected sections for changes are omitted.

Table 9.1-1 Required changes in TS 36.101
	Section
	Requirement
	Expected Changes in TS 36.101

	6.7.1A
	Transmit intermodulation requirements  for LTE_CA_C_B8
	Add Transmit intermodulation requirements for CA Bandwidth Class B in Table 6.7.1A-1.
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