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1.	Introduction
The WI to support the LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 18 and Band 28 was completed in Rel-12 [1-3]. But one of the related text proposals [4] was approved into the Rel-13 TR [5]. In this contribution, we provide a text proposal to remove the corresponding materials into the Rel-13 TR to avoid unnecessary confusion. Note that the removed materials are put into the Rel-12 TR in [6].

2.	Text Proposal
[bookmark: _Toc306263746]<Start of change>
[bookmark: _Toc419192268][bookmark: _Toc419192300]1	Scope
The present document is a technical report for 3DL Inter-band Carrier Aggregation under Rel-13 time frame. The purpose is to gather the relevant background information and studies in order to address 3DL Inter-band Carrier Aggregation requirements.
This TR covers relevant background information and studies in order to address 3DL Inter-band Carrier Aggregation requirements for the Rel-13 band combinations in Table 1-1.
Table 1-1: Release 13 3DL inter-band carrier aggregation combinations
	WI code
	WI title

	LTE_CA_B3_B3_B8
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 3 and Band 8

	LTE_CA_B38_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 38, Band 40 and Band 40

	LTE_CA_B1_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 41 and Band 41

	LTE_CA_B1_B18_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 18 and Band 28

	LTE_CA_B8_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 8, Band 41 and Band 41

	LTE_CA_B26_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 26, Band 41 and Band 41

	LTE_CA_B7_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 40 and Band 40

	LTE_CA_B1_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 7 and Band 28

	LTE_CA_B1_B3_B7
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 7

	LTE_CA_B2_B2_B12
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 2, Band 2 and Band 12

	LTE_CA_B1_B3_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 28

	LTE_CA_B3_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 28

	LTE_CA_B3_B7_B7
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 7

	LTE_CA_B7_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 7 and Band 28

	LTE_CA_B3_B7_B8
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 8

	LTE_CA_B1_B3_B3
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 3

	LTE_CA_B1_B8_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 8 and Band 28

	LTE_CA_B2_B5_B29
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 2, Band 5 and Band 29

	LTE_CA_B3_B3_B5
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 3 and Band 5

	LTE_CA_B3_B8_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 8 and Band 28

	LTE_CA_B3_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 40 and Band 40

	LTE_CA_B8_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 8, Band 42 and Band 42

	LTE_CA_B21_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 21, Band 42 and Band 42

	LTE_CA_B41_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 41, Band 42 and Band 42

	LTE_CA_B1_B3_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 42

	LTE_CA_B1_B21_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 21 and Band 42

	LTE_CA_B3_B19_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 19 and Band 42

	LTE_CA_B7_B20_B38
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 20 and Band 38

	LTE_CA_B19_B21_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 19, Band 21 and Band 42



This TR also covers the 4DL fallback modes for the 4DL Carrier Aggregation combinations with single UL configuration. These 4DL/1UL combinations are listed in Table 1-2. 
Table 1-2: Release 13 inter-band carrier aggregation combinations (4DL/1UL)
	WI code
	WI title

	LTE_CA_B2_B2_B4_B4
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 4 and Band 4

	LTE_CA_B2_B4_B12_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 4, Band 12 and Band 30

	LTE_CA_B2_B2_B5_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 5 and Band 30

	LTE_CA_B2_B2_B12_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 12 and Band 30

	LTE_CA_B1_B3_B7_B8
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 1, Band 3, Band 7 and Band 8

	LTE_CA_B2_B2_B29_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 29 and Band 30

	LTE_CA_B4_B4_B5_B29
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 4, Band 4, Band 5 and Band 29

	
	



This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.
<Next changed clause>
6.4	VoidBand 1, Band 18 and Band 28
[bookmark: _Toc419192301]6.4.1	Operating bands for CA
Table 6.4.1-1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-18-28
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	

	
	28
	703 MHz
	–
	733 MHz
	758 MHz
	–
	788 MHz
	



[bookmark: _Toc419192302]6.4.2	Channel bandwidths per operating band for CA
Table 6.4.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-18A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	28
	
	
	Yes
	Yes
	
	
	
	

	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	28
	
	
	Yes
	Yes
	
	
	
	



[bookmark: _Toc419192303]6.4.3	Harmonics and IMD study
[bookmark: _Toc419192304]6.4.3.1	TBD
[bookmark: _Toc419192305]6.4.3.2	For the UE 
Table 6.4.3.2-1 gives the 2nd and 3rd harmonic for CA with B1+ B18 + B28. For UE coexistence the single UL is already considered for these bands in TS 36.101.
Table 6.4.3.2-1: UE harmonic table for 3DL/1UL
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940

	18
	815
	830
	860
	875
	1630
	1660
	2445
	2490

	28
	703
	733
	758
	788
	1406
	1466
	2109
	2199



[bookmark: _Toc419192306]6.4.4	 ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.4.4-1.
Table 6.4.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-18A-28A
	1
	0.3

	
	18
	0.5

	
	28
	0.5



For the UE which supports inter-band carrier aggregation configuration in Table 6.4.4-2 with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.1-1 [2] shall be increased by the amount given in ΔRIB,c in Table 6.4.4-2 for the applicable E-UTRA bands.
Table 6.4.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-18A-28A
	1
	0

	
	18
	0

	
	28
	0



<End of change>
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