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1. Overall Description:

RAN2 would like to thank RAN1 for their LS on PUCCH on SCell for CA. Thanks to sharing the up-to-date agreements with us, RAN2 agreed the following aspects related to the RAN1 specifications:
SR on PUCCH SCell:

1. As a working assumption, SR on SCell with PUCCH is supported.

2. Whether to configure D-SR only on PCell, only on the SCell with PUCCH, or on both PCell and the SCell with PUCCH is up to eNB implementation.
3. Have only one SR procedure regardless of whether D-SR is configured on multiple cells, i.e. one SR_COUNTER which is increased when D-SR is sent on either PCell or SCell and one sr-ProhibitTimer.
Pathloss reference for SCells:

No change from legacy behaviour: For an SCell (configured with PUCCH or not) in pTAG, its pathloss reference can be configured to be PCell or SIB-2 linked SCell. For an SCell in an sTAG, its pathloss reference shall be the SIB2-linked SCell and not be configurable. RAN2 believes it is aligned with the corresponding RAN1 agreements.
Timing reference for SCells (with or without PUCCH):
1. For SCell in pTAG, its timing reference shall be PCell. 
2. For SCell in an sTAG, its timing reference can be any activated SCell in the sTAG. 
Activation/Deactivation:

1. If a deactivated PUCCH SCell becomes activated, the UE is not required to report CSI on this PUCCH 8 subframes after receiving the activation command, i.e., the UE starts transmitting PUCCH on the PUCCH SCell as soon as the activation of this PUCCH SCell is completed.
2. If another SCell belonging to a secondary PUCCH group becomes activated, the CSI (with out of range CQI until activation is completed) for the newly activated SCell shall be transmitted from n+8 if the PUCCH SCell is already activated (i.e., legacy timing applies), or as soon as the activation of the PUCCH SCell is completed if the PUCCH SCell is also newly activated.

3. Upon deactivation of a PUCCH SCell the UE stops the transmitting PUCCH on this PUCCH SCell when the deactivation is completed but no later than n+8.
2. Actions:

To RAN1 group.

ACTION: 
RAN2 respectfully asks RAN1 group to take the above agreements into account.
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