3GPP TSG-RAN WG4 Meeting #75
R4-153930
Fukuoka, Japan, 25 – 29 May 2015
Source: 
NTT DOCOMO, INC., CHTTL, KT, China Telecom, 
Title: 
Way Forward on PCell mandatory support 
Agenda Item:
5.1
Document for:
Approval
1 Way forward 
1.1 CA configurations that WF approved in R4#74BIS applies
· PCell mandatory/optional support listed in the Table 1.1 are approved.
Table 1.1: CA configurations that WF approved in R4#74BIS applies
	CA

Configuration
	Bands
	Remark
	PCell support mandatory request

	CA_1A-26A
	1
	Class A1

R4-152868 by China telecom
	Mandatory 

	
	26
	
	Mandatory 

	CA_3A-26A
	3
	Class A1

R4-152868 by China telecom
	Mandatory

	
	26
	
	Mandatory

	CA_25A-26A
	25
	Class A1

R4-153032 by Sprint
	Mandatory

	
	26
	
	Mandatory

	CA_29A-30A
	29
	FDD SDL CA

R4-153491　by Vodafone
	N/A

	
	30
	
	Mandatory

	CA_4A-5A-30A
	4
	4+5:  Class A1

4+30: Class A3

5+30: Class A1

R4-153491　by Vodafone
	Mandatory

	
	5
	
	Mandatory

	
	30
	
	Mandatory


1.2 Handling of Intra band contiguous and non-contiguous CA case
· R4-152672 is approved.
R4-152672
Clarification of handling PCell support for Intra band CA
 

　　　　Source: NTT DOCOMO, INC.

Proposal 1: PCell support for pure intra band contiguous CA with 1UL should be mandatory regardless of the arrangement of PCell and SCell positions.

Proposal 2: PCell support for pure intra band non-contiguous CA with 1UL should be mandatory regardless of the arrangement of PCell and SCell positions.
1.3 Class A2 combinations without MSD requirements
· Class A2 combinations without MSD requirements in Table 7.3.1A-0a in TS36.101, Pcell should be mandatorily supported in all aggregated carriers if requested regardless of FDD-FDD or TDD-TDD CA. Note that TDD-FDD CA cases are FFS.
· Thus, in RAN#75, PCell mandatory support request for the CA configuration listed in the Table 1.3 is approved. 
Table 1.3: CA configuration without MSD requirements
	CA

Configuration
	Bands
	Remark
	PCell support mandatory request

	CA_3A-8A
	3
	Class A2 w/o HTF

CHTTL, KT(R4-152624)
	Mandatory

	
	8
	
	Mandatory


1.4 CA_1A-3A and its related 3DL CA configurations
· PCell mandatory support for CA_1A-3A and its related 3DLC CA configurations will be discussed in RAN4#76 based on the consideration of the status of the associated devices such as the latest Quadplexer performance and so on. 
· Class A2 combination with HTF

· Further discussion on challenges of UE implementation is required by not only currently being discussed conducted aspects but also including OTA aspects.
1.5 TDD-FDD Configurations
· For capability aspects (base band), mandatory or optional discussion on the feature of tdd-FDD-CA-PCellDuplex is discussed in RAN Plenary.
· RAN4 keep the discussion with consideration of the outcome of the RAN discussion.
1.6 How to specify PCell mandatory support 
· Interested companies are encouraged to provide a way on how to specify PCell mandatory support into TS 36.101 in the RAN4#76 meeting. 
