Page 1



3GPP TSG-RAN WG4 Meeting #75 
R4-153466
Fukuoka, Japan, 25th - 29th May 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3006
	rev
	-
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	CR for Rel-12 NAICS - Demodulation Test

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	RAN4

	
	

	Work item code:
	LTE_NAICS
	
	Date:
	2015-05-25

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Introduction of demodulation performance test cases for NAICS.

	
	

	Summary of change:
	The following demodulation performance test cases have been introduced
·  Type B transmit diversity with TM2 interference
·  Type B for transmit diversity with TM9 interference

·  Type B closed loop spatial multiplexing with TM4 interference

·  Type B closed loop spatial multiplexing with TM4 interference

·  Type B single layer spatial multiplexing with TM9 interference

·  Type B single layer spatial multiplexing with CRS interference

	
	

	Consequences if not approved:
	Demodulation performance test cases for NAICS feature would not be specified.

	
	

	Clauses affected:
	8.2.1.2.5, 8.2.1.2.6, 8.2.1.4.1D, 8.2.1.4.1E, 8.2.2.2.5, 8.2.2.2.6, 8.2.2.4.1D, 8.2.2.4.1E, 8.3.1.1C, 8.3.1.1D, 8.3.2.1C, 8.3.2.1D

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	x
	
	 Test specifications
	TS36.521-1 

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	


<< Start of Changes >>
8.2.1.2.5 Enhanced Performance Requirement Type B - 2 Tx Antenna Ports with TM2 interference model
The requirements are specified in Table 8.2.1.2.5-2, with the addition of parameters in Table 8.2.1.2.5-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 2 interference model defined in clause B.6.1. In Table 8.2.1.2.5-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.1.2.5-1 Test Parameters for Transmit diversity Performance (FRC) with TM2 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	
[image: image3.wmf]oc

s

N

E

)


	dB
	N/A
	13.91
	3.34
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N

at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	6
	1

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	2
	2
	2

	Interference model
	
	N/A
	As specified in clause B.6.1
	As specified in clause B.6.1

	MCS
	
	[8,9]
	As specified in clause B.6.1
	As specified in clause B.6.1

	Rank
	
	1
	1
	1

	MBSFN
	
	Not configured
	Not configured
	Not configured

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.1.2.5-2 Enhanced Performance Requirement Type B, Transmit Diversity (FRC) with TM2 interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.46 FDD
	OP.1 FDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	[TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.2.1.2.6 Enhanced Performance Requirement Type B - 2 Tx Antenna Ports with TM9 interference model
The requirements are specified in Table 8.2.1.2.6-2, with the addition of parameters in Table 8.2.1.2.6-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 9 interference model defined in clause B.6.3. In Table 8.2.1.2.6-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.

Table 8.2.1.2.6-1 Test Parameters for Transmit diversity Performance (FRC) with TM9 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	N/A
	Antenna ports 15,16
	Antenna ports 15,16
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	dB
	N/A
	3.84
	0.74
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	CFI indicated in PCFICH
	
	3


	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH Start symbol
	
	3
	3
	3

	PDSCH transmission mode
	
	2
	9
	9

	Interference model
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	MCS
	
	[5,8]
	As specified in clause B.6.3
	As specified in clause B.6.3

	PMI
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	Rank
	
	1
	As specified in clause B.6.3
	As specified in clause B.6.3

	CSI-RS
	
	N/A
	NZP config 0 (Note 3)
ZP config 5

ICSI-RS = 6
	NZP config 10 (Note 3)
ZP config 5

ICSI-RS = 6

	Time offset to cell 1
	us
	N/A
	5
	5

	Frequency offset to cell 1
	Hz
	N/A
	500
	500

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 4)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      CSI-RS configurations are according to [4] subclause 6.10.5.2. 
Note 4:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.1.2.6-2 Enhanced Performance Requirement Type B, Transmit Diversity (FRC) with TM9 interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.46 FDD
	OP.1 FDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	[TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
[image: image12.wmf]´

oc

s

N

E

)

 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


< text omitted >
8.2.1.4.1D
Enhanced Performance Requirement Type B - Single-Layer Spatial Multiplexing 2 Tx Antenna Port with TM4 interference model

The requirements are specified in Table 8.2.1.4.1D-2, with the addition of the parameters in Table 8.2.1.4.1D-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with wideband precoding with two transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 4 interference model defined in clause B.6.2. In Table 8.2.1.4.1D-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.1.4.1D-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) with TM4 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1
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	dB
	N/A
	13.91
	3.34

	
[image: image16.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	6
	1

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	4
	4
	4

	Interference model
	
	N/A
	As specified in clause B.6.2
	As specified in clause B.6.2

	MCS
	
	[8,9]
	As specified in clause B.6.2
	As specified in clause B.6.2

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.2
	As specified in clause B.6.2

	Rank
	
	1
	As specified in clause B.6.2
	As specified in clause B.6.2

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.1.4.1D-2: Enhanced Performance Requirement Type B, Single-Layer Spatial Multiplexing (FRC) with TM4 interference model

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.47 FDD
	OP.1 FDD
	N/A
	N/A
	EVA5
	EVA5
	EVA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.2.1.4.1E
Enhanced Performance Requirement Type B - Single-Layer Spatial Multiplexing 2 Tx Antenna Port with TM4 interference model

The requirements are specified in Table 8.2.1.4.1E-2, with the addition of the parameters in Table 8.2.1.4.1E-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with wideband precoding with two transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 4 interference model defined in clause B.6.2. In Table 8.2.1.4.1E-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.1.4.1E-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) with TM4 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1
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	dB
	N/A
	3.84
	0.74
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	CFI indicated in PCFICH
	
	3


	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH Start symbol
	
	3
	3
	3

	PDSCH transmission mode
	
	4
	As specified in clause B.6.2
	As specified in clause B.6.2

	Interference model
	
	N/A
	As specified in clause B.6.2
	As specified in clause B.6.2

	MCS
	
	[5,8]
	As specified in clause B.6.2
	As specified in clause B.6.2

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.2
	As specified in clause B.6.2

	Rank
	
	1
	As specified in clause B.6.2
	As specified in clause B.6.2

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.1.4.1E-2: Enhanced Performance Requirement Type B, Single-Layer Spatial Multiplexing (FRC) with TM4 interference model

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.47 FDD
	OP.1 FDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


< text omitted >
8.2.2.2.5 Enhanced Performance Requirement Type B - 2 Tx Antenna Ports with TM2 interference model
The requirements are specified in Table 8.2.2.2.5-2, with the addition of parameters in Table 8.2.2.2.5-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 2 interference model defined in clause B.6.1. In Table 8.2.2.2.5-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.2.2.5-1 Test Parameters for Transmit diversity Performance (FRC) with TM2 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1
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	dB
	N/A
	13.91
	3.34
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	6
	1

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	2
	2
	2

	Interference model
	
	N/A
	As specified in clause B.6.1
	As specified in clause B.6.1

	MCS
	
	[8,9]
	As specified in clause B.6.1
	As specified in clause B.6.1

	PMI
	
	N/A
	N/A
	N/A

	Rank
	
	1
	1
	1

	CSI-RS
	
	N/A
	N/A
	N/A

	MBSFN
	
	Not configured
	Not configured
	Not configured

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.2.2.5-2 Enhanced Performance Requirement Type B, Transmit Diversity (FRC) with TM2 interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.46 TDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	[TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.2.2.2.6 Enhanced Performance Requirement Type B - 2 Tx Antenna Ports with TM9 interference model
The requirements are specified in Table 8.2.2.2.6-2, with the addition of parameters in Table 8.2.2.2.6-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 9 interference model defined in clause B.6.3. In Table 8.2.2.2.6-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.

Table 8.2.2.2.6-1 Test Parameters for Transmit diversity Performance (FRC) with TM9 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	N/A
	Antenna ports 15,16
	Antenna ports 15,16
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	dB
	N/A
	3.84
	0.74
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	CFI indicated in PCFICH
	
	3


	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH Start symbol
	
	3
	3
	3

	PDSCH transmission mode
	
	2
	9
	9

	Interference model
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	MCS
	
	[5,8]
	As specified in clause B.6.3
	As specified in clause B.6.3

	PMI
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	Rank
	
	1
	As specified in clause B.6.3
	As specified in clause B.6.3

	CSI-RS
	
	N/A
	NZP config 0 (Note 3)
ZP config 5

ICSI-RS = 6
	NZP config 10 (Note 3)
ZP config 5

ICSI-RS = 6

	Time offset to cell 1
	us
	N/A
	5
	5

	Frequency offset to cell 1
	Hz
	N/A
	500
	500

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 4)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      CSI-RS configurations are according to [4] subclause 6.10.5.2. 
Note 4:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.2.2.6-2 Enhanced Performance Requirement Type B, Transmit Diversity (FRC) with TM9 random interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.46 TDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	[TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


< text omitted >
8.2.2.4.1D
Enhanced Performance Requirement Type B - Single-Layer Spatial Multiplexing 2 Tx Antenna Port with TM4 interference model

The requirements are specified in Table 8.2.2.4.1D-2, with the addition of the parameters in Table 8.2.2.4.1D-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with wideband precoding with two transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 4 interference model defined in clause B.6.2. In Table 8.2.2.4.1D-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.2.4.1D-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) with TM4 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1
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	dB
	N/A
	13.91
	3.34

	
[image: image40.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	6
	1

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	4
	4
	4

	Interference model
	
	N/A
	As specified in clause B.6.2
	As specified in clause B.6.2

	MCS
	
	[8,9]
	As specified in clause B.6.2
	As specified in clause B.6.2

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.2
	As specified in clause B.6.2

	Rank
	
	1
	As specified in clause B.6.2
	As specified in clause B.6.2

	CSI-RS
	
	N/A
	N/A
	N/A

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.2.4.1D-2: Enhanced Performance Requirement Type B, Single-Layer Spatial Multiplexing (FRC) with TM4 interference model

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.47 TDD
	OP.1 TDD
	N/A
	N/A
	EVA5
	EVA5
	EVA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.2.2.4.1E
Enhanced Performance Requirement Type B - Single-Layer Spatial Multiplexing 2 Tx Antenna Port with TM4 interference model

The requirements are specified in Table 8.2.2.4.1E-2, with the addition of the parameters in Table 8.2.2.4.1E-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with wideband precoding with two transmit antennas when the PDSCH transmission in the serving cell is interfered by PDSCH of two interfering cells applying transmission mode 4 interference model defined in clause B.6.2. In Table 8.2.2.4.1E-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.2.2.4.1E-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC) with TM4 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1
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	dB
	N/A
	3.84
	0.74

	
[image: image46.wmf]oc
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	CFI indicated in PCFICH
	
	3


	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH Start symbol
	
	3
	3
	3

	PDSCH transmission mode
	
	4
	4
	4

	Interference model
	
	N/A
	As specified in clause B.6.2
	As specified in clause B.6.2

	MCS
	
	[5,8]
	As specified in clause B.6.2
	As specified in clause B.6.2

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.2
	As specified in clause B.6.2

	Rank
	
	1
	As specified in clause B.6.2
	As specified in clause B.6.2

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.2.2.4.1E-2: Enhanced Performance Requirement Type B, Single-Layer Spatial Multiplexing (FRC) with TM4 interference model

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.47 TDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


< text omitted >
8.3.1.1C
Enhanced Performance Requirement Type B – Single-layer Spatial Multiplexing with TM9 interference model

The requirements are specified in Table 8.3.1.1C-2, with the addition of the parameters in Table 8.3.1.1C-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify closed loop rank one performance on one of the antenna ports 7 or 8 without a simultaneous transmission on the other antenna port in the serving cell when the PDSCH transmission in the serving cell is interfered by PDSCH of one dominant interfering cell applying transmission mode 9 interference model defined in clause B.6.3. In 8.3.1.1C-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.3.1.1C-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with TM9 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,16
	Antenna ports 15,16
	Antenna ports 15,16
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	dB
	N/A
	13.91
	3.34
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at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	9
	9
	9

	Interference model
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	MCS
	
	[8,9]
	As specified in clause B.6.3
	As specified in clause B.6.3

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.3
	As specified in clause B.6.3

	Rank
	
	1
	As specified in clause B.6.3
	As specified in clause B.6.3

	CSI-RS
	
	NZP config 5 (Note 3)
ZP config 0

ICSI-RS = 6
	NZP config 0 (Note 3)
ZP config 5

ICSI-RS = 6
	NZP config 10 (Note 3)
ZP config 5

ICSI-RS = 6

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 4)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      CSI-RS configurations are according to [4] subclause 6.10.5.2. 
Note 4:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.3.1.1C-2: Enhanced Performance Requirement Type B, CDM-multiplexed DM RS with TM9 interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.48 FDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	4x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.3.1.1D
Enhanced Performance Requirement Type B – Single-layer Spatial Multiplexing with CRS interference model

The requirements are specified in Table 8.3.1.1D-2, with the addition of the parameters in Table 8.3.1.1D-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify closed loop rank one performance on one of the antenna ports 7 or 8 without a simultaneous transmission on the other antenna port in the serving cell when the PDSCH transmission in the serving cell is interfered by the CRS of the interfering cell, applying the CRS interference model defined in clause B.6.4. In 8.3.1.1D-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.

Table 8.3.1.1D-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with CRS interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,16
	N/A
	N/A
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	dB
	N/A
	13.91
	3.34

	
[image: image58.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	Number of control OFDM symbols
	
	3
	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH transmission mode
	
	9
	N/A
	N/A

	Interference model
	
	N/A
	As specified in clause B.6.4
	As specified in clause B.6.4

	MCS
	
	14
	N/A
	N/A

	PMI
	
	Wideband PMI random per TTI
	N/A
	N/A

	Rank
	
	1
	N/A
	N/A

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.3.1.1D-2: Enhanced Performance Requirement Type B, CDM-multiplexed DM RS with CRS interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.48 FDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


< text omitted >
8.3.2.1C
Enhanced Performance Requirement Type B – Single-layer Spatial Multiplexing with TM9 interference
The requirements are specified in Table 8.3.2.1C-2, with the addition of the parameters in Table 8.3.2.1C-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify closed loop rank one performance on one of the antenna ports 7 or 8 without a simultaneous transmission on the other antenna port in the serving cell when the PDSCH transmission in the serving cell is interfered by PDSCH of one dominant interfering cell applying transmission mode 9 interference model defined in clause B.6.3. In 8.3.2.1C-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.
Table 8.3.2.1C-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with TM9 interference model
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	[4]
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,16
	Antenna ports 15,16
	Antenna ports 15,16
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	dB
	N/A
	13.91
	3.34
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at antenna port
	dBm/15kHz
	-98
	N/A
	N/A

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	Number of control OFDM symbols
	
	3
	3
	3

	PDSCH transmission mode
	
	9
	9
	9

	Interference model
	
	N/A
	As specified in clause B.6.3
	As specified in clause B.6.3

	MCS
	
	[8,9]
	As specified in clause B.6.3
	As specified in clause B.6.3

	PMI
	
	Wideband PMI random per TTI
	As specified in clause B.6.3
	As specified in clause B.6.3

	Rank
	
	1
	As specified in clause B.6.3
	As specified in clause B.6.3

	CSI-RS
	
	NZP config 5 (Note 3)
ZP config 0

ICSI-RS = 6
	NZP config 0 (Note 3)
ZP config 5

ICSI-RS = 6
	NZP config 10 (Note 3)
ZP config 5

ICSI-RS = 6

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 4)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      CSI-RS configurations are according to [4] subclause 6.10.5.2. 
Note 4:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.3.2.1C-2: Enhanced Performance Requirement Type B, CDM-multiplexed DM RS with TM9 interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.48 TDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	4x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.


8.3.2.1D
Enhanced Performance Requirement Type B – Single-layer Spatial Multiplexing with CRS interference model
The requirements are specified in Table 8.3.2.1D-2, with the addition of the parameters in Table 8.3.2.1D-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify closed loop rank one performance on one of the antenna ports 7 or 8 without a simultaneous transmission on the other antenna port in the serving cell when the PDSCH transmission in the serving cell is interfered by the CRS of the interfering cell, applying the CRS interference model defined in clause B.6.4. In 8.3.2.1D-1, Cell 1 is the serving cell, and Cell 2, 3 are interfering cells. The downlink physical channel setup is according to Annex C.3.2 for each of Cell 1, Cell 2 and Cell 3, respectively.

Table 8.3.2.1D-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with CRS interference model 

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Uplink downlink Configuration
	
	1
	1
	1

	Special subframe configuration
	
	4
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
	-3
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	dB
	-3 (Note 1)
	-3
	-3

	
	(
	dB
	0
	0
	0

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,16
	N/A
	N/A
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	dB
	N/A
	13.91
	3.34
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at antenna port
	dBm/15kHz
	-98
	N/A
	N/A

	BWChannel
	MHz
	10
	10
	10

	Cyclic Prefix
	
	Normal
	Normal
	Normal

	Cell Id
	
	0
	1
	6

	Number of control OFDM symbols
	
	3
	Random from {1,2,3}
	Random from {1,2,3}

	PDSCH transmission mode
	
	9
	N/A
	N/A

	Interference model
	
	N/A
	As specified in clause B.6.4
	As specified in clause B.6.4

	MCS
	
	14
	N/A
	N/A

	PMI
	
	Wideband PMI random per TTI
	N/A
	N/A

	Rank
	
	1
	N/A
	N/A

	Time offset to cell 1
	us
	N/A
	2
	3

	Frequency offset to cell 1
	Hz
	N/A
	200
	300

	MBSFN
	
	Not configured
	Not configured
	Not configured

	NeighCellsInfo-r12
(Note 3)
	p-aList-r12
	
	N/A
	{dB-6, dB-3, dB0}
	{dB-6, dB-3, dB0}

	
	transmissionModeList-r12
	
	N/A
	{2,3,4,8,9}
	{2,3,4,8,9}

	Note 1:
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Note 2:
Cell 1 is the serving cell. Cell 2, 3 are the interfering cells.
Note 3:      The NAICS assistance information from Cell 2 and Cell 3 is described in subclause 6.3.2 of [7].


Table 8.3.2.1D-2: Enhanced Performance Requirement Type B, CDM-multiplexed DM RS with CRS interference model
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna Configuration (Note 3)
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	
	Fraction of Maximum Throughput (%)
	SINR (dB) (Note 2)
	

	1
	R.48 TDD
	OP.1 TDD
	N/A
	N/A
	EPA5
	EPA5
	EPA5
	2x2 Low
	[85]
	 [TBD]
	≥1

	Note 1:
The propagation conditions for Cell 1, Cell 2 and Cell 3 are statistically independent.

Note 2:
SINR corresponds to 
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 of Cell 1 as defined in clause 8.1.1.
Note 3:
Correlation matrix and antenna configuration parameters apply for each of Cell 1, Cell 2 and Cell 3.
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