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1. Overall Description:
In Rel-12 timeframe, receiver requirements of REFSENS, Out-of-band blocking and Spurious response for 2UL/2DL were specified in TS 36.101. Accordingly, an LS to inform guidance for the conformance test as shown in Table 1 was sent to RAN5 [1].
Table 1: Guidance for receiver tests for 2UL CA

	Rx requirements
	Test with 2UL/2DL condition

	7.3 REFSENS
	Needed

	7.6 Out-of-band blocking
	RAN4 has concluded that it is not beneficial to test OOB for both 1UL/2DL and 2UL/2DL cases, only the case that is more challenging should be tested. 
RAN4 is still discussing which of the cases is more challenging and will send more information on this to RAN 5.

	7.7 Spurious response
	See 7.6


This paper provides additional information for Out-of-band blocking and Spurious response. RAN4 has discussed impact of self-interference due to 2UL for the test result quantitatively. During the discussion, it was shown that the interference does not cause fail of the result. As a consequence, it could be concluded that test coverages of Out-of-band blocking and Spurious response for 2UL/2DL are covered by 1UL test (i.e. Single-carrier LTE and 1UL/2UL CA).
2. Actions:
To RAN5: RAN4 respectfully asks RAN5 to take above information into consideration.
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[1] R4-148100, “LS on RX requirements for 2UL CA”, RAN4
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