Page 1



3GPP TSG-WG4 Meeting #76
R4-154172
Beijing, China, 24 – 28 August 2015

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3064
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Correction to RC.2 TDD Nr. HARQ Proc. into TS36.101

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R4

	
	

	Work item code:
	TEI11
	
	Date:
	2015-08-24

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently, the maximum number of DL HARQ processes for TDD UL-DL configuration 1 is 7 and for TDD UL-DL configuration 2 is 10. Hence, the corresponding parameters for CSI reference measurement channel need to be corrected.

	
	

	Summary of change:
	The following changes were made:

· Correct the number of HARQ processes for TDD UL-DL configuration 2 in Table A.4-1.
· Correct the note reference for RMC RC.3 TDD

	
	

	Consequences if not approved:
	RMC RC.2 TDD Nr. HARQ Proc. and RC.3 TDD will remain incorrect.

	
	

	Clauses affected:
	A.4

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS 36.521-1

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Table A.4-0: Void
Table A.4-1: CSI reference measurement channels

	RMC Name
	Duplex
	CH-BW
	Alloc. RB-s
	UL/DL Config
	Alloc. SF-s
	MCS Scheme
	Nr. HARQ Proc.
	Max. nr HARQ Trans.
	Notes

	1 CRS Port

	RC.1 FDD
	FDD
	10
	50
	-
	
	MCS.1
	8
	1
	

	RC.1A FDD
	FDD
	10
	50
	
	
	MCS.1A
	8
	1
	

	RC.1 TDD
	TDD
	10
	50
	Note 3
	
	MCS.1
	10
	1
	

	RC.1A TDD
	TDD
	20
	100
	Note 3
	
	MCS.1B
	10
	1
	

	RC.3 FDD
	FDD
	10
	6
	-
	
	MCS.10
	8
	1
	

	RC.3 TDD
	TDD
	10
	6
	Note 3
	
	MCS.10
	10 or 7 (Note 9)
	1
	

	RC.4 FDD
	FDD
	10
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.4 TDD
	TDD
	10
	15
	Note 3
	
	MCS.15
	10
	1
	Note 6

	RC.5 FDD
	FDD
	10
	3
	-
	
	MCS.17
	8
	1
	

	RC.5 TDD
	TDD
	10
	3
	Note 3
	
	MCS.17
	10
	1
	

	RC.14 FDD
	FDD
	5
	25
	-
	
	MCS.14
	8
	1
	

	RC.15 FDD
	FDD
	5
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.16 FDD
	FDD/HD-FDD
	10
	2
	
	
	MCS.20
	8
	1
	Note 8,10

	RC.16 TDD
	TDD
	10
	2
	Note 3
	
	MCS.20
	10
	1
	Note 8

	2 CRS Ports

	RC.2 FDD
	FDD
	10
	50
	-
	
	MCS.2
	8
	1
	

	RC.2 TDD
	TDD
	10
	50
	Note 3
	
	MCS.2
	10 or 7 (Note 9)
	1
	

	RC.6 FDD
	FDD
	10
	15
	-
	
	MCS.16
	8
	1
	Note 6

	RC.6 TDD
	TDD
	10
	15
	Note 3
	
	MCS.16
	7
	1
	Note 6

	4 CRS Ports

	RC.16 FDD
	FDD
	10
	50
	-
	
	MCS.18
	8
	1
	

	RC.14 TDD
	TDD
	10
	50
	Note 3
	
	MCS.18
	7
	1
	

	1 CRS Port + CSI-RS

	RC.8 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11A
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12A
	
	
	

	RC.8 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.11
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8A TDD
	TDD
	20
	8
	Note 3
	Non
CSI-RS
	MCS.11B
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12B
	
	
	

	RC.9 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.3
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	RC.9 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.3
	7
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	2 CRS Port + CSI-RS

	RC.7 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.7
	
	
	

	RC.7 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS
	MCS.8
	
	
	

	RC.11 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.11 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.17 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.13
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	RC.15 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.13
	7
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.19
	
	
	

	[RC TDD eIMTA. 1A] 
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	[MCS.21]
	10
	1
	

	[RC TDD eIMTA. 1B]
	TDD
	10
	6
	Note 3
	4 ZP-CSI-RS
	[MCS.22]
	10
	1
	

	[RC TDD eIMTA. 2A-1] 
	TDD
	10
	41
	Note3
	4 ZP-CSI-RS
	[MCS.23]
	10
	1
	Note 11

	[RC TDD eIMTA. 2A-2] 
	TDD
	10
	50
	Note3
	Non
CSI-RS
	[MCS.24]
	10
	1
	

	
	
	
	
	
	2 CSI-RS,
4 ZP-CSI-RS
	[MCS.25]
	
	
	

	1 CRS Port + CSI-RS + CSI-IM

	RC.13 FDD
	FDD
	10
	50
	-
	Non CSI-RS/IM
	MCS.3
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.13 TDD
	TDD
	10
	50
	Note 3
	Non CSI-RS/IM
	MCS.3
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	2 CRS Port + CSI-RS + CSI-IM

	RC.10 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS, 
1 CSI process
	MCS.8
	
	
	

	RC.10 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS,
1 CSI process
	MCS.9
	
	
	

	RC.12 FDD
	FDD
	10
	6
	-
	Non CSI-RS/IM
	MCS.13
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.12 TDD
	TDD
	10
	6
	Note 3
	Non CSI-RS/IM
	MCS.13
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
For FDD only subframes 1, 2, 3, 4, 6, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
TDD UL-DL configuration as specified in the individual tests.

Note 4:
For TDD when UL-DL configuration 1 is used only subframes 4 and 9 are allocated to avoide PBCH and synchronizaiton signal overhead. 

Note 5:
For TDD when UL-DL configuration 2 is used only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 6:
Centered within the Transmission Bandwidth Configuration (Figure 5.6-1).

Note 7:
Only subframes 2, 3, 4, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.
Note 8:
Allocate PDSCH on 5th and 6th PRBs within a subband.
Note 9: 
The number of HARQ processes is 10 for TDD UL/DL configuration 2 and 7 for TDD UL/DL configuration 1. 

Note 10: 
The downlink subframes are scheduled at the 1st, 2nd, 8th, 9th, 16th, 17th, 18th, 24th, 26th, 32nd, 33rd, 34th subframes every 40ms. Information bit payload is available if downlink subframe is scheduled.(starting from 0th subframe) 

Note 11:
41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in subframe 0 and 5 in [RC TDD eIMTA. 2A-1].


