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1 Introduction
In RAN#75 meeting R4-153690 was agreed for 4RX with following agreement on control channel:
· For PDCCH/PCFICH: Previous agreement to reuse 2RX test procedures is confirmed, subject to companies checking the RAN5 specification aspects.

· Alignment results are invited in RAN4#76

Our ideal simulation results for PDCCH/PCFICH are provided in this contribution for TDD system.
2 Simulation results
In the simulation the test parameter defined in Table 8.4.2-1 of TS36.101 are utilized. As there is no decision on how to handle (F)eICIC in WI of 4RX, the ideal simulation results are only submitted for 1TX and primary 2TX/4TX cases as shown in table1, which could be taken into account for results contrast. 
Table 1: Ideal PDCCH/PCFICH simulation results for 4RX
	Test condition
	Bandwidth 
	Aggregation level
	Reference Channel in TS36.101
	Propagation Condition in TS36.101
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB) in ideal simulation  

	8.4.2.1
	10 MHz
	8 CCE
	R.15 TDD
	ETU70
	1x4 Low
	1
	-7.2

	8.4.2.2.1
	10 MHz
	4 CCE
	R.16 TDD
	 EVA70
	2 x 4 Low
	1
	-5.2

	8.4.2.2.2
	5 MHz
	2 CCE
	R.17 TDD
	 EPA5
	4 x 4 Medium
	1
	 2.7
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