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1 Introduction
New WI (RP-151037) was created to specify technical requirements for deploying LTE operation in 1447-1467MHz Band in China. The major work is to specify the RF requirement for the new band. In this contribution, we provide discussion on channel numbering for 1447-1467MHz Band and corresponding TP is provided for approval. 
2 Discussion
Way forward on FDD E-UTRA band numbering was agreed in [6]. Band 65 and band 66 are allocated for WIs [4][5]. Currently Band 33~44 are TDD bands and there is 20 band numbers and more than 18000 (65535- 46590) EARFCN numbers can be used within the original range, hence we propose for the new TDD bands the band number will start with band 45.
Proposal: The band number 45 to 64 is proposed to be allocated to TDD bands.

For 1447-1467MHz Band the E-UTRA frequency band can be defined as in Table 2-1. 
Table 2-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	[45]
	1447 MHz
	–
	1467 MHz
	1447 MHz
	–
	1467 MHz
	TDD


EARFCN for 1447-1467MHz Band can be defined as in Table 2-2.
Table 2-2: EARFCN allocated for E-UTRA Band [45]
	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	[45]
	1447
	[46590]
	[46590–46789]
	1447
	[46590]
	[46590–46789]


3 Conclusion
It is proposed to approve the TP for 1447-1467MHz Band WI TR [3].
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For 1447-1467MHz Band the E-UTRA frequency band is defined as in Table 10-1. 
Table 10-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	[45]
	1447 MHz
	–
	1467 MHz
	1447 MHz
	–
	1467 MHz
	TDD


EARFCN for 1447-1467MHz Band is defined as in Table 10-2.
Table 10-2: EARFCN allocated for E-UTRA Band [45]
	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	[45]
	1447
	[46590]
	[46590–46789]
	1447
	[46590]
	[46590–46789]
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