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1. Introduction
LTE Advanced intra-band contiguous Carrier Aggregation in Band 42 for 4DL work item was approved at TSG RAN#67[1]. This contribution discusses the impact of introducing 4-CC DL intra-band contiguous CA in Band 42 on out-of-band blocking requirement. 
2. Discussion 
There is no aggregated bandwidth dependency for out-of-band blocking requirement.  The same requirement is used for all CA bandwidth classes in TS 36.101 section 7.6.2.1A. It is proposed to extend these requirements to CA bandwidth Class E with no changes from Class B/C/D.
3. Conclusion
This contribution discussed the UE out of band blocking requirement for CA_42E. It is proposed that the attached text proposal is included in TR 36.833-7-42 
4. References

[1]
RP-150438, New WI proposal: LTE Advanced intra-band contiguous Carrier Aggregation in Band 42 for 4DL, CATT, RAN#67
TEXT PROPOSAL for TR 36.833-7-42
5.2.4
Blocking characteristics
5.2.4.2


Out-of-band blocking
There is no aggregated bandwidth dependency for out-of-band blocking requirement.  The same requirement is reused for CA_42E with no changes from the requirements for CA Class B/C/D.
Table 5.2.4.2-1: Out-of-band blocking parameters

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	9
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A in TS 36.101..
NOTE 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2 in TS 36.101.


Table 5.2.4.2-2: Out-of-band blocking

	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_1C, CA_2C, CA_3C, CA_7C , CA_12B, CA_23B, CA_27B, CA_38C, CA_40C, CA_41C, CA_40D, CA_42C, CA_42D, CA_42E (NOTE 1)
	FInterferer (CW)


	MHz


	FDL_low -15 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE 1:
For CA_42C, CA_42D and CA_42E, the power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz.
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