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1. Introduction

Bandwidth set 1 for CA_41A-42C need to be removed to align with the WID [1] and also to align with CR [2] which is now implemented in 36.101.

Changes in 36.101 have been implemented according to TP [3], but for CA_2A-2A-5A the ΔTIB and ΔRIB values are mentioned for band 12 instead of for band 5 (but with correct values).
2. Text Proposal
----- Unchanged sections omitted -----

6.25.2
Channel bandwidths per operating band for CA
Table 6.25.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_41A-42C 
	41
	
	
	
	Yes
	Yes
	Yes
	60
	0



	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	


----- Unchanged sections omitted -----
7.2.4
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 7.2.4-1 and 7.2.4-2 respectively. The values are derived from the corresponding values of CA_2A-5A [2]. 
Table 7.2.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2C-5A
	2
	0.3

	
	5
	0.3


Table 7.2.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2C-5A
	2
	0

	
	5
	0


----- Unchanged sections omitted -----
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